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FLUSH VALVE HANDLE SHALL BE LOCATES ON
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NOTES:
501.CRITICAL - All horizontal grab bars to be mounted at same
height AFF. Heights indicated are to top of gripping surface.
502. Toilet tissue dispensers that control delivery or do not
permit continuous toilet tissue flow shall not be used.
503. Water supply piping and drain pipes under lavatory shall
be insulated. there shall be no sharp or abrasive surfaces under
lavatory.
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201. This detail applies to objects which protrude

PROTRUDING

into circulation paths (walks, sidewalks, corridors

NOTES:

passageways or aisles).
202. Protruding objects shall not protrude into the
required clear width of an accessible route or
maneuvering space.
203.  Protruding objects shall not reduce the required
minimum clear width of a corridor, passageway or
aisle as indicated on detail and as required by the
applicable codes that are enforced by the AHJ for
this project.
204. Freestanding objects that are mounted on posts
or pylons may overhang horizontally 12" maximum if
the leading edge of the overhanging object is
between 27" AFF and 80" AFF as long as they
comply with notes 602 and 603.  If multiple posts are
used, lower edge of sign must be at 27" MAX. or 80" min. AFF
if posts are 12" or greater apart.
205.  Circulation paths shall have 6'-8" minimum
clear headroom. If the vertical clearance of an area
that is adjoining an accessible route is reduced to
less than 6'-8" a barrier to warn blind or visually
impaired persons shall be provided with leading edge
of barrier at 27" MAX. AFF.
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NOTES:
401. Dimension from the face-of-finish at adjacent
wall to the centerline of the water closet applies
full length of the water closet. Install water closet
parallel to wall.
402. If a 30" x 48" clear floor space is provided by
the arc of the door as shown in Option B, doors shall
be permitted to swing into the clearance required for
any fixture.

B

C

A

D

ADA1.2 B

C

A

D

PROVIDE 5'-0" DIA.

CLEAR FLOOR SPACE

WHEEL CHAIR
TURNING SPACE

PROVIDE 5'-0" DIA.

PROVIDE 30"x48"

AT LAVATORY
CLEAR FLOOR SPACE

REQUIRED FOR"CLEAR FLOOR SPACE"

MANEUVERING CLEAR. AT
EACH SIDE OF DOOR

REQUIRED FOR

ADA1.2
1 1

REFUGE
AREA OF

AREA OF
REFUGE

48
 m

in

60
 m

ax

12
20 15

25

18 min
455

18 min
455

45°

centered on
tactile charactersLC

703.4 Installation Height and Location. Signs with tactile characters shall comply with 703.4.

703.4.1 Height Above Finish Floor or Ground. Tactile characters on signs shall be located 48 inches 
(1220 mm) minimum above the finish floor or ground surface, measured from the baseline of the lowest tactile
character and 60 inches (1525 mm) maximum above the finish floor or ground surface, measured from
the baseline of the highest tactile character.

Figure 703.4.1 Height of Tactile Characters Above Finish Floor or Ground

703.4.2 Location. Where a tactile sign is provided at a door, the sign shall be located alongside the door
at the latch side. Where a tactile sign is provided at double doors with one active leaf, the sign shall be
located on the inactive leaf. Where a tactile sign is provided at double doors with two active leafs, the sign
shall be located to the right of the right hand door. Where there is no wall space at the latch side of a
single door or at the right side of double doors, signs shall be located on the nearest adjacent wall. Signs
containing tactile characters shall be located so that a clear floor space of 18 inches (455 mm) minimum
by 18 inches (455 mm) minimum, centered on the tactile characters, is provided beyond the arc of any
door swing between the closed position and 45 degree open position.

Figure 703.4.2 Location of Tactile Signs at Doors

Note: Where signage is indicated to be by owner under a separate package, the required international symbol of
accessibility is to be displayed on ADA room signage in accordance with 2014 Florida Building Code
Accessibility section 703.7.

403.  Per the 2010 FGI Guidelines for Design and
Construction of Healthcare Facilities, Patient-use 
shall swing outward, as shown in option "A", or be
equipped with emergency rescue door hardware.
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