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GENERAL NOTES:

26°41'52.2" N, 80°38'46.6" W
PARCEL ID: 00-37-43-28-00-000-1010

LOCATION MAP:

VICINITY MAP:

WAREHOUSE EXPANSION

37021 GATOR BLVD, BELLE GLADE, FL 33430

SHEET INDEX:

PROJECT NAME: TELLUS PRODUCTS, LLC WAREHOUSE EXPANSION

PROJECT LOCATION: 37021 GATOR BLVD, BELLE GLADE, FL 33430

PROJECT DESCRIPTION:

THE CONSTRUCTION OF AN EXPANSION TO THE EXISTING WAREHOUSE LOCATED
ON THE SOUTH END OF THE EXISTING TELLUS FACILITY. THE PROJECT CONSISTS
OF THE CONSTRUCTION OF A +25,000 SQUARE-FOOT WAREHOUSE AND
ASSOCIATED INFRASTRUCTURE AND UTILITIES.

PARCEL ID NUMBER: 00-37-43-28-00-000-1010

SITE ACREAGE:

SITE ACRES: +72.02 ACRES
PROJECT AREA: +21.41 ACRES
DISTURBED ACRES:  +1.56 ACRES

FEMA INSURANCE MAP NO.:

ACCORDING TO FIRM PANEL 12099C0459F FOR PALM BEACH COUNTY, FLORIDA,
WITH AN EFFECTIVE DATE OF OCTOBER 5, 2017 THIS PROPERTY IS NOT LOCATED
IN A DESIGNATED FLOOD HAZARD ZONE (ZONE X)

PROJECT TEAM:

OWNER:

TELLUS PRODUCTS LLC

37021 GATOR BLVD

BELLE GLADE, FL 33430

CONTACT: MICHAEL AN

EMAIL: MICHAEL. AN@TELLUSPRODUCTS.COM

ENGINEER:

ISOMER PROJECT GROUP

115 WELBORN ST., SUITE A
GREENVILLE, SC 29601
CONTACT: DANIEL DEERY, PE
PH: 864.565.9100

EMAIL: DANIEL@ISOMER.GROUP
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SHEET # SHEET TITLE

CV-DWG-0000 | COVER SHEET

CV-DWG-0001 | GENERAL NOTES

CV-DWG-0100 | EXISTING CONDITIONS & DEMOLITION PLAN

CV-DWG-0200 | SITE PLAN (PHASE 1)

CV-DWG-0201 | SITE PLAN (PHASE 2)

CV-DWG-0300 | GRADING & DRAINAGE PLAN (PHASE 1)

CV-DWG-0301 | GRADING & DRAINAGE PLAN (PHASE 2)

CV-DWG-0310 |ROOF DRAIN PLAN

CV-DWG-0400 | FIRE WATER PLAN (REROUTE)

CV-DWG-0500 | SWPPP NOTES

CV-DWG-0501 | SWPPP PLAN (PHASE 1)

CV-DWG-0502 | SWPPP PLAN (PHASE 2)
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GENERAL CONSTRUCTION NOTES

1.

2.

GENERAL NOTES APPLICABLE TO ALL DRAWINGS.

BOUNDARY INFORMATION PROVIDED BY OWNER, PREPARED BY ENGENUITY
GROUP INC., 1280 N. CONGRESS AVENUE, SUITE 101, WEST PALM BEACH, FL
33409, JOB NUMBER 23027.01, DATED APRIL 18TH 2023. BASIS OF BEARINGS IS
BASED ON FLORIDA STATE PLANE COORDINATE SYSTEM TRANSVERSE
MERCATOR, FLORIDA EAST ZONE 901, NORTH AMERICAN DATUM OF 1983 (1990
ADJUSTMENT).

23. AREAS DISTURBED BY CONSTRUCTION SHALL BE STABILIZED WITH GRASS, TIMES DURING CONSTRUCTION. ALL EXISTING STRUCTURES, INCLUDING BUT
SOD, MULCH, ETC. PER PLANS AND DETAILS, OR AT THE DIRECTION OF THE NOT LIMITED TO SIGNS AND DRIVES DISTURBED DURING CONSTRUCTION
ENGINEER AS MAY BE APPLICABLE. THAT ARE NOT SHOWN TO BE PERMANENTLY DEMOLISHED SHALL BE

EXISTING UTILITY AND FACILITY NOTES

RESTORED TO THEIR ORIGINAL CONDITION OR BETTER.

16. THE CONTRACTOR SHALL REMOVE AND REPLACE ALL EXISTING SURFACE
FEATURES (UNLESS INDICATED TO BE PERMANENTLY DEMOLISHED)
NECESSARY FOR INSTALLATION / REMOVAL OR ALL UNDERGROUND AND
ABOVE GROUND WORK AS INDICATED ON THESE PLANS AND IN THE SCOPE
OF WORK. THIS SHALL INCLUDE BUT NOT BE LIMITED TO FENCES, CURB &
GUTTER, LANDSCAPING, SIDEWALKS, AND PAVEMENT.

CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND PROTECTING ALL
UTILITIES WHICH ARE TO REMAIN IN USE WHETHER OR NOT SHOWN ON THE
DRAWINGS. CONTRACTOR SHALL CONTACT SUNSHINE811, OR
SUNSHINE811.COM.

CONSTRUCTION TO GRADES THAT RESULT IN POSITIVE DRAINAGE TO THE
EXISTING AND/OR NEW STORM DRAINAGE INLETS, UNLESS OTHERWISE
NOTED.

EROSION & SEDIMENTATION CONTROL NOTES

PRIOR TO START OF CONSTRUCTION, THE SWPPP (STORM WATER POLLUTION
PROTECTION PLAN) SHALL BE APPLIED FOR AND APPROVED BY AUTHORITY
HAVING JURISDICTION.

3. BOUNDARY INFORMATION PROVIDED BY OWNER, PREPARED BY ENGENUITY 2. THE LOCATION AND DESCRIPTIONS OF EXISTING UTILITIES SHOWN ON THE 2. CONTRACTOR SHALL IMPLEMENT THE SWPPP CONSTRUCTION AND
GROUP INC., 1280 N. CONGRESS AVENUE, SUITE 101, WEST PALM BEACH, FL DRAWINGS ARE COMPILED FROM A COMBINATION OF AVAILABLE RECORDS MAINTENANCE IN ACCORDANCE WITH THE SOUTH FLORIDA WATER
33409, JOB NUMBER 23027.01, DATED APRIL 18TH 2023. BASIS OF ELEVATION AND/OR FIELD SURVEYS. THE ENGINEER OR UTILITY COMPANIES DO NOT 17. ANY PAVEMENT DAMAGED DURING CONSTRUCTION THAT IS NOT INDICATED MANAGEMENT DISTRICT (SFWMD) ERP GENERAL PERMIT FOR DISCHARGE
TO BE PERMANENTLY DEMOLISHED SHALL BE RESORTED TO ORIGINAL ACTIVITIES AND PALM BEACH COUNTY DEVELOPMENT ORDINANCES
IS NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVDS88). GUARANTEE THE ACCURACY OR THE COMPLETENESS OF SUCH RECORDS. :
CONDITION OR BETTER. ANY BROKEN PAVEMENT EDGES SHALL BE SAW-CUT
CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND/OR DEPTHS AS NEEDED SMOOTH AND THE PAVEMENT REPLACED TO MATCH EXISTING GRADES
4. COORDINATE SYSTEM FOR PROJECT IS BASED ON FLORIDA STATE PLANE OF ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION. EXERCISE EXTREME ' 3. CONTRACTOR SHALL MAINTAIN, KEEP UP TO DATE, AND HAVE ON SITE THE
EAST ZONE 901, US FOOT, NADS3. CAUTION WHEN WORKING NEAR EXISTING POWER, GAS, AND SWPPP.
COMMUNICATIONS LINES. 18. DRAINAGE PIPES DESTROYED DURING CONSTRUCTION (WHICH ARE NOT
INDICATED TO BE PERMANENTLY DEMOLISHED) ARE TO BE REPLACED AT A
5. DIMENSIONS AND COORDINATES ARE IN FEET UNLESS NOTED OTHERWISE. L CoRTRAGTOR LOATES AN LTS O SO O PLARS THAT A I INDICATED 1O BE PERMANENTLY DEM: REINFOI)?CED 1O BE REPLACEL 4 88%? QSE%% EH GAEL,\L, E'ﬁif'if;& f,,"}E A!m DA%SEO;?V AP'\FI,%E WITH THE
6. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING " CONFLICT WITH PLANNED DEVELOPMENT. CONTRACTOR SHALL NOTIEY COMPLYING WITH ASTM C76, OR WITH OTHER OWNER APPROVED :
MONUMENTS AND OTHER SURVEY MARKERS. ANY AT-RISK MONUMENTS OR OWNER AND ENGINEER IMMEDIATELY. EQUIVALENT PIPE MATERIAL. THE CONTRACTOR SHALL NOTIFY THE
MARKERS SHALL BE IDENTIFIED BY A PRE-CONSTRUCTION CORNER RECORD ' ENGINEER OF SUCH INSTANCES TO ENSURE MATERIAL COMPATIBILITY WITH 5. CONTRACTOR SHALL FOLLOW THE SOUTH FLORIDA WATER MANAGEMENT
SUBMITTED TO THE COUNTY SURVEYOR PRIOR TO THE COMMENCEMENT OF THE EXISTING SOIL CONDITIONS FOR THIS SITE. DISTRICT (SFWMD) BEST MANAGEMENT PRACTICES FOR SOUTH FLORIDA
ARE AT RISK DUE TO PROJECT ACTIVITIES. ALL WORK TO BE PERFORMED BY PUMPED OUT BY A CERTIFIED COMPANY, THE TANK EXCAVATED, AND THAT MAY CHANGE THE NATURE OF STORMWATER RUNOFF LEAVING THE
A LICENSED LAND SURVEYOR. MONUMENTS AND MARKERS DESTROYED 5. CONTRACTOR SHALL SUBMIT RFI WHEN AND IF WORK REQUIRED ON EXISTING DISPOSED OF PER INDUSTRY STANDARDS. SITE CONTRACTOR SHALL SUBMIT RFI TO CIVIL ENGINEER FOR REVIEW AND
DURING CONSTRUCTION SHALL BE REPLACED SUBJECT TO THE PROVISIONS UTILITIES IS NOT SPECIFIED AND/OR DETAILED ON CIVIL PLANS. APPROVAL OF PROPOSED BMP.
OUTLINED ABOVE AT THE CONTRACTOR'S EXPENSE. 20. ANY FUEL TANKS ENCOUNTERED SHALL BE REMOVED AND DISPOSED OF PER
6. CIVIL CONTRACTOR SHALL NOT PERFORM ANY WORK ON ANY ELECTRICAL, THE CALIFORNIA WATER BOARDS REQUIREMENTS. BACKFILL WITH 6. CONSTRUCTION SEQUENCE SHALL BE SCHEDULED TO MINIMIZE
7. FOR GEOTECHNICAL INFORMATION, SEE GEOTECHNICAL ENGINEERING GAS, OR NATURAL GAS UTILITY WITHOUT EXPLICIT APPROVAL BY OWNER & COMPACTED GRANULAR MATERIAL. UNCONTROLLED RUNOFF AND OFFSITE SEDIMENTATION DURING GRADING
REPORT FOR PROJECT TIGER, PROJECT NO. HD155053, DATED AUGUST 7, SITE MANAGER. OPERATIONS. SEDIMENTATION BARRIERS SHALL BE INSTALLED AS SHOWN
2015, PREPARED BY: 21 ANY OTHER TYPES OF WELLS. TANKS. PIPES. STRUCTURES ETC ON PLANS PRIOR TO ANY WORK IN THAT AREA. DISTURBED AREAS SHALL
TERRACON CONSULTANTS, INC. : : : : x HAVE AN EROSION CONTROL MEASURE APPLIED TO THE SOIL IMMEDIATELY
1225 OMAR ROAD 7. CONTRACTOR SHALL INFORM OWNER & SITE MANAGER IMMEDIATELY UPON ENCOUNTERED SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE FOLLOWING COMPLETION OF WORK IN EACH AREA.
WEST PALM BEACH, FLORIDA 33405 DISCOVERY OF ANY UTILITY WITHIN THE VICINITY OF THE PROJECT LIMITS. IF OWNER AND ENGINEER. IN THE EVENT CONTAMINATED OR HAZARDOUS
DISCOVERY OCCURS CONTRACTOR SHALL STOP WORK IN AREA OF MATERIAL IS ENCOUNTERED, THE CONTRACTOR SHALL CONTACT THE
DISCOVERY AND INFORM OWNER & SITE MANAGER. 7. REMOVAL OF VEGETATION SHALL BE LIMITED TO AREAS SHOWN ON PLANS.
8. ALL WORK TO BE PERFORMED SHALL CONFORM TO ALL APPLICABLE CODES OWNER AND ENGINEER IMMEDIATELY. SEE EROSION CONTROL DRAWING C-510 520 530 FOR LIMITS OF
AND ORDINANCES OF GOVERNMENTAL AGENCIES HAVING JURISDICTION fy
OVER THE PROJECT. 8. THE CONTRACTOR SHALL LOCATE AND MARK ALL EXISTING PROPERTY AND EARTHWORK & DRAINAGE NOTES DISTURBANCE AND PRESERVATION AND REMOVAL OF EXISTING VEGETATION.
STREET MONUMENTS PRIOR TO CONSTRUCTION. ANY MONUMENTS
9. CONTRACTOR SHALL HOLD ALL PERMITS IN HAND PRIOR TO COMMENCEMENT DISTURBED DURING CONSTRUCTION OF THE PROJECT SHALL BE REPLACED 8. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED
! 1. EARTHWORK, SHALL BE IN ACCORDANCE WITH GEOTECHNICAL PRIOR TO AND MAINTAINED DURING THE CONSTRUCTION PHASES UNTIL
OF WORK. BY AREGISTERED LAND SURVEYOR AT THE CONTRACTOR'S EXPENSE. RECOMMENDATIONS FROM GEOTECHNICAL ENGINEERING REPORT BY FINAL STABILIZATION.
TERRACON CONSULTANTS, INC., SEE GENERAL NOTE 7.
10. THE CONTRACTOR MUST ACQUIRE COPIES OF ALL REQUIRED PERMITS, 9. THE CONTRACTOR SHALL NOTIFY ALL APPLICABLE UTILITY AGENCY A
STAMPED APPROVED AGENCY PLANS, SWPPP, AND OTHER SUCH REQUIRED MINIMUM 72 HOURS IN ADVANCE OF ANY EXCAVATION OR LAND DISTURBANCE ' 9. CONTRACTOR SHALL MONITOR THE WEATHER SEVERAL DAYS IN ADVANCE
DOCUMENTS TO KEEP ONSITE THROUGHOUT CONSTRUCTION FOR AGENCY NEAR EXISTING UTILITY LINES LOCATED ABOVE OR BELOW GROUND. 2. TOPOGRAPHIC CONTOUR INTERVAL SHOWN ON DRAWINGS IS ONE FOOT (1). TO ENSURE THAT WORKS ARE CONDUCTED DURING FAVORABLE WEATHER
INSPECTORS, THE OWNER, AND OTHER AUTHORIZED OFFICIALS. CONDITIONS. SHOULD AN UNEXPECTED RAIN EVENT ARISE, PROTECT THE
3. SPOT ELEVATIONS AND FINISHED CONTOURS ON THESE DRAWINGS ARE TOP SITE TO ENSURE NO DISCHARGE OF DELETERIOUS MATERIALS OFF-SITE.
11. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION MEANS AND 10. m'[ﬁfjggﬁﬂgg';f)fggig l,:ELCEOX,\IrSr'ﬁﬁI%TgLiI_SDl_I"I:IC_SLSITAF\')FOA-\I—IiC'ITII\'?I\ESD F THE OF FINISHED GRADE. SUBTRACT FINISH SURFACING MATERIAL THICKNESS TO
METHODS, COMPLIANCE WITH OSHA REQUIREMENTS, SCOPE OF WORK, AND CONTRACTOR REQUIRES AN INTERRUPTION TO ANY UTILITY SERVICE. THEY OBTAIN TOP OF SUBGRADE. GRADE SHALL SLOPE UNIFORMLY BETWEEN 10. VEHICLE SEDIMENT CONTROL SHALL BE USED AT ANY UNPAVED
COMPLIANCE WITH ALL NECESSARY PERMITS. MUST NOTIFY THE EXISTING PROPERTY OWNER. THE APPLICABLE AGENCY. CONTOURS AND FINISH SPOT ELEVATIONS SHOWN ON THE PLANS. ENTRANCE/EXIT LOCATION WHERE RISK EXISTS OF TRANSPORTING MUD OR
THE PROJECT OWNER, AND ENGINEER IN WRITING A MINIMUM OF 72 HOURS SEDIMENT ONTO PAVED ROADS.
12. THE CONTRACTOR SHALL PERFORM ALL WORK NECESSARY TO COMPLETE PRIOR TO THE DESIRED INTERRUPTION TO COORDINATE AND SCHEDULE 4. NO PORTION OF THE PROJECT SITE IS LOCATED IN A SPECIAL FLOOD HAZARD
THE PROJECT IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS TEMPORARY DISRUPTIONS AND RECONNECTION OF UTILITIES. ZONE, ACCORDING TO FEMA FIRM PANEL NUMBER 12099C0459F FOR PALM 11. ADDITIONAL MEASURES MAY BE REQUIRED DURING CONSTRUCTION TO
AND SPECIFICATIONS INCLUDING SUCH INCIDENTALS AS MAY BE NECESSARY
TO MEET APPLICABLE AGENCY REQUIREMENTS AND PROVIDE A COMPLETED BEACH COUNTY FLORIDA, DATED OCTOBER 5, 2017. CONTROL EROSION AND SEDIMENTATION CAUSED BY CONSTRUCTION
PROJECT. 11. ALL UTILITY CROSSINGS SHALL BE POTHOLED PRIOR TO EXCAVATING OR ACTIVITIES. CONTRACTOR SHALL COMPLY WITH THE SWPPP.
BORING TO ALLOW THE CONTRACTOR TO PREVENT GRADE OR ALIGNMENT 5. PROJECT IS LOCATED WITHIN THE SOUTH FLORIDA CONSERVANCY DISTRICT
13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL LINES, GRADES AND CONFLICTS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTIFYING EVERGLADES AG. AREA. ROADS & SURFACING NOTES
CONSTRUCTION STAKING FOR THE PROJECT. POTENTIAL UTILITY CONFLICTS FAR ENOUGH AHEAD OF CONSTRUCTION TO
MAKE NECESSARY GRADE MODIFICATION WITHOUT DELAYING THE WORK. IF 6. THE CONTRACTOR SHALL ACCOUNT FOR ANY OFFSITE RUN-ON TO SITE. 1 SEE CONSTRUCTION PLANS AND DETAILS EOR ROAD LAYOUT. GUIDELINES
14. THE CONTRACTOR SHALL ADVISE THE ENGINEER IF EXISTING GRADES THAT GRADE MODIFICATION IS NECESSARY, THE CONTRACTOR SHALL CONTRACTOR SHALL NOT BLOCK OR RESTRICT OFF SITE RUN-ON WITHOUT * AND GRADES. ’ |
ARE TO REMAIN ARE IN CONFLICT WITH PROPOSED WORK, CAUSING IMMEDIATELY NOTIFY THE DESIGN ENGINEER. THE DESIGN ENGINEER SHALL APPROVAL OF CLIENT, NEIGHBORING LAND OWNERS, AND THE SOUTH
OBTAIN APPROVAL FROM THE OWNER AND UTILITY COMPANY HAVING
LIMITATIONS IN DRAINAGE PERFORMANCE OR SIGNIFICANT CHANGES IN JURISDICTION FLORIDA WATER MAN. 2. EXISTING ROADWAY AND R/W / EASEMENT INFORMATION INDICATED ON
CONSTRUCTION LIMITS DEFINED WITH CUT OR FILL LIMITS AND SPECIFICALLY :
THESE DRAWINGS ARE BASED UPON INFORMATION PROVIDED BY OWNER. NO
THAT WORK WHICH MAY RESULT IN ANY CONSTRUCTION TAKING PLACE 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MANAGING CONSTRUCTION GUARANTEE IS MADE OR INTENDED AS TO THE ACCURACY OF THIS
OUTSIDE OF PROPOSED CONSTRUCTION LIMITS. 12. RELOCATION, REMOVAL, OR ABANDONMENT OF EXISTING UTILITIES ACTIVITIES AT ALL TIMES TO ENSURE THAT PUBLIC STREETS AND INFORMATION
OWNED/MAINTAINED BY OTHER AGENCIES (WATER, SEWER, GAS, POWER, RIGHT-OF-WAYS ARE KEPT CLEAN OF MUD, DUST, OR DEBRIS. DUST '
15. THE CONTRACTOR SHALL NOTIFY AGENCIES HAVING JURISDICTION AS COMMUNICATIONS, ETC.) SHALL BE COORDINATED BY THE CONTRACTOR. ABATEMENT SHALL BE MAINTAINED BY ADEQUATE WATERING OF THE SITE BY ,
NECESSARY OF THE ANTICIPATED SCHEDULE FOR INSPECTIONS PRIOR TO THE CONTRACTOR. 3. XCL)L’\‘CT);@%B)ETSISQEL MAINTAIN A MINIMUM OF 2' FROM EDGE OF TRAVEL-WAY
CONSTRUCTION. 13. ANY MODIFICATION TO UTILITY LAYOUT, MATERIALS, ETC. SHALL BE '
COORDINATED WITH AND APPROVED BY THE DESIGN ENGINEER AND 8. NO VEHICLES ARE TO IDLE LONGER THAN 10 MINUTES.
16. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN THEIR OWN TEMPORARY APPLICABLE AGENCY PRIOR TO ORDERING MATERIALS OR MAKING ANY SUCH 4. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION OF PROJECT ROADS
RESTROOM FACILITIES ONSITE FOR WORK CREW USE. CHANGES. AND ACCESS WAYS IN ACCORDANCE WITH THESE CIVIL PLANS AND IN
9. THE CONTRACTOR SHALL FURNISH, INSTALL, MONITOR, AND MAINTAIN CONSULTATION WITH GEOTECHNICAL ENGINEER AS NECESSARY .
17. ALL EXISTING ROADS SHOWN ON THE PLANS ARE PAVED UNLESS OTHERWISE EXCAVATION OPEN-TRENCH SUPPORT AND PROTECTION SYSTEMS CAPABLE
NOTED. 14. INTERFERING PORTIONS OF UTILITIES THAT ARE ABANDONED IN PLACE SHALL OF SUPPORTING EXCAVATION SIDEWALLS AND OF RESISTING SOIL AND
BE REMOVED BY THE CONTRACTOR TO THE EXTENT NECESSARY TO HYDROSTATIC PRESSURE AND SUPERIMPOSED AND CONSTRUCTION LOADS.
18. THE CONTRACTOR SHALL PROTECT AND/OR RESTORE ANY CONTRACTOR ACCOMPLISH THE WORK. THE CONTRACTOR SHALL PLUG THE REMAINING PREVENT SURFACE WATER FROM ENTERING EXCAVATIONS BY GRADING,
RELATED IMPROVEMENTS OR DAMAGE ON THE OWNER'S PROPERTY, EXPOSED ENDS OF DEMOLISHED SERVICES AND ABANDONED UTILITIES. DIKES, OR OTHER MEANS. INSTALL EXCAVATION SUPPORT AND PROTECTION
EASEMENTS, OR ANY ADJOINING PROPERTIES TO MEET OR EXCEED EXISTING SYSTEMS WITHOUT DAMAGING EXISTING BUILDINGS, STRUCTURES, AND SITE
CONDITIONS. 15. ALL EXISTING FACILITIES SHALL BE MAINTAINED IN-PLACE BY THE IMPROVEMENTS ADJACENT TO EXCAVATION. MONITOR VIBRATIONS,
CONTRACTOR UNLESS OTHERWISE DEPICTED ON THE PLANS OR DIRECTED SETTLEMENTS, AND MOVEMENTS. SHOW EXISTING CONDITIONS OF
19. THE CONTRACTOR SHALL COMPLY WITH THE REQUIREMENTS OF THE NPDES BY THE ENGINEER. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS ADJACENT CONSTRUCTION AND SITE IMPROVEMENTS WITH PHOTOGRAPHS
PERMIT AND GUIDELINES OF THE THE SOUTH FLORIDA WATER MANAGEMENT NECESSARY TO SUPPORT, MAINTAIN, OR OTHERWISE PROTECT EXISTING AND OR VIDEOS THAT MIGHT BE MISCONSTRUED AS DAMAGE CAUSED BY THE
DISTRICT (SFWMD) DURING THE ENTIRE CONSTRUCTION PERIOD. SEDIMENT UTILITIES AND OTHER FACILITIES NOT INDICATED TO BE REMOVED AT ALL ABSENCE OF, THE INSTALLMENT OF, OR THE PERFORMANCE OF EXCAVATION
AND EROSION CONTROL BEST MANAGEMENT PRACTICES (BPMs) SHALL SUPPORT AND PROTECTION SYSTEMS AND SUBMIT BEFORE WORK BEGINS.
INCLUDE, BUT NOT BE LIMITED TO, SILT FENCES, DUST CONTOL, 10. THE CONTRACTOR SHALL RESTORE ALL AREAS DISTURBED BY
CONSTRUCTION ENTRANCE, ETC. AS NEEDED OR AS DIRECTED BY THE
ENGINEER.
20. RUBBER SAFETY CAPS SHALL BE INSTALLED ON THE TOPS OF ALL STEEL 5 l I P
/
POSTS USED FROM CONSTRUCTION OF BMPS THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY é:’:;)//// t .
NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT '.'{" ” ' I S
ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH . -
21. DISPOSAL OF EXCESS EXCAVATED MATERIALS OFF-SITE AND HAULING OF TVAS INTENDED.ANY USE O, OF RELIANGE O THI DOCUNENT 6Y N33 2 ( E | s l j " ' d '
FILL MATERIALS REQUIRED FOR CONSTRUCTION SHALL BE THE FULL 08-31-23 £F e =
RESPONSIBILITY OF THE CONTRACTOR. , SEGF fo S plant product planet
% fan DR L e DOCUMENT TITLE
o 0@/ e PO R
22. WHERE ROADWAY DITCHES AND DRAINAGE PIPES ARE DAMAGED OR AR CIVIL
DISTURBED, THE CONTRACTOR SHALL RELAY DRAINAGE PIPE TO ORIGINAL ISOMER PROJECT GROUP ISSUE‘[‘) For WAREHOUSE EXPANSION DRAWING
INVERT ELEVATIONS AND RE-GRADE DITCHES TO ESTABLISH POSITIVE 115 WELBORN ST., SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC GENERAL NOTES
DRAINAGE. GREENVILLE, SC 29601 STAMP / SEAL 37021 GATOR BLVD
www.isomer.group 0 30AUG23 | ISSUED FOR CONSTRUCTION SMP | DPD | DPD BELLE GLADE, FL 33430
PROJECT NO. DRAWING NO. REV.
REV | DATE REVISION & ISSUE HISTORY DEs | cHK | APP | scate AS NOTED TEL2305 CV-DWG-0001 0




[TTTTTTTTT] | | | | | | | | | [TTTTTTT] [ | | | | | | | | |
TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100

ARCH D-24x36

] I ; FINISHED FLOOR ELEVATION = |
\ / 14.80
‘ l / ’ l BUILDING AREAI:_:EEQI_Q.QOZ SQUARE |
\ I | | l | DEMOLITION LEGEND
| | 1
‘\ | ; | PROPERTYLINE =—— = = ———— — — ——
| | | \ l RIGHT OF WAY === = = —— — — ——
\ I | \ - l EASEMENT — — — — — — — — — — — — — —
| | | w l BUFFER
[
| | ;I | \ (6) EX. CONC. BOLLARD ] EX. PROPANE STORAGE , SETBACK
I | | ‘ TO BE REMOVED Ex CONTAINER TO BE REMOVED UNDERGROUND UTILITIES/MISC. [ )]0
| | | ) PRIOR TO CONSTRUCTION | TO BE REMOVED
| | | | |
| | ! f f Lo ’ ASPHALT TO BE REMOVED CONCRETE TO BE REMOVED
’, ’1 ‘; /( o e / / l
N | 0000 e |
/
; || } \ EX. CONCRETE / TRUCK / |
, | \ / DOCKS TO BE DEMOLISHED EX. STORAGE CONTAINERS TO BE
: | \ N TO APPROX. LIMITS SHOWN (A RELOCATED PRIOR TO CONSTRUCTION
~ |
| | | N (2) EX. CONC. BOLLARD / q |
| | | e~ TO BE REMOVED | |
™~
| || | N “ |
| | | | N 1+ P H° EX. TRUCK DOCK SUMP PUMP | |
; | \ . I e AND ASSOCIATED FORCEMAIN |/}~ -
| ; \ N — EX. DOWNSPOUT DRAIN LINES TO BE DEMOLISHED ’
| TO BE DEMOLISHED AND l
| | \ \
‘ REMOVED TO LIMITS SHOWN |
| \ \ \
|
| | \ \
\ | \ EX. DRY POND EX. 10" C900 DR-14 FIRE WATER LINE TO £ ,
| | \ (BASIN 8) BE DEMOLISHED AND REROUTED \ [
/ | | L OUTSIDE OF BUILDING FOUNDATION. FIRE
ﬂ \ ‘ \ LINE ROUTING IS APPROX. AND IS TO BE
| | | \ FIELD LOCATED BY CONTRACTOR. 1 iy
[ f N\ WINV.=9.07
\ N \ \>§
U ‘ \ N\ \ \7\ So k \X
— [ \ J I N \ ~. {\
D —X ! . T ~ CATCH BASIN o X _ RiM=12.61
t X—, l \ e —~ cfuree ™\ | . EX STORMPIPNG|  sEmv=800r (47 EX. ASPHALT PAVEMENT
| | \ \ 2% T Bo=ers ™, SoT=7 el TO BE DEMOLISHED TO
% \ M 23 ~. e N APPROX. LIMITS SHOWN,
| 4y o 0
| >|< \\ T L e %
] I \ o ) e N
X G s o~ s R
\ I \ )y o —
| 1 \ So \
pe » ~_ %
\ | \ EX. GUARD HOUSE ° E-3 B N
| X \ WITH SWING GATES . . \ [EX. SIGN TO BE REMOVED © /%//
9 N 15" REP ., g g g g g g g
| >|< Y o N e R A At ==
| \ I Tsle %
) * EX. SWING GATE TO BE b4
| \ ' % RELOCATED X
X 3¢ EX. DRY POND (BASIN 9)
. TO BE REROUTED
X -
| | * EX. GATE CONTROLS
X , AND LIGHT POLETOBE| ¢
| >|< | [EX. SIGN TO BE REMOVED }—@ f RELOCATED ’ N
] l \\jr \ EX. MAN BRIDGE TO BE
| T \ RELOCATED e —— -
| e
o L
| 4
x
N | 4q
| | I
I EX. ASPHALT J{
| >|< | PAVEMENT, TYP. ‘ I EX. WET DETENTION POND
il 1\ J | A f”
- \ i
* |
) | \ |
O \ fi‘
= \ | —_——————
1 | '
X \ ‘
-1 \\ >|< l \ ; \
\ |
\\ >I< I | i
, | “\
| A // / \Hl
\
I / [EX. SITE ACCESS GATE k i
I . I
N / : @
A / |
\\ \ _/_\ P - @ o ) ) U
e SR —
+ - /ﬂ'~ )(\
‘\ ‘/‘\ — // /$ \
A +\ - 3 = 7 i s \X\X\X - X X—X— X X—X—X—X—X—X—X—X—X—
| N N X X X X X X X e X e X X X X e A X e X X —— X —— X —— X —— X — X —— X — X — X — X —— X — X —X—T* e ~——X—X—X—X—X X—X—X—X X
l ———=r — T  enmee  enmmm— — — = ) 7= w—) =S —ie S {;‘11\' — — — — — e c————— e e ——— e e —— e e e——— —  — e— — — — — — —
' - - = —_— % OO
\ B, 24" RCP —o— @ 24" RCP
E.INV.=7.24 W.INV.=7.61
SET NAL & éfs%f
ELEV.=15.15
x
O SOUTHERLY LINE_OF GATOR BOULEVARD X ' SOUTHERLY LINE OF
ATOR RO ETUTON o Resbo ) o0 /eI 2 oo GATOR R0, (AT ML AT P00 /ST RRRE PR o
O
W\, |
N oMRICK p f77
THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY N Q """ = ‘4:’?9?// . ‘
~CAUTION™ ONLY N THE CONTEXT AND FOR THE EXPRESS PURFOSE FOR WHICH ) Wik [
THE UNDERGROUND UT”—ITlES SHOWN HAVE BEEN IT WAS INTENDED. ANY USE OF, OR RELIANCE ON, THIS DOCUMENT BY : 2 N A E |
LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK = 1 o I ® . ‘
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND Edt 083123 “gw
MAKES NO GUARANTEE THAT THE UNDERGROUND ;:,})0-... ’“c EE S8 3 plant product planet
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE T b N DOCUMENT TITLE
AREA, EITHER IN SERVICE OR ABANDONED. ISOMER ’f/jf//ONAL E“‘\R\\\\ CIVIL
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE H
UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION ISOMER PROJECT GROUP WAREHOUSE EXPANSION DRAWING
S EXISTING CONDITIONS &
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES 115 WELBORN ST., SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS GREENVILLE, SC 29601 37021 GATOR BLVD DEMOLITION PLAN
POSSIBLE FROM INFORMATION AVAILABLE. 0 30 60 o 120 www.isomer.group 0 | 30AUG23 | ISSUED FOR CONSTRUCTION smp | ppo | ppp | STAMP/SEAL BELLE GLADE, FL 33430
e —— e — S STECTNG, SETNELTe) —
APPROXIMATE SCALE 1"=30' REV | DATE REVISION & ISSUE HISTORY pes | cHK | APP | scaie AS NOTED TEL2305 CV-DWG-0100 0

1 2 | 3 | 4 | 5 6 7 8 | 9




[TTTTTTTTT] | | | | | | | | | [TTTTTTT] [ | | | | | | | | |
TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100

SITE LEGEND
S CENTERLINE
Soan e FENCELINE —X—X—X—X—X—X—X—
oo EX. ASPHALT PAVEMENT [ EX. CONCRETE
} . :C_,7 q e .
TEMPORARY ROLL-UP DOOR TO BE Ny A _
1 < <1 , ‘.‘.‘/ .‘ a A“
UTILIZED Fgﬁﬁng@gﬁsﬁ%{;\équ | | v :;0 4 J ' TEMPORARY LOADING PROPOSED ASPHALT PAVEMENT PROPOSED CONCRETE |:
’ Ty~ < ) , ,
B L; - DOCK COVER (30'x55')
;V ] Y .‘4. .....:. NOTES:
7 < > 5 ': ...... NIV
/AN I'.; B S OBILEDOCKING 1. PHASE 1 OF CONSTRUCTION IS TO BE COMPLETED PRIOR TO THE
o @ B e (S\)(STEM Bvive EXISTING LOADING DOCKS BEING TAKEN OFFLINE FOR DEMOLITION.
v I T P
ANAN - (Tx35)
72N
g L Wy R
%’A TEMPORARY LOADING BAYS
1171 TO ACCESS WAREHOUSE VIA
EXISTING 2o |47 MOBILE DOCKING SYSTEM
CONCRETE 1 24 [ 1]
/ PAVEMENT =T

~[ EXISTING |-
| ASPHALT [
. [PAVEMENT "

[STRUCTURE A1}~
v MANHOLE|[

PAVEMENT TO BE EXTENDED
TO ALLOW FOR TRUCK ACCESS

iz PAVEMENT TO BE EXTENDED TO
MOVEMENTS (+575-5F) = ALLOW FOR TRUCK ACCESS
L MOVEMENTS (#4,700-SF)

DRY BASIN 9 TO BE RE-ALIGNED TO
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COVER NEW PAVED AREA LIMITS)

RELOCATED MAN BRIDGE AND
MATCH EX. FOUNDATIONS IN KIND

ARCH D-24x36

ALY
\\\ b\'ﬂmcl"\/

SR, I o
**CAUTION** NOT BE COPIED OR DISCLOSED, AND AY BE USED BY THE CLIENT S e Y% 0 I .
ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH S A
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN IT WAS INTENDED. ANY USE OF, OR RELIANGE ON, THIS DOCUMENT BY ot Q) AN = ' ’
LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK. E 5 Ny = 0 ® . '

PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND L4 083123 “iw | . |
MAKES NO GUARANTEE THAT THE UNDERGROUND e PR pTERNEE [Prome
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE ’//Z%:;-.ﬁ?f?;";,‘.~-:ﬂq§<’\\\ DOCUMENT TITLE
AREA, EITHER IN SERVICE OR ABANDONED. ISOMER ’//,; //IONA\_ E‘;\R\\\ CIVIL
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE T
UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION ISOMER PROJECT GROUP ISSUED FOR WAREHOUSE EXPANSION DRAWING
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES 115 WELBORN ST., SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC SITE PLAN
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS GREENVILLE, SC 29601 37021 GATOR BLVD (PHASE 1)
POSSIBLE FROM INFORMATION AVAILABLE. 0 30 60 o 120 www.isomer.group 0 | 30AUG23 | ISSUED FOR CONSTRUCTION smp | ppo | ppp | STAMP/SEAL BELLE GLADE, FL 33430
Hﬁ NORTH PROJECT NO. DRAWING NO. REV.
APPROXIMATE SCALE 1"=30 REV | DATE REVISION & ISSUE HISTORY DeEs | cHK | APP | scace AS NOTED TEL2305 CV-DWG-0200 0

1 2 | 3 | 4 | 5 6 7 8 | 9




[TTTTTTTTT] | | | | | | | | | [TTTTTTT] [ | | | | | | | | |
TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100

ARCH D-24x36

SITE LEGEND
CENTERLINE
FENCELINE ~——X—X—X—X—X—X—X—
EX. ASPHALT PAVEMENT [ EX. CONCRETE
TEMPORARY LOADING DOCKS AND COVER _
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TIE-IN TO EX. CONCRETE WITH -
SMOOTH TRANSITION CONSTRUCTION IS FINALIZED
NOTES:
. 202 1. PHASE 1 OF CONSTRUCTION IS TO BE COMPLETED PRIOR TO THE
EXISTING LOADING DOCKS BEING TAKEN OFFLINE FOR DEMOLITION.
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GRADING AND DRAINAGE LEGEND

PROPERTYLINE = = = — = = ——
LIMITS OF DISTURBANCE =~ ——————— NPDES
EXISTING CONTOUR - MAJOR
EXISTING CONTOUR - MINOR
PROPOSED CONTOUR - MAJOR (5)
PROPOSED CONTOUR - MINOR 4

SURFACE FLOW DIRECTIONAL
ARROW

GRADE ELEVATION

NOTES:

1.  SITE IS NOT TO BE MASS GRADED. GRADING ONLY TO OCCUR WITHIN
THE LIMITS OF DISTURBANCE.

2. SEE GENERAL NOTES ON SHEET CV-DWG-0001 FOR GRADING AND
DRAINAGE.

“1*| PLACED AT EX. INLET .~
. AND CULVERT LY

T T ENDED TO NEW e
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STRUCTURE A1
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RIM 11.753
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NOTES:
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UTILITY LEGEND
WATER W W
SANITARY SEWER - GRAVITY ss ss
SANITARY SEWER - FORCE MAIN FM FM
OVERHEAD ELECTRIC OHP OHP
FIRE WATER FW
BEND 4%~ Ty REDUCER >
FIRE HYDRANT & TEE  Wi#

GATE VALVE (o]

NOTES:

1. 10" FIRE WATER LINE ON-SITE SHALL BE C-900 DR14 PVC

: 1 1 PROPOSED PIPE.
A WAREHOUSE 2. INFORMATION CONCERNING UNDERGROUND UTILITIES
b (25,000-SF) WAS OBTAINED FROM AVAILABLE RECORDS AND FIELD

LOCATIONS WHEN POSSIBLE, BUT THE CONTRACTOR
MUST DETERMINE THE EXACT LOCATION BY DIGGING
TEST PITS BY HAND AT ALL UTILITY CROSSINGS WELL IN
ADVANCE OF TRENCHING. IF CLEARANCES ARE LESS
THAN SPECIFIED ON THE PLAN OR 12", WHICHEVER IS
LESS, CONTACT THE DESIGN ENGINEER PRIOR TO
PROCEEDING WITH CONSTRUCTION.

3. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS
REQUIRED BY CODES AND/OR UTILITY SERVICE

- o o & COMPANIES SHALL BE PERFORMED PRIOR TO
\ — s = L TIE-IN TO EXISTING 10" ANNOUNCED BUILDING POSSESSION AND/OR FINAL
Al C-900 DR-14 FIRE WATER CONNECTION OF SERVICES.
C-;)r(I)I(E)-:Z')\IRTﬁ‘r?I(IIQSETWAGT:EOR [ SN o {47LF 10" C-000| | [LINE WITH 10" 90° BEND 4. LOCATION OF SITE UTILITIES SHALL BE VERIFIED BY
LINE WITH 10" 45° BEND ~|DR-14 PVC GENERAL CONTRACTOR & THE APPROPRIATE UTILITY

W :
'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' COMPANY PROVIDING SERVICE.

,:.:.:.:.:.:.:.:.:.:.:.:..:.:.':':":f'::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::,'::':'1'0"'455 BENDl 5. RESTRAINED JOINTS SHALL BE PROVIDED AT ALL
BENDS, TEES, AND FIRE HYDRANTS.

6. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR
FITTING.

7. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL
BE IN ACCORDANCE WITH FEDERAL OSHA
REGULATIONS.

8. GENERAL CONTRACTOR SHALL HAVE APPROVAL OF ALL
GOVERNING AGENCIES HAVING JURISDICTION OVER
THIS SYSTEM PRIOR TO INSTALLATION.
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STANDARD NOTES CONSTRUCTION PHASE - SEQUENCE OF CONSTRUCTION WATER DISCHARGE IS NEGLIGIBLE. ADDITIONAL CONTAINMENT BMP'S MUST BE IMPLEMENTED. SUCH AS GRAVEL BAGS OR
SPECIALLY DESIGNED PLASTIC SKID CONTAINERS AROUND THE BASE, TO PREVENT WASTES FROM CONTRIBUTING TO STORM
1. IF NECESSARY, SLOPES, WHICH EXCEED EIGHT (8) VERTICAL FEET, SHOULD BE STABILIZED WITH SYNTHETIC OR VEGETATIVE 1. CONTINUE MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL MEASURES UNTIL ALL FINAL STABILIZATION MEASURES WATER DISCHARGES. THE LOCATION OF SANITARY WASTE UNITS MUST BE IDENTIFIED ON THE EROSION CONTROL PLAN BY THE
MATS, IN ADDITION TO HYDRO-SEEDING. IT MAY BE NECESSARY TO INSTALL TEMPORARY SLOPE DRAINS DURING ARE IN PLACE AND REMOVAL OF CONTROLS IS APPROVED BY THE AUTHORITY HAVING JURISDICTION. CONTRACTOR ONCE THE LOCATIONS HAVE BEEN DETERMINED.

CONSTRUCTION. TEMPORARY BERMS MAY BE NEEDED UNTIL THE SLOPE IS BROUGHT TO GRADE.

2. CLEAR AND GRUB THE REMAINDER OF THE SITE, AS NECESSARY OFFSITE VEHICLE TRACKING

2. STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION THE PAVED STREET ADJACENT TO THE SITE ENTRANCE WILL BE SWEPT AS NEEDED TO REMOVE ANY EXCESS MUD, DIRT, OR
ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, BUT IN NO CASE MORE THAN FOURTEEN (14) DAYS AFTER WORK 3. COMPLETE GRADING FOR BASIN RE-ALIGNMENT AND INSTALLATION MANHOLE AND STORM PIPING ROCK TRACKED FROM THE SITE. DUMP TRUCKS HAULING MATERIAL FROM THE CONSTRUCTION SITE WILL BE COVERED WITH
HAS CEASED, EXCEPT AS STATED BELOW. THE TARPAULIN.

4. INITIATE INSTALLATION ASPHALT PAVEMENT AND TEMPORARY LOADING DOCK AREA.
A. WHERE STABILIZATION BY THE 14TH DAY IS PRECLUDED BY SNOW COVER OR FROZEN GROUND CONDITIONS TEMPORARY SEEDING
STABILIZATION MEASURES MUST BE INITIATED AS SOON AS PRACTICABLE.
5. BEING DEMOLITION OF EX. PAVEMENT AND LOADING DOCK AREA. (TO BE USED ONLY FOR TEMPORARY STABILIZATION DURING CONSTRUCTION)
B. WHERE CONSTRUCTION ACTIVITY ON A PORTION OF THE SITE IS TEMPORARILY CEASED, AND EARTH-DISTURBING 6. BEING CONSTRUCTION OF WAREHOUSE BUILDING 1. ALL PREPARATION, INSTALLATION, AND MAINTENANCE OF TEMPORARY SEEDING SHALL BE IN ACCORDANCE WITH
ACTIVITIES WILL BE RESUMED WITHIN 14 DAYS, TEMPORARY STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED : ' APPLICABLE PORTIONS OF THE FDOT STANDARDS AND SPECIFICATIONS FOR HIGHWAY CONSTRUCTION (LATEST EDITION).

ON THAT PORTION OF THE SITE.
CONSTRUCTION PHASE - NOTES:

2. IN PARTICULAR THE CONTRACTOR SHALL:
3. ALL SEDIMENT AND EROSION CONTROL DEVICES SHALL BE INSPECTED ONCE EVERY CALENDAR WEEK. IF PERIODIC

INSPECTION OR OTHER INFORMATION INDICATES THAT A BMP HAS BEEN INAPPROPRIATELY OR INCORRECTLY PLACED, THE THE FOLLOWING EROSION CONTROL MEASURES SHALL BE IMPLEMENTED DURING THE CONSTRUCTION PHASE.
E(E)TJAFAJSTEEFEI BAEUI\JSTTl FAlggﬁ(E)is THE NECESSARY REPLACEMENT OR MODIFICATION REQUIRED TO CORRECT THE BMP WITHIN 48 o SILT FENCE SHALL BE PLACED AT THE TOE OF ALL DIRT STOCK PILE AREAS.

A. ESTABLISH A STAND OF VEGETATION THAT IS CAPABLE OF EROSION CONTROL.

B. PROVIDE MINIMUM DENSITY COVERAGE OF 70% THROUGHOUT THE SEEDED AREA.

4. PROVIDE SILT FENCE AND/OR OTHER CONTROL DEVICES, AS MAY BE REQUIRED, TO CONTROL SOIL EROSION DURING UTILITY * VEGETATIVE COVER SHALL BE ESTABLISHED ON ALL GRADED AREAS AS SOON AS FINAL GRADES ARE ACHIEVED.

CONSTRUCTION. ALL DISTURBED AREAS SHALL BE CLEANED, GRADED, AND STABILIZED WITH GRASSING IMMEDIATELY AFTER C. MAINTAIN THE STAND OF VEGETATION UNTIL REPLACED BY PERMANENT LANDSCAPING OR SUBSEQUENT
THE UTILITY INSTALLATION. FILL, COVER, AND TEMPORARY SEEDING AT THE END OF EACH DAY ARE RECOMMENDED. IF e TEMPORARY SEED, AS APPLICABLE, SHALL BE APPLIED TO ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE CONSTRUCTION.
WATER IS ENCOUNTERED WHILE TRENCHING, THE WATER SHOULD BE FILTERED TO REMOVE ANY SEDIMENTS BEFORE BEING CEASING.
PUMPED BACK INTO ANY WATERS OF THE STATE. PERMANENT SEEDING
e SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH
5. ALL EROSION CONTROL DEVICES SHALL BE PROPERLY MAINTAINED DURING ALL PHASES OF CONSTRUCTION UNTIL THE WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2 (TO BE USED WHERE PERMANENT TURF BY SEEDING IS INDICATED ON PLANS OR DETAILS)
COMPLETION OF ALL CONSTRUCTION ACTIVITIES AND ALL DISTURBED AREAS HAVE BEEN STABILIZED. ADDITIONAL CONTROL HEIGHT OR THE CAPACITY OF THE DEVICE, AS APPLICABLE. 1. ALL PREPARATION, INSTALLATION, AND MAINTENANCE SHALL BE IN ACCORDANCE WITH THE LANDSCAPING SPECIFICATIONS
DEVICES MAY BE REQUIRED DURING CONSTRUCTION IN ORDER TO CONTROL EROSION AND/OR OFFSITE SEDIMENTATION. FOR THE PROJECT OR, IN INSTANCES WHERE LANDSCAPING SPECIFICATIONS DO NOT EXIST, IN ACCORDANCE WITH
ALL TEMPORARY CONTROL DEVICES SHALL BE REMOVED ONCE CONSTRUCTION IS COMPLETE AND THE SITE IS STABILIZED. e THE CONSTRUCTION ENTRANCE(S) SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOW OF APPLICABLE PORTIONS OF THE FDOT STANDARDS AND SPECIFICATIONS FOR HIGHWAY CONSTRUCTION (LATEST EDITION).
MUD ONTO PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED
6. THE CONTRACTOR MUST TAKE NECESSARY ACTION TO MINIMIZE THE TRACKING OF MUD ONTO PAVED ROADWAY/(S) FROM AREAS SHALL BE IMMEDIATELY REMOVED. 2. IN PARTICULAR THE CONTRACTOR SHALL, AT A MINIMUM UNLESS OTHERWISE SPECIFIED AS INDICATED ABOVE:
CONSTRUCTION AREAS AND THE GENERATION OF DUST. THE CONTRACTOR SHALL DAILY REMOVE MUD/SOIL FROM
PAVEMENT, AS MAY BE REQUIRED. e EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL A. ESTABLISH A UNIFORM PERENNIAL STAND OF VEGETATION WITH A ROOT SYSTEM THAT IS SUFFICIENTLY DEVELOPED TO
MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT SURVIVE DRY PERIODS AND WINTER WEATHER AND BE CAPABLE OF RE-ESTABLISHMENT IN THE SPRING.
7. TEMPORARY DIVERSION BERMS AND/OR DITCHES WILL BE PROVIDED AS NEEDED DURING CONSTRUCTION TO PROTECT CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON-SITE INSPECTOR OR ENGINEER.
WORK AREAS FROM UPSLOPE RUNOFF AND/OR TO DIVERT SEDIMENT-LADEN WATER TO APPROPRIATE TRAPS OR STABLE B. PROVIDE MINIMUM DENSITY COVERAGE OF 70% THROUGHOUT THE SEEDED AREA.
OUTLETS. e THE CONTRACTOR SHALL MAINTAIN CAREFUL SCHEDULING TO LIMIT THE AMOUNT OF LAND STRIPPED OF ITS NATURAL
COVER AND, THEREFORE, LIMIT DURATION OF EXPOSURE BEFORE STABILIZATION COVER IS ESTABLISHED. C. MAINTAIN THE STAND OF VEGETATION INCLUDING MOWING; FERTILIZING; WEED, DISEASE AND INSECT CONTROL; AND
8. ALL WATERS OF THE STATE (WOS), INCLUDING WETLANDS, ARE TO BE FLAGGED OR OTHERWISE CLEARLY MARKED IN THE WATERING AS NECESSARY, UNTIL FINAL ACCEPTANCE BY THE AUTHORITY HAVING JURISDICTION.
FIELD. A DOUBLE ROW OF SILT FENCE IS TO BE INSTALLED IN ALL AREAS WHERE A 50-FOOT BUFFER CAN'T BE MAINTAINED o EROSION CONTROL DEVICES SHALL BE INSTALLED IMMEDIATELY AFTER GROUND DISTURBANCE REQUIRED FOR
BETWEEN THE DISTURBED AREA AND ALL WOS. A 10-FOOT BUFFER SHOULD BE MAINTAINED BETWEEN THE LAST ROW OF INSTALLATION HAS OCCURRED AND BEFORE ADJACENT CLEARING IS BEGUN. THE LOCATION OF SOME EROSION
SILT FENCE AND ALL WOS. CONTROL DEVICES MAY NEED TO BE ALTERED FROM THAT SHOWN ON THE PLANS IF DRAINAGE PATTERNS DEVIATE
FROM THOSE PROPOSED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACCOMPLISH EROSION CONTROL FOR ALL
9. LITTER, CONSTRUCTION DEBRIS, OILS, FUELS, AND BUILDING PRODUCTS WITH SIGNIFICANT POTENTIAL FOR IMPACT (SUCH DRAINAGE PATTERNS CREATED AT VARIOUS STAGES DURING CONSTRUCTION. ANY DIFFICULTY IN CONTROLLING
AS STOCKPILES OF FRESHLY TREATED LUMBER) AND CONSTRUCTION CHEMICALS THAT COULD BE EXPOSED TO STORM EROSION DURING ANY PHASE OF CONSTRUCTION SHALL BE REPORTED TO THE ENGINEER.

WATER MUST BE PREVENTED FROM BECOMING A POLLUTANT SOURCE IN STORM WATER DISCHARGES.
e CUT AND FILL SLOPES SHALL NOT EXCEED 2H:1V IN ALL LOCATIONS UNLESS INFEASIBLE.
10.A COPY OF THE SWPPP, INSPECTION RECORDS, AND RAINFALL DATA MUST BE RETAINED AT THE CONSTRUCTION SITE OR A
NEARBY LOCATION EASILY ACCESSIBLE DURING NORMAL BUSINESS HOURS, FROM THE DATE OF COMMENCEMENT OF STABILIZATION PHASE - SEQUENCE OF CONSTRUCTION:
CONSTRUCTION ACTIVITIES TO THE DATE THAT FINAL STABILIZATION IS REACHED.

1. CONTINUE MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL MEASURES UNTIL ALL FINAL STABILIZATION MEASURES
11.INITIATE STABILIZATION MEASURES ON ANY EXPOSED STEEP SLOPE (3H:1V OR GREATER) WHERE LAND-DISTURBING ARE IN PLACE AND REMOVAL OF CONTROLS IS APPROVED BY THE AUTHORITY HAVING JURISDICTION.

ACTIVITIES HAVE PERMANENTLY OR TEMPORARILY CEASED, AND WILL NOT RESUME FOR A PERIOD OF SEVEN (7) CALENDAR

DAYS. 2. INSTALL LANDSCAPING AND ESTABLISH PERMANENT SOIL STABILIZATION.

12.MINIMIZE SOIL COMPACTION AND, UNLESS INFEASIBLE, PRESERVE TOPSOIL. 3. REMOVE TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES AFTER THE ENTIRE AREA FLOWING TO EACH MEASURE

IS PERMANENTLY STABILIZED AND APPROVED BY THE ENGINEER AND THE AUTHORITY HAVING JURISDICTION.
13.MINIMIZE THE DISCHARGE OF POLLUTANTS FROM EQUIPMENT AND VEHICLE WASHING, WHEEL WASH WATER, AND OTHER

WASH WATERS. WASH WATERS MUST BE TREATED IN A SEDIMENT BASIN OR ALTERNATIVE CONTROL THAT PROVIDES

EQUIVALENT OR BETTER TREATMENT PRIOR TO DISCHARGE. STABILIZATION PHASE - NOTES:

e ACCUMULATED SEDIMENT SHALL BE REMOVED AND REPLACED ON-SITE AND STABILIZED IN SUCH A MANNER THAT IT

14.MINIMIZE THE DISCHARGE OF POLLUTANTS FROM DEWATERING OF TRENCHES AND EXCAVATED AREAS. THESE DISCHARGES DOES NOT ACCUMULATE AGAIN.

ARE TO BE ROUTED THROUGH APPROPRIATE BMPS (SEDIMENT BASIN, FILTER BAG, ETC.).

e TEMPORARY SEED, AS APPLICABLE, SHALL BE APPLIED TO ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE

15. THE FOLLOWING DISCHARGES FROM SITES ARE PROHIBITED: CEASING.

* WASTEWATER FROM WASHOUT OF CONCRETE, UNLESS MANAGED BY AN APPROPRIATE CONTROL; « THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PERMANENT GROUND COVER IS
« WASTEWATER FROM WASHOUT AND CLEANOUT OF STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS AND ESTABLISHED.

OTHER CONSTRUCTION MATERIALS;

* FUELS, OILS, OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE; AND « SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH
* SOAPS OR SOLVENTS USED IN VEHICLE AND EQUIPMENT WASHING. WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2
HEIGHT OF THE CAPACITY OF THE DEVICE, AS APPLICABLE.
16. AFTER CONSTRUCTION ACTIVITIES BEGIN, INSPECTIONS MUST BE CONDUCTED AT A MINIMUM OF AT LEAST ONCE EVERY
CALENDAR WEEK AND MUST BE CONDUCTED UNTIL FINAL STABILIZATION IS REACHED ON ALL AREAS OF THE CONSTRUCTION THE CONSTRUGTION ENTRANCE(S) SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF

SITE. MUD ONTO PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED
AREAS OR INTO STORM DRAINAGE SHALL BE IMMEDIATELY REMOVED.
17.1F EXISTING BMPS NEED TO BE MODIFIED OR IF ADDITIONAL BMPS ARE NECESSARY TO COMPLY WITH THE REQUIREMENTS OF

THIS PERMIT AND/OR SC'S WATER QUALITY STANDARDS, IMPLEMENTATION MUST BE COMPLETED BEFORE THE NEXT STORM e EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL

EVENT WHENEVER PRACTICABLE. IF IMPLEMENTATION BEFORE THE NEXT STORM EVENT IS IMPRACTICABLE, THE SITUATION MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL. ADDITIONAL EROSION AND SEDIMENT
MUST BE DOCUMENTED IN THE SWPPP AND ALTERNATIVE BMPS MUST BE IMPLEMENTED AS SOON AS REASONABLY CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON.SITE INSPECTOR OR ENGINEER.
POSSIBLE.
e UPON COMPLETION OF THE PROJECT AND AUTHORIZATION FROM THE AUTHORITY HAVING JURISDICTION, THE
TIMING OF CONTROLS/MEASURES CONTRACTOR SHALL REMOVE ALL TEMPORARY EROSION CONTROL MEASURES AND PROPERLY DISPOSE OF THEM
AS INDICATED ON THE OVERALL SEQUENCE OF CONSTRUCTION ABOVE, THE SILT FENCES AND STABILIZED CONSTRUCTION UNLESS OTHERWISE NOTED.
ENTRANCES WILL BE CONSTRUCTED PRIOR TO CLEARING OR GRADING OF ANY OTHER PORTIONS OF THE SITE. STABILIZATION
MEASURES SHALL BE INITIATED AS SOON AS PRACTICAL IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE EROSION AND SEDIMENT CONTROLS
TEMPORARILY OR PERMANENTLY CEASED. ONCE CONSTRUCTION ACTIVITY CEASES PERMANENTLY IN AN AREA, THAT AREA
WILL BE STABILIZED PERMANENTLY IN ACCORDANCE WITH THE PLANS AND THE GRASSING SCHEDULE. AFTER THE ENTIRE SITE STABILIZATION PRACTICES:
IS STABILIZED, ALL ACCUMULATED SEDIMENT WILL BE REMOVED. 1. STOCKPILING MATERIAL: NO EXCAVATED MATERIAL SHOULD BE STOCKPILED IN SUCH A MANNER AS TO DIRECT RUNOFF

EROSION CONTROLS DIRECTLY OFF THE PROJECT SITE INTO ANY ADJACENT WATER BODY OR STORMWATER COLLECTION FACILITY.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO IMPLEMENT THE EROSION CONTROL MEASURES AS SHOWN ON THE EROSION, 2. EXPOSED AREA LIMITATION: THE SURFACE AREA OF OPEN, RAW ERODIBLE SOIL EXPOSED BY CLEARING AND GRUBBING
SEDIMENT & POLLUTION CONTROL PLAN. IT IS ALSO THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THESE CONTROLS ARE OPERATION OR EXCAVATION AND FILLING OPERATIONS SHALL BE MINIMIZED.

PROPERLY INSTALLED, MAINTAINED, AND FUNCTIONING PROPERLY TO PREVENT TURBID OR POLLUTED WATER FROM LEAVING

THE PROJECT SITE. THE CONTRACTOR WILL ADJUST THE EROSION AND TURBIDITY CONTROLS SHOWN ON THE ENVIRONMENTAL 3. DUST CONTROL: AREAS OPENED BY CONSTRUCTION OPERATIONS AND THAT ARE NOT ANTICIPATED TO BE RE-EXCAVATED
PLAN AND ADD ADDITIONAL CONTROL MEASURES, AS REQUIRED. TO ENSURE THE SITE MEETS ALL FEDERAL, STATE, AND LOCAL OR DRESSED AND RECEIVE FINAL TREATMENT WITHIN 30 DAYS SHALL BE STABILIZED.

EROSION AND TURBIDITY CONTROL REQUIREMENTS. THE FOLLOWING BEST MANAGEMENT PRACTICES WILL BE IMPLEMENTED

BY THE CONTRACTOR AS REQUIRED BY THE ENVIRONMENTAL PLAN AND AS REQUIRED TO MEET THE EROSION AND TURBIDITY 4. TEMPORARY SEEDING AND MULCHING: PROVIDE TEMPORARY STABILIZATION WITHIN 14 DAYS AFTER CONSTRUCTION
REQUIREMENTS IMPOSED ON THE PROJECT SITE BY THE REGULATORY AGENCIES. ACTIVITY IS COMPLETE UNLESS CONSTRUCTION ACTIVITY IS GOING TO RESUME WITHIN THAT 14 DAY PERIOD. COVER

SEEDED AREA WITH AN APPROPRIATE MULCH TO PROVIDE PROTECTION FROM THE WEATHER. RE-SEED IF THE TEMPORARY
VEGETATION DOES NOT GROW QUICKLY OR THICK ENOUGH TO PREVENT EROSION.
SWPPP SEQUENCE OF CONSTRUCTION

5. MAINTENANCE: ALL FEATURES OF THE PROJECT DESIGNED AND CONSTRUCTED TO PREVENT EROSION AND SEDIMENT
INITIAL LAND DISTURBANCE PHASE--SEQUENCE OF CONSTRUCTION TRANSPORTATION SHALL BE MAINTAINED DURING THE LIFE OF THE CONSTRUCTION SO AS TO FUNCTION AS THEY WERE
ORIGINALLY DESIGNED AND CONSTRUCTED.

1. RECEIVE ERP COVERAGE FROM SFWMD.
STRUCTURAL PRACTICES:

2. CLEAR AND GRUB FOR THE INSTALLATION OF PERIMETER CONTROLS. 1. SILT FENCE: SILT FENCE WILL BE USED AS TEMPORARY PERIMETER CONTROL UNTIL FINAL STABILIZATION IS ACHIEVED.
3. DEMOLISH AND REMOVE EXISTING STRUCTURES, HARDSCAPES, AND DEBRIS AS APPLICABLE. OTHER CONTROLS
INITIAL LAND DISTURBANCE PHASE - NOTES HAZARDOUS WASTES

ALL HAZARDOUS WASTE MATERIALS WILL BE DISPOSED OF IN THE MANNER SPECIFIED BY LOCAL, STATE, AND/OR FEDERAL
REGULATIONS AND BY THE MANUFACTURER OF SUCH PRODUCTS. THE JOB SITE SUPERINTENDENT IS RESPONSIBLE FOR

THE FOLLOWING EROSION CONTROL MEASURES SHALL BE IMPLEMENTED DURING THE INITIAL LAND DISTURBANCE PHASE.

« NO CONSTRUCTION ENTRANCE(S) WILL BE REQUIRED, THE EXISTING PAVED SITE ENTRANCE WILL BE UTILIZED FOR SEEING THAT THESE PRACTICES ARE FOLLOWED AND INSTRUCTING SITE PERSONNEL IN THESE PRACTICES. SAFETY DATA
CONSTRUCTION TRAFFIC. SHEETS (SDS'S) FOR EACH SUBSTANCE WITH HAZARDOUS PROPERTIES THAT IS USED ON THE JOB SITE WILL BE OBTAINED AND
USED FOR THE PROPER MANAGEMENT OF POTENTIAL WASTES THAT MAY RESULT FROM THESE PRODUCTS. AN SDS WILL BE
e SILT FENCE, AS INDICATED, SHALL BE INSTALLED AT THE PERIMETER OF THE LAND DISTURBANCE. THE SILT FENCE SHALL POSTED IN THE IMMEDIATE AREA WHERE SUCH PRODUCT IS STORED AND/OR USED AND ANOTHER COPY OF EACH SDS WILL BE
BE KEPT ERECT AT ALL TIMES AND REPAIRED WHEN REQUESTED BY THE SITE INSPECTOR OR THE ENGINEER. SILT SHALL MAINTAINED IN THE SWPPP AT THE JOB SITE CONSTRUCTION TRAILER OFFICE. EACH EMPLOYEE WHO MUST HANDLE A
BE REMOVED WHEN ACCUMULATION REACHES 1/2 HEIGHT OF THE BARRIER. THE PERIMETER SILT FENCE SHALL BE SUBSTANCE WITH HAZARDOUS PROPERTIES WILL BE INSTRUCTED ON THE USE OF SDS SHEETS AND THE SPECIFIC
INSPECTED DAILY FOR ANY FAILURES. ANY FAILURES OF FENCING SHALL BE REPAIRED IMMEDIATELY. INFORMATION IN THE APPLICABLE SDS FOR THE PRODUCT HE/SHE IS USING, PARTICULARLY REGARDING SPILL CONTROL
TE :
e CONTRACTOR SHALL PERFORM DEWATERING WITH APPROPRIATE BMP'S IN A MANNER THAT MEETS LOCAL AND STATE CHNIQUES
REGULATIONS WITH REGARD TO DISPOSAL PATH. SANITARY WASTES
A MINIMUM OF ONE PORTABLE SANITARY UNIT WILL BE PROVIDED FOR EVERY TEN (10) WORKERS ON THE SITE. ALL SANITARY
* NOBURN OR BURY PUTS SHALL BE PERMITTED ON THE CONSTRUCTION SITE. WASTE WILL BE COLLECTED FROM THE PORTABLE UNITS A MINIMUM OF ONE TIME PER WEEK BY A LICENSED PORTABLE

FACILITY PROVIDER IN COMPLETE COMPLIANCE WITH LOCAL AND STATE REGULATIONS.
ALL SANITARY WASTE UNITS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE UNIT CONTRIBUTING TO STORM

e TEMPORARY SEEDING SHALL BE INSTALLED ON ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE CEASING.

e SILT FENCE SHALL BE PLACED AT THE TOE OF ALL DIRT STOCK PILE AREAS.

e SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH \\\\\‘ I I/,/
WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2 A\ lﬂ RICK /7
HEIGHT OR THE CAPACITY OF THE DEVICE, AS APPLICABLE. Q LY D

THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY
NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT

e THE SITE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOW OF MUD ONTO I?“\}VLXS"I“NTT"E'ESSQT/E,j‘YT S;“EDg;’%Lﬁ;f:ﬁggggufﬁgg%mgVNHT'CBHY

PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED AREAS OR INTO ANY THIRD PARTY 1S AT THAT PARTY'S SOLE RISK.
STORM DRAINAGE SHALL BE IMMEDIATELY REMOVED.
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e EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL

MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT DOCUMENT TITLE
CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON-SITE INSPECTOR OR ENGINEER. CIVIL
e THE SITE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL EROSION CONTROL MEASURES INCLUDING ISOMER PROJECT GROUP \SSUED FOR WAREHOUSE EXPANSION DRAWING
REPLACING OR REPAIRING ANY DAMAGED DEVICES. 1 15 WELBORN ST, SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC SWPPP NOTES
GREENVILLE, SC 29601 STAMP / SEAL 37021 GATOR BLVD
WWw.isomer.group 0 | 30AUG23 | ISSUED FOR CONSTRUCTION SMP | DPD | DPD BELLE GLADE, FL 33430
PROJECT NO. DRAWING NO. REV.

REV | DATE REVISION & ISSUE HISTORY DEs | cHK | APP | scaie AS NOTED TEL2305 CV-DWG-0500 0

1 2 3 4 | 5 6 7 8 | 9




[TTTTTTTTT] | | | | | | | | | [TTTTTTT] [ | | | | | | | | |
TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100

ARCH D-24x36

EROSION CONTROL LEGEND
SILT FENCE SF SF
CONCRETE WASHOUT | CW PERMANENT SEEDING
DUST CONTROL PORTABLETOILET | PT
EROSION CONTROL BLANKET @ TEMPORARY SEEDING @
S3adnN S3AddN S3ddanN S3AAdN w
()]
/ INLET PROTECTION - TYPE A A
= v A (FILTER FABRIC)
T 1% v e wl
Ig’ S V § ‘‘‘‘‘‘‘‘‘‘‘‘‘‘ O
n q g
7 ' . LIMITS OF
( * / DISTURBANCE
(7))
L
£
m \ n
)]
” I R PERIMETER SILT FENCE|
R S I )
------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ SOl N
......................................................................................................................... e 3

........................... PORTABLE TOILET |-+ e L L

LIMITS OF
DISTURBANCE

INLET PROTECTION (SILT FENCE)
UNTIL PAVEMENT INSTALLATION
IS COMPLETE

>

;e ‘ Y
S
= g /// CHANNEL SLOPES TO BE MATTED
= / AND SEEDED FOR STABILIZATION
o o

SILT FENCE INLET PROTECTION ON
INSTALLED CULVERT UNTIL
DISTURBED AREAS ARE STABILIZED

DUST CONTROL AT PROJECT =2
SITE ENTRANCE TO PREVENT [/
SEDIMENT TRACK OUT |-

I °
THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY \\ < .
*CAUTION** NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT o, ' I
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN I WAS NTENDED. ANY USE OF, OR RELIANCE Of, THIS DOCUMENT BY = e I l J S ’
LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK. = 0 ® ‘ ‘
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND =
MAKES NO GUARANTEE THAT THE UNDERGROUND = plant product planet
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE DOCUMENT TITLE
AREA, EITHER IN SERVICE OR ABANDONED. ISOMER . : CIVIL
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE HEpn
UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION ISOMER PROJECT GROUP ISSUED FOR WAREHOUSE EXPANSION DRAWING
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES 115 WELBORN ST., SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC SWPPP PLAN
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS GREENVILLE, SC 29601 37021 GATOR BLVD (PHASE 1)
POSSIBLE FROM INFORMATION AVAILABLE. 0 30 60 o 120 www.isomer.group 0 | 30AUG23 | ISSUED FOR CONSTRUCTION smp | ppo | ppp | STAMP/SEAL BELLE GLADE, FL 33430
Hﬁ NORTH PROJECT NO. DRAWING NO. REV.
APPROXIMATE SCALE 1"=30 REV | DATE REVISION & ISSUE HISTORY DeEs | cHK | APP | scace AS NOTED TEL2305 CV-DWG-0501 0

1 2 | 3 | 4 | 5 6 7 8 | 9




[TTTTTTTTT] | | | | | | | | | [TTTTTTT] [ | | | | | | | | |
TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100

ARCH D-24x36

EROSION CONTROL LEGEND
SILT FENCE SF SF
CONCRETE WASHOUT | CW PERMANENT SEEDING
DUST CONTROL PORTABLE TOILET | PT
EROSION CONTROL BLANKET @ TEMPORARY SEEDING @
SAA4N- S3ddN S3a4nN S3AdN w
()
INLET PROTECTION - TYPE A [
D » (FILTER FABRIC)
a
o
z
N LIMITS OF
@ / DISTURBANCE
(7]
[41]
Q
o
z
[T
|
MAINTAIN PERIMETER SILT FENCE
gﬁ/_ UNTIL SITE IS STABILIZED

....... - MAlNTAINCONCRETE
PEVAI . S A WASHOUT

S/ /WaNTANPORTABLE

................................. TOH_ET

ALL DISTURBED AREAS TO BE
SEEDED, AS REQUIRED

LIMITS OF
DISTURBANCE

MAINTAIN PERIMETER SILTFENCE— | | |

.................................................................................................................................... UNTIL SITE IS STABILIZED

<
&

SILT FENCE INLET PROTECTION ON
INSTALLED CULVERT UNTIL
DISTURBED AREAS ARE STABILIZED

DUST CONTROL AT PROJECT =~
SITE ENTRANCE TO PREVENT |/
SEDIMENT TRACK OUT |

ALY
\\\ b\'ﬂmcl"\/

SR, I o
**CAUTION** NOT BE COPIED OR DISCLOSED, AND AY BE USED BY THE CLIENT S e Y% 0 I .
ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH S A
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN IT WAS INTENDED. ANY USE OF, OR RELIANGE ON, THIS DOCUMENT BY ot Q) AN = ' ’
LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK. E 5 Ny = 0 ® . '

PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND L4 083123 “iw | . |
MAKES NO GUARANTEE THAT THE UNDERGROUND e PR pTERNEE [Prome
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE ’//Z%:;-.ﬁ?f?;";,‘.~-:ﬂq§<’\\\ DOCUMENT TITLE
AREA, EITHER IN SERVICE OR ABANDONED. ISOMER ’//,; //IONA\_ E‘;\R\\\ CIVIL
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE T
UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION ISOMER PROJECT GROUP ISSUED FOR WAREHOUSE EXPANSION DRAWING
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES 115 WELBORN ST., SUITE A CONSTRUCTION TELLUS PRODUCTS, LLC SWPPP PLAN
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2" MIN. TYPE SP 12.5 ASPHALT. (TWO LIFTS
MIN. 1 1/4"). PER LATEST FDOT STANDARD )
SPECIFICATIONS, LATEST EDITION. PROVIDE 8" TYPE Il PORTLAND CEMENT CONCRETE

o TACK COAT WITH MULTIPLE LIFTS. / PAVEMENT. MINIMUM 28-DAY

COMPRESSIVE AND FLEXURAL STRENGTHS

RC-70 PRIMECOAT (AT 0.10 GAL/SY) OF 4,000 PSI AND 650 PS| RESPECTIVELY APPLY TACK COAT SAWCUT A MINIVUM OF 2* DEEP TO
o/ TO SAWCUT FACE PROVIDE A CLEAN, SHARP EDGE FOR
NEW CONSTRUCTION INTERFACE
% %
10" LIMEROCK BASE COURSE 8" LIMEROCK BASE COURSE COMPACTED EXISTING ASPHALT ’%ﬁ%\ ASPHALTIC CONCRETE
/ COMPACTED TO 98% MODIFIED / TO 98% MODIFIED PROCTOR MAXIMUM DRY P/—\VEMENT/ m THICKNESS AS SPECIFIED
PROCTOR MAXIMUM DENSITY DENSITY (AASHTO T-180). EXISTING BASE NEW BASE COURSE
(AASHTO T-180), MIN. LBR 100. COURSE \THICKNESS AS SPECIFIED
SUBGRADE COMPACTED
AS SPECIFIED
12" STABILIZED SUBGRADE COMPACTED 12" COMPACTED SUBGRADE TO 98% OF
TO 95% MODIFIED PROCTOR MAXIMUM .//
NOTES: DENSITY (AASHTO T-180), MIN. LBR 40 THE MODIFIED PROCTOR MAXIMUM DRY
NVIEo. ’ : ' DENSITY (AASHTO T-180)
1. THE SURFACE COURSE SHALL BE APPLIED NO LESS THAN 4 DAYS AND NO MORE
THAN 7 DAYS AFTER THE APPLICATION OF PRIME COAT EXCEPT AS APPROVED BY
THE ENGINEER.
2. THE SURFACE COURSE SHALL MEET THE REQUIREMENTS OF (FDOT) STANDARD
SPECIFICATIONS. ®* -
3. THE SUBGRADE SHALL BE COMPACTED TO 95% MAXIMUM DRY DENSITY, AS UNDISTURBED RESIDUAL SOIL PAVEMENT TIE-IN
DETERMINED BY THE MODIFIED PROCTOR TEST & SHALL BE PREPARED ACCORDING N.T.S
TO FDOT STANDARD SPECIFICATIONS.
ASPHALT PAVEMENT - HEAVY DUTY NOT TO SCALE
NOT TO SCALE

CONTRACTION JOINT EVERY &' (TYP.)

3/4" EXPANSION JOINT 3/4" EXPANSION JOINT
EVERY 50' (TYP.) /
| |

(I — NOTES: % e

CHPRN

USE MINIMUM 4,000 PS| CONCRETE (28 DAY). ‘ ‘
PATH SHALL HAVE A BROOMED FINISH. TYPICAL EXPANSION JOINT
MAXIMUM CROSS SLOPE SHALL BE 2% (50:1).
MAXIMUM SLOPE ALONG PATH ALIGNMENT
SHALL BE 8.3% (12:1).

5. SPACE CONTRACTION JOINTS ON 5 CENTERS OR .
AS REQUIRED TO ACHIEVE UNIFORM SPACING EDGE 1/4 MAX. \

SIDEWALK |—

w
(SEE PLANS)
Rl sl A

1/4 DEPTH
OF SLAB

BETWEEN EXPANSION JOINTS. RADIUS (TYP)
6. EXPANSION JOINTS SHALL BE INSTALLED EVERY I AT CEG I
50' AND AT ALL JOINTS BETWEEN SLABS OF % e TR
VARYING THICKNESS. - - : I
PLAN 7. PROVIDE 1/2" EXPANSION JOINT WHERE
SIDEWALK ABUTS BUILDING OR CURB. CONTRACTION JOINT

| 5 SEE SITE PLAN | 5 ,
2% MAX ———=— "

I

—]

FINISHED GRADE 1/2" BELOW

CONCRETE FINISHED GRADE
8" SUBGRADED COMPACTED TO A
MINIMUM OF 95% MODIFIED 6" 4 000 PS| COMPRESSIVE
PROCTOR TEST MAXIMUM DRY ,
DENSITY (MSHTOT-80)  TYPICAL SECTION SABWITHFBERIES:
TYPICAL SIDEWALK / CONCRETE SLAB
N.T.S.

AWy
NONIRICK
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TENTHS 0 INCHES 1 2 3 4 5 6 7 8 9 10 EIGHTHS 0 MM 10 20 30 40 50 60 70 80 90 100
MANHOLE FRAME & COVER. SEE FRAME
REINFORCED CONCRETE PIPE
& COVER NOTES, NEENAH FOUNDRY ORCED CONC \ |~—B>
COMPANY #R-1680 OR APPROVED EQUAL GROOVE END - - 5
: Op
= PIPE INVERT o 3
%@“ \m 18" 18" SUITABLE BACKFILL MATERIAL RN\ o {
= . 7 Min. PIPE O:D. i COMPACTED TO REQUIREMENTS OF N o -
= ‘e o o e e @ - SPECIFICATION SECTION 02220 - —
= - COMPACTED FILL EXCAVATION AND BACKFILL }
- PRECAST CONCRETE DRAINAGE e B s IEe ® METALLIC WARNING ' SECTION A-A
X . STRUCTURE SN SESEIEIEEEIARII 2 TAPE TO BE INSTALLED —_
INNRRLG LG 4 Q3 \
a " . 4 X RRRRRRRRRARY B O A, o/ SELECT BACKFILL MATERIAL 80" MIN.
o Y RCP TO BE SEALED TO STRUCTURE SIDE OF TRENCHXS /Yo T R N A gl % COMPACTED TO REQUIREMENTS OF
u P | USING STRUCTURE BOOT MEETING ¥ N Ve U R L SPECIFICATIONS SECTION 02220 -
< ASTM C 923 AND ASTM C 1478 a <\\// s R LA LI "7 EXCAVATION AND BACKFILL. —
5 SRR N Z , 2 2 =
FLOW w $ ¢ X //"
& v v
© FA ' BACKFILL ZONE : A &s A
RS DONGY X ASEEY, SLOPE SIDE .
4 Z 1~ RKKE A ""’A‘j% <L AROUND PIPE PER
4 4, > [ YOI\, > ViQP Sy YOG IS/ OF TRENCH
| ) A . 74 e i .',.:gg.‘.cg.".qs.‘;&., X SPECIFICATIONS R PLAN
. - SEEIEPEE B =3 N - e | END SECTION DIMENSIONS
< 77 228
- 24 . b < oW NO. 57 CRUSHED PIPE I.D. A* B* SLOPE
: ? T, HAUNCHING AROUND ea -
= = ° ° ) o “eo 4 ('Y ¥ e , 0 Y CRUSHED STONE o ) " an " "
w2 (, . . CRUSHE PIPE i _L STONE BEDDING 15 05" 2 41
COMPACTED g5 g 18 0-9 3-0 41
SUBGRADE OF N 24" 0-10" 34" 41
A =) EXTRA DEPTH OF GRAVEL BEDDING e e 5 31
~ - - .
NOTES: STONE BEDDING NOTES: & ( : ) ; = v .
S 42 18 5-6 31
i " 1 ul 1 n .
1. CONTRACTOR SHALL PROVIDE STRUCTURES SUITABLE TO ACCOMODATE DRAINAGE PIPE SIZES INDICATED ON THE PLANS AND SHALL 1. EXCAVATION FACE SHALL BE SHORED, SHIELDED OR SLOPED IN — 48 2-0 6-0 31
NOTIFY THE ENGINEER OF ANY CONFLICTS. ACCORDANCE WITH OSHA "CONSTRUCTION STANDARDS FOR 54' 24 6-6" 31
2. ALLMANHOLE LIDS AND CATCH BASINS SHALL CONTAIN A LABEL IDENTIFYING THE SYSTEM AS STORMWATER AND MARKED WITH AN EXCAVATION". 84" 3-6" 10-6" 31
APPROPRIATE STORMWATER AWARENESS MESSAGE SUCH AS "NO DUMPING - DRAINS TO WATERWAYS" “VERIFY DIMENSIONS
N.T.S. N.T.S. N.TS. N.T.S.
6" 45° N-12 ELBOW
\ 6" DIA. N-12 PIPE
A" 45° N-12 WYE
A" DIA. N-12 PIPE
PLAN
DOWNSPOUT
- /_
<<
=
g
5 CAST IRON DOWNSPOUT SHOE & ADAPTER
= /_ (NEENAH R-4926-F & R-4927 OR APPROVED EQUAL)
FINISHED GRADE
—
FERNCO 0679FC OR APPROVED
EQUAL TRANSITIONAL COUPLING >
s
2 6" DIA. N-12 PIPE &
=
o
(@]
[
0.5%
\ 6" DIA. N-12 PIPE
6" 90° N-12 ELBOW
PROFILE
NOTES
1. ALL PIPES AND FITTINGS SHALL BE N-12 HDPE AS MANUFACTURED BY ADS INC., OR APPROVED EQUAL.
2. PIPES AND FITTINGS SHALL BE SIZED IN ACCORDANCE WITH ROOF DRAINAGE SCHEDULE.
3. ALLPIPING SHALL BE SLOPED FOR POSITIVE DRAINAGE.
4. TIE-INS TO STORM DRAINAGE SHALL BE ACCOOMPLISHED THROUGH ONEOF THE FOLLOWING:
- INSERT-A-TEE OR APPROVED EQUAL FITTING AT SPRINGLINE OF STORM PIPING.
- TIE IN AT STRUCTURES 6" ABOVE IE (OUT).
5. TIE-INS TO VERTICAL DOWN SPOUT COMPONENTS SHALL BE A STANDARD COUPLING.
6. PIPING AND FITTINGS SHALL EXTEND A MINIMUM OF 6" ABOVE FINISHED GRADE OR 4" ABOVE FINISHED
PAVEMENT.
7. CLEANOUT SHALL BE INSTALLED AT ALL CHANGES IN ROOF DRAIN DIRECTION.
ROOF DRAINAGE SCHEDULE
NO. OF DOWN SPOUTS HDPE STORM PIPE
’ P
) o
3 10"
>4 12"
N.TS.
s\, l
NONRICK o 7%, 5
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Principle Post Position 1.25 LBIFT — PLAN SYM BOL
(Canted 20° Toward Flow) Principle Post STEELPOSTS INSTALL RUBBER
Position (Canted SAFETY CAPS ON THE
: INSTALL RUBBER
UOptional Post o
Post Options: Post Options: Poultry Mesh (20 Ga. Min.) P/;s/t/ons R R TOP OF STEEL POSTS SAFETY CAPS ON THE A
Softwood 2¥5" Dia. . . Softwood 4" Dia. Or Type A Fence Fabric TOP OF STEEL POSTS
Softwood 2''x4" Uptionai Post Fositions Softwood 4"x4" (Index No. 801 & Section 550 A‘\‘é‘ ATTACH FILTER FABRIC TO POSTS
Hardwood 145" x 11/5" 3 Hardwood 3" Dia. ‘ FDOT Spec.) ‘ﬁ / WITH HEAVY DUTY PLASTIC TIES
Steel1.33 Ibs./ft. | 1 g Steel1.33 Ibs./ft. Min. | 10" Mo ‘ SNEH ALONG TOP &-INCHES OF FABRIC i
| | Filter Fabric ‘ ‘ Poultry Mesh ;%%/);? S & >
1 (In Conformance With § Or Type A f \\\\\\\\\\\\\\\\\ A IS
= A ; =S R o,o,:z:},o,ox

. % I Sec. 985 FDOT Spec.) W Filter Fabric H/L@HH; r’ Fence Fabric S FOLD FABRIC TO OVERLAP 1

5| € o | | I = y FOOT AND SECURE TO POSTS

s| = 0= < WITH HEAVY DUTY PLASTIC TIES ==

o IV | e o B | b | . | POST INSTALLATION DETAIL g

(] N = C - Filter Fabric (In Conformance @ ‘ Filter Fabric -7 BURY FABRIC

S N I 2 0 | | with Sec. 985 FDOT Spec.) | | | | \SEE DETAL)

— b,
L/ S || || \ Sit Flow DOZER TREADS CREATE
| | || CLEAT IMPRINTS PARALLEL INSTALL RUBBER
— TO THE SLOPE CONTOUR / SAFETY CAPS ON THE
ELEVATION SECTION §| ® | B i ) * /' T0P OF STEEL POSTS FILTER FABRIC INSTALLATION DETAIL
TYPE III SILT FENCE 3 H H / : .o
- J ELEVATION - SECTION 2% ==
— O
= [
= 4+ .
Silt Fence TYPE IV SILT FENCE \ors @ 1 -\@ﬁv POST REQUIREMENTS
E— 1. SILT FENCE POSTS MUST BE 48-INCH LONG STEEL POSTS THAT MEET, AT A MINIMUM, THE FOLLOWING
1. SHOULD BE SEEDED AND STABILIZED IMMEDIATELY. 9 PHYSICAL CHARACTERISTICS.
Stormwater Runoff COMPOSED OF A HIGH STRENGTH STEEL WITH A MINIMUM YIELD STRENGTH OF 50,000 PSI.
—
BURY & TRENCH MINIMUM OF - INCLUDE A STANDARD "T" SECTION WITH A NOMINAL FACE WIDTH OF 1.38-INCHES AND A NOMINAL "T"
oy TR ACK| N G 12- INCHES OF FILTER FABRIC LENGTH OF 1.48-INCHES.
S/ o e s - WEIGH 1.25 POUNDS PER FOOT (& 8%)
— - - \ y e 2. POSTS SHALL BE EQUIPPED WITH PROJECTIONS TO AID IN FASTENING OF FILTER FABRIC.
' FILTER FABRIC BURIAL DETAIL

3. INSTALL POSTS TO A MINIMUM OF 24-INCHES. A MINIMUM HEIGHT OF 1- TO 2- INCHES ABOVE THE

Silt Fence Protection In FABRIC SHALL BE MAINTAINED, AND A MAXIMUM HEIGHT OF 3 FEET SHALL BE MAINTAINED ABOVE THE

Ditches With Intermittent Flow GROUND.
Place The End Post Of One Fence Behind DEBRIS FROM 4. POST SPACING SHALL BE AT A MAXIMUM OF 3-FEET ON CENTER.
Ihe Ene Post GF Jhe fter Fente As. Shown SLOPE ABOVE IS s 5. INSTALL RUBBER SAFETY CAPS ON TOP OF STEEL POSTS.
CAUGHT BY STEPS
FILTER FABRIC REQUIREMENTS INSPECTION & MAINTENANCE
1. SILT FENCE MUST BE COMPOSED OF WOVEN GEOTEXTILE FILTER FABRIC THAT CONSISTS OF THE 1. THEKEY TO FUNCTIONAL INLET PROTECTION IS WEEKLY INSPECTIONS, ROUTINE MAINTENANCE, AND
Rotate Both Posts At Least 180 Degrees In A )
. : : : / FOLLOWING REQUIREMENTS: REGULAR SEDIMENT REMOVAL.
Clockwise Direction To Create A Tight Seal With
The Fabric Material. COMPOSED OF FIBERS CONSISTING OF LONG CHAIN SYNTHETIC POLYMERS OF AT LEAST 85% BY 2. REGULAR INSPECTIONS OF INLET PROTECTION SHALL BE CONDUCTED ONCE EVERY CALENDAR WEEK
. WEIGHT OF POLYOLEFINS, POLYESTERS, OR POLYAMIDES THAT ARE FORMED INTO A NETWORK AND, AS RECOMMENDED, WITHIN 24-HOURS AFTER EACH RAINFALL EVENT THAT PRODUCES 1/2-INCH
s SUCH THAT THE FILAMENTS OR YARNS RETAIN DIMENSIONAL STABILITY RELATIVE TO EACH OTHER; OR MORE OF PRECIPITATION.
. \ FREE OF ANY TREATMENT OR COATING WHICH MIGHT ADVERSELY ALTER ITS PHYSICAL PROPERTIES 3. ATTENTION TO SEDIMENT ACCUMULATIONS ALONG THE FILTER FABRIC IS EXTREMELY IMPORTANT.
. AFTER INSTALLATION; ACCUMULATED SEDIMENT SHOULD BE CONTINUALLY MONITORED AND REMOVED WHEN NECESSARY.
oL Drive Both Pests Infa The Greund And Bury Flap. FREE OF ANY DEFECTS OR FLAWS THAT SIGNIFICANTLY AFFECT TS PHYSICAL AND/OR FILTERING 4. REMOVE ACCUMULATED SEDIMENT WHEN IT REACHES 1/3 THE HEIGHT OF THE FILTER FABRIC. WHEN A
. PROPERTIES; AND, SUMP IS INSTALLED IN FRONT OF THE FABRIC, SEDIMENT SHOULD BE REMOVED WHEN IT FILLS

APPROXIMATELY 1/3 THE DEPTH OF THE SUMP.

5. REMOVED SEDIMENT SHALL BE PLACED IN STOCKPILE STORAGE AREAS OR SPREAD THINLY ACROSS
DISTURBED AREA. STABILIZE THE REMOVED SEDIMENT AFTER IT IS RELOCATED.

HAVE A MINIMUM WIDTH OF 36-INCHES.

2. USE ONLY FABRIC APPEARING ON FDOT'S QUALIFIED PRODUCTS LISTING, MEETING THE
REQUIREMENTS OF THE MOST CURRENT EDITION OF THE FDOT STANDARD SPECIFICATIONS FOR

Silt Fence Protection
Around Ditch Bottom Inlets

SILT FENCE APPLICATIONS PLAN VIEW

HIGHWAY CONSTRUCTION. 6. CHECK FOR AREAS WHERE STORM WATER RUNOFF HAS ERODED A CHANNEL BENEATH THE FILTER
JOINING TWQO SILT FENCES 3. 12-INCHES OF THE FABRIC SHOULD BE PLACED WITHIN EXCAVATED TRENCH AND TOED IN WHEN THE FABRIC, OR WHERE THE FABRIC HAS SAGGED OR COLLAPSED DUE TO RUNOFF OVERTOPPING THE
TRENCH IS BACKFILLED. INLET PROTECTION.
NOTES FOR SILT FENCES 4. FILTER FABRIC SHALL BE PURCHASED IN CONTINUOUS ROLLS AND CUT TO THE LENGTH OF THE 7. CHECK FOR TEARS WITHIN THE FILTER FABRIC, AREAS WHERE FABRIC HAS BEGUN TO DECOMPOSE,
BARRIER TO AVOID JOINTS. AND FOR ANY OTHER CIRCUMSTANCE THAT MAY RENDER THE INLET PROTECTION INEFFECTIVE.

REMOVE DAMAGED FABRIC AND REINSTALL NEW FILTER FABRIC IMMEDIATELY.

Type III Silt fence shallbe in accordance with Chart 1, Sheet 1. avoid channelizing runoff along the length of the fence. 8. INLET PROTECTION STRUCTURES SHOULD BE REMOVED AFTER ALL THE DISTURBED AREAS ARE
NOTES PERMANENTLY STABILIZED. REMOVE ALL CONSTRUCTION MATERIAL AND SEDIMENT, AND DISPOSE OF
THEM PROPERLY. GRADE THE DISTURBED AREA TO THE ELEVATION OF THE DROP INLET STRUCTURE

1. Type III Silt Fence to be used at most locations. Where used in ditches, the spacing for 4. Where used as slope protection, Silt Fence is to be constructed on 0X longitudinal grade to 5. FILTER FABRIC SHALL BE INSTALLED AT A MINIMUM OF 24-INCHES ABOVE THE GROUND.

2. Type IV Silt Fence to be used where large sediment loads are anticipated. Suggested use 5. Silt Fence to be paid for under the contract unit price for Staked Silt Fence, (LF). 1. WATER, SOIL, AND FERTILIZER ARE HELD BY STEPS -
is where fill slope is 1:2 or steeper and length of slope exceeds 25 feet. Avoid use where VEGETATION ESTABLISHES MORE EASILY ON THE STEPS. CREST. STABILIZE ALL BARE AREAS IMMEDIATELY.
the detained water may back into travellanes or off the right of way. : — 2 SHOULD BE SEEDED AND STABILIZED IMMEDIATELY.
2010 FDOT Design Standards Reusion | Sheet No.

3. Do not construct silt fences across permanent flowing watercourses. Silt fences are to be
at upland locations and turbidity barriers used at permanent bodies of water.

07/01/05 3 of 3
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NTS. NTS.
o ®
LANDLOK S2 EROSION
" CONTROL BLANKET ;
HINGE POINT | 24 Mt ' COMPACTEDBACKFILL NI
LANDLOK 52 T ! .
AR o 8
1 12" (MIN) ANCHOR (TYP.) &
10’ MIN.
FACE OF SLOPE \ ® L~ STAKE(TYP) LETTERS A MINIMUM PLAN SYMBOL
(PREPARED SUBGRADE) 18" 7 OF 5" IN HEIGHT \
ANCHOR 151 olo|lo o|lo oo
- - : E :
KEY TRENCH AT TOP OF SLOPE ANCHOR PATTERN ONCRETE CW
DETAIL Ao o A WASHOUT
N ol
FLOW s ; o -
ANCHOR =
FACE PF SLOPE (PREPARED SUBGRADE) LANDLOK S2 EROSION . .
LANDLOK S2 EROSION CONTROL BLANKET
CONTROL BLANKET COVERED EDGE . - | |
OVERLAPPING EDGE % o oflo o|lo o|lo o
7%
0 S s ante (o) CONCRETE WASHOUT SIGN DETAIL
\— COMPACTED BACKFILL PLAN
GRARAZRIRLRER 7RI - NOTES
L 6" MIN. ;///\i\//g//\\/x,\/&//\\ " i(\%\///\i\///\ix//\\//\ 1/8" DIA. 4" STAPLE BINDING WIRE 1. ACTUAL LAYOUT DETERMINED IN FIELD.
N7 — 0:\1/ Emip NN (2 PER BALE) _\ / 2. INSTALL CONCRETE WASHOUT SIGN (24"X24", MINIMUM) WITHIN 30' OF THE TEMPORARY CONCRETE
- WASHOUT FACILITY.
KEY TRENCH AT BOTTOM OF TU RF REIN FORCEMENT 1\ /% {P 3. 'IP'EMII;\’A%%EYCVSIQ]S_Eg:-UT AREA MUST BE AT LEAST 50' FROM A STORM DRAIN, CREEK BANK OR
SLOPE DETAIL BLANKET OVERLAP JOINT RS \ 4. CLEAN OUT CONCRETE WASHOUT AREA WHEN 50% FULL.
\_ STRAWBALE 5. THE KEY TO FUNCTIONAL CONCRETE WASHOUTS IS WEEKLY INSPECTIONS, ROUTINE MAINTENANCE,
/ WOOD OR ——|} AND REGULAR CLEAN OUT.
NATIVE MATERIAL METAL STAKES 6. SILT FENCE SHALL BE INSTALLED AROUND PERIMETER OF CONCRETE WASHOUT AREA EXCEPT FOR
(OPTIONAL) (2 PER BALE) THE SIDE UTILIZED FOR ACCESSING THE WASHOUT.
KEY TRENCH AT 7. AROCK CONSTRUCTION ENTRANCE MAY BE NECESSARY ALONG ONE SIDE OF THE WASHOUT TO
TOP OF SLOPE SECTION A-A PROVIDE VEHICLE ACCESS.
%
O CONCRETE WASHOUT
ANCHOR (SEE ANCHOR NTS
PATTERN PLAN SHEET) e
&
/\\/\
LANDKLOK S2 EROSION IR K
NN
CONTROL BLANKET \\\//gi;/\ 3
N
KEY TRENCH AT T
BOTTOM SLOPE I
R \\\\‘””/,/
\ NoNPRICK 77, 5
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