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GENERAL NOTES:

WAREHOUSE EXPANSION
37021 GATOR BLVD, BELLE GLADE, FL 33430

26°41'52.2" N, 80°38'46.6" W
PARCEL ID: 00-37-43-28-00-000-1010

OWNER:
TELLUS PRODUCTS LLC
37021 GATOR BLVD
BELLE GLADE, FL 33430
CONTACT: MICHAEL AN
EMAIL: MICHAEL.AN@TELLUSPRODUCTS.COM

ENGINEER:
ISOMER PROJECT GROUP
115 WELBORN ST., SUITE A
GREENVILLE, SC 29601
CONTACT: DANIEL DEERY, PE
PH: 864.565.9100
EMAIL: DANIEL@ISOMER.GROUP

PROJECT NAME: TELLUS PRODUCTS, LLC WAREHOUSE EXPANSION

PROJECT LOCATION: 37021 GATOR BLVD, BELLE GLADE, FL 33430

PROJECT DESCRIPTION:
THE CONSTRUCTION OF AN EXPANSION TO THE EXISTING WAREHOUSE LOCATED
ON THE SOUTH END OF THE EXISTING TELLUS FACILITY. THE PROJECT CONSISTS
OF THE CONSTRUCTION OF A ±25,000 SQUARE-FOOT WAREHOUSE AND
ASSOCIATED INFRASTRUCTURE AND UTILITIES.

PARCEL ID NUMBER: 00-37-43-28-00-000-1010

SITE ACREAGE:
SITE ACRES: ±72.02 ACRES
PROJECT AREA: ±21.41 ACRES
DISTURBED ACRES: ±1.56 ACRES

FEMA INSURANCE MAP NO.:
ACCORDING TO FIRM PANEL 12099C0459F FOR PALM BEACH COUNTY, FLORIDA,
WITH AN EFFECTIVE DATE OF OCTOBER 5, 2017 THIS PROPERTY IS NOT LOCATED
IN A DESIGNATED FLOOD HAZARD ZONE (ZONE X)
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GENERAL CONSTRUCTION NOTES

1. GENERAL NOTES APPLICABLE TO ALL DRAWINGS.

2. BOUNDARY INFORMATION PROVIDED BY OWNER, PREPARED BY ENGENUITY
GROUP INC., 1280 N. CONGRESS AVENUE, SUITE 101, WEST PALM BEACH, FL
33409, JOB NUMBER 23027.01, DATED APRIL 18TH 2023. BASIS OF BEARINGS IS
BASED ON FLORIDA STATE PLANE COORDINATE SYSTEM TRANSVERSE
MERCATOR, FLORIDA EAST ZONE 901, NORTH AMERICAN DATUM OF 1983 (1990
ADJUSTMENT).

3. BOUNDARY INFORMATION PROVIDED BY OWNER, PREPARED BY ENGENUITY
GROUP INC., 1280 N. CONGRESS AVENUE, SUITE 101, WEST PALM BEACH, FL
33409, JOB NUMBER 23027.01, DATED APRIL 18TH 2023.  BASIS OF ELEVATION
IS NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88).

4. COORDINATE SYSTEM FOR PROJECT IS BASED ON FLORIDA STATE PLANE
EAST ZONE 901, US FOOT, NAD83.

5. DIMENSIONS AND COORDINATES ARE IN FEET UNLESS NOTED OTHERWISE.

6. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL EXISTING
MONUMENTS AND OTHER SURVEY MARKERS. ANY AT-RISK MONUMENTS OR
MARKERS SHALL BE IDENTIFIED BY A PRE-CONSTRUCTION CORNER RECORD
SUBMITTED TO THE COUNTY SURVEYOR PRIOR TO THE COMMENCEMENT OF
CONSTRUCTION. PRE AND POST CONSTRUCTION CORNER RECORDS SHALL
BE PREPARED AS NEEDED TO PERPETUATE MONUMENT LOCATIONS THAT
ARE AT RISK DUE TO PROJECT ACTIVITIES. ALL WORK TO BE PERFORMED BY
A LICENSED LAND SURVEYOR. MONUMENTS AND MARKERS DESTROYED
DURING CONSTRUCTION SHALL BE REPLACED SUBJECT TO THE PROVISIONS
OUTLINED ABOVE AT THE CONTRACTOR'S EXPENSE.

7. FOR GEOTECHNICAL INFORMATION, SEE GEOTECHNICAL ENGINEERING
REPORT FOR PROJECT TIGER, PROJECT NO. HD155053, DATED AUGUST 7,
2015, PREPARED BY:

TERRACON CONSULTANTS, INC.
1225 OMAR ROAD
WEST PALM BEACH, FLORIDA 33405

8. ALL WORK TO BE PERFORMED SHALL CONFORM TO ALL APPLICABLE CODES
AND ORDINANCES OF GOVERNMENTAL AGENCIES HAVING JURISDICTION
OVER THE PROJECT.

9. CONTRACTOR SHALL HOLD ALL PERMITS IN HAND PRIOR TO COMMENCEMENT
OF WORK.

10. THE CONTRACTOR MUST ACQUIRE COPIES OF ALL REQUIRED PERMITS,
STAMPED APPROVED AGENCY PLANS, SWPPP, AND OTHER SUCH REQUIRED
DOCUMENTS TO KEEP ONSITE THROUGHOUT CONSTRUCTION FOR AGENCY
INSPECTORS, THE OWNER, AND OTHER AUTHORIZED OFFICIALS.

11. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION MEANS AND
METHODS, COMPLIANCE WITH OSHA REQUIREMENTS, SCOPE OF WORK, AND
COMPLIANCE WITH ALL NECESSARY PERMITS.

12. THE CONTRACTOR SHALL PERFORM ALL WORK NECESSARY TO COMPLETE
THE PROJECT IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS
AND SPECIFICATIONS INCLUDING SUCH INCIDENTALS AS MAY BE NECESSARY
TO MEET APPLICABLE AGENCY REQUIREMENTS AND PROVIDE A COMPLETED
PROJECT.

13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL LINES, GRADES AND
CONSTRUCTION STAKING FOR THE PROJECT.

14. THE CONTRACTOR SHALL ADVISE THE ENGINEER IF EXISTING GRADES THAT
ARE TO REMAIN ARE IN CONFLICT WITH PROPOSED WORK, CAUSING
LIMITATIONS IN DRAINAGE PERFORMANCE OR SIGNIFICANT CHANGES IN
CONSTRUCTION LIMITS DEFINED WITH CUT OR FILL LIMITS AND SPECIFICALLY
THAT WORK WHICH MAY RESULT IN ANY CONSTRUCTION TAKING PLACE
OUTSIDE OF PROPOSED CONSTRUCTION LIMITS.

15. THE CONTRACTOR SHALL NOTIFY AGENCIES HAVING JURISDICTION AS
NECESSARY OF THE ANTICIPATED SCHEDULE  FOR INSPECTIONS PRIOR TO
CONSTRUCTION.

16. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN THEIR OWN TEMPORARY
RESTROOM FACILITIES ONSITE FOR WORK CREW USE.

17. ALL EXISTING ROADS SHOWN ON THE PLANS ARE PAVED UNLESS OTHERWISE
NOTED.

18. THE CONTRACTOR SHALL PROTECT AND/OR RESTORE ANY CONTRACTOR
RELATED IMPROVEMENTS OR DAMAGE ON THE OWNER'S PROPERTY,
EASEMENTS, OR ANY ADJOINING PROPERTIES TO MEET OR EXCEED EXISTING
CONDITIONS.

19. THE CONTRACTOR SHALL COMPLY WITH THE REQUIREMENTS OF THE NPDES
PERMIT AND GUIDELINES OF THE  THE SOUTH FLORIDA WATER MANAGEMENT
DISTRICT (SFWMD) DURING THE ENTIRE CONSTRUCTION PERIOD. SEDIMENT
AND EROSION CONTROL BEST MANAGEMENT PRACTICES (BPMs) SHALL
INCLUDE, BUT NOT BE LIMITED TO, SILT FENCES, DUST CONTOL,
CONSTRUCTION ENTRANCE, ETC. AS NEEDED OR AS DIRECTED BY THE
ENGINEER.

20. RUBBER SAFETY CAPS SHALL BE INSTALLED ON THE TOPS OF ALL STEEL
POSTS USED FROM CONSTRUCTION OF BMPs

21. DISPOSAL OF EXCESS EXCAVATED MATERIALS OFF-SITE AND HAULING OF
FILL MATERIALS REQUIRED FOR CONSTRUCTION SHALL BE THE FULL
RESPONSIBILITY OF THE CONTRACTOR.

22. WHERE ROADWAY DITCHES AND DRAINAGE PIPES ARE DAMAGED OR
DISTURBED, THE CONTRACTOR SHALL RELAY DRAINAGE PIPE TO ORIGINAL
INVERT ELEVATIONS AND RE-GRADE DITCHES TO ESTABLISH POSITIVE
DRAINAGE.

23. AREAS DISTURBED BY CONSTRUCTION SHALL BE STABILIZED WITH GRASS,
SOD, MULCH, ETC. PER PLANS AND DETAILS, OR AT THE DIRECTION OF THE
ENGINEER AS MAY BE APPLICABLE.

EXISTING UTILITY AND FACILITY NOTES

1. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND PROTECTING ALL
UTILITIES WHICH ARE TO REMAIN IN USE WHETHER OR NOT SHOWN ON THE
DRAWINGS. CONTRACTOR SHALL CONTACT SUNSHINE811, OR
SUNSHINE811.COM.

2. THE LOCATION AND DESCRIPTIONS OF EXISTING UTILITIES SHOWN ON THE
DRAWINGS ARE COMPILED FROM A COMBINATION OF AVAILABLE RECORDS
AND/OR FIELD SURVEYS.  THE ENGINEER OR UTILITY COMPANIES DO NOT 
GUARANTEE THE ACCURACY OR THE COMPLETENESS OF SUCH RECORDS.
CONTRACTOR SHALL FIELD VERIFY LOCATIONS AND/OR DEPTHS AS NEEDED
OF ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION. EXERCISE EXTREME
CAUTION WHEN WORKING NEAR EXISTING POWER, GAS, AND 
COMMUNICATIONS LINES.

3. IF CONTRACTOR LOCATES ANY UTILITIES NOT SHOWN ON PLANS THAT ARE IN
CONFLICT WITH PLANNED DEVELOPMENT, CONTRACTOR SHALL NOTIFY
OWNER AND ENGINEER IMMEDIATELY.

4. CONTRACTOR SHALL FOLLOW OSHA REGULATIONS WHEN WORKING NEAR
AND UNDER OVERHEAD TRANSMISSION LINES AND UNDERGROUND UTILITIES.

5. CONTRACTOR SHALL SUBMIT RFI WHEN AND IF WORK REQUIRED ON EXISTING
UTILITIES IS NOT SPECIFIED AND/OR DETAILED ON CIVIL PLANS.

6. CIVIL CONTRACTOR SHALL NOT PERFORM ANY WORK ON ANY ELECTRICAL,
GAS, OR NATURAL GAS UTILITY WITHOUT EXPLICIT APPROVAL BY OWNER &
SITE MANAGER.

7. CONTRACTOR SHALL INFORM OWNER & SITE MANAGER IMMEDIATELY UPON
DISCOVERY OF ANY UTILITY WITHIN THE VICINITY OF THE PROJECT LIMITS. IF
DISCOVERY OCCURS CONTRACTOR SHALL STOP WORK IN AREA OF
DISCOVERY AND INFORM OWNER & SITE MANAGER.

8. THE CONTRACTOR SHALL LOCATE AND MARK ALL EXISTING PROPERTY AND
STREET MONUMENTS PRIOR TO CONSTRUCTION. ANY MONUMENTS
DISTURBED DURING CONSTRUCTION OF THE PROJECT SHALL BE REPLACED
BY A REGISTERED LAND SURVEYOR AT THE CONTRACTOR'S EXPENSE.

9. THE CONTRACTOR SHALL NOTIFY ALL APPLICABLE UTILITY AGENCY A
MINIMUM 72 HOURS IN ADVANCE OF ANY EXCAVATION OR LAND DISTURBANCE
NEAR EXISTING UTILITY LINES LOCATED ABOVE OR BELOW GROUND.

10. UNLESS NOTED OTHERWISE, THE CONTRACTOR SHALL PROTECT AND
MAINTAIN UTILITY SERVICE TO ALL EXISTING BUILDINGS AT ALL TIMES. IF THE
CONTRACTOR REQUIRES AN INTERRUPTION TO ANY UTILITY SERVICE, THEY
MUST NOTIFY THE EXISTING PROPERTY OWNER, THE APPLICABLE AGENCY,
THE PROJECT OWNER, AND ENGINEER IN WRITING A MINIMUM OF 72 HOURS
PRIOR TO THE DESIRED INTERRUPTION TO COORDINATE AND SCHEDULE
TEMPORARY DISRUPTIONS AND RECONNECTION OF UTILITIES.

11. ALL UTILITY CROSSINGS SHALL BE POTHOLED  PRIOR TO EXCAVATING OR
BORING TO ALLOW THE CONTRACTOR TO PREVENT GRADE OR ALIGNMENT
CONFLICTS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTIFYING
POTENTIAL UTILITY CONFLICTS FAR ENOUGH AHEAD OF CONSTRUCTION TO
MAKE NECESSARY GRADE MODIFICATION WITHOUT DELAYING THE WORK. IF
GRADE MODIFICATION IS NECESSARY, THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE DESIGN ENGINEER. THE DESIGN ENGINEER SHALL
OBTAIN APPROVAL FROM THE OWNER AND UTILITY COMPANY HAVING
JURISDICTION.

12. RELOCATION, REMOVAL, OR ABANDONMENT OF EXISTING UTILITIES
OWNED/MAINTAINED BY OTHER AGENCIES (WATER, SEWER, GAS, POWER,
COMMUNICATIONS, ETC.) SHALL BE COORDINATED BY THE CONTRACTOR.

13. ANY MODIFICATION TO UTILITY LAYOUT, MATERIALS, ETC. SHALL BE
COORDINATED WITH AND APPROVED BY THE DESIGN ENGINEER AND
APPLICABLE AGENCY PRIOR TO ORDERING MATERIALS OR MAKING ANY SUCH
CHANGES.

14. INTERFERING PORTIONS OF UTILITIES THAT ARE ABANDONED IN PLACE SHALL
BE REMOVED BY THE CONTRACTOR TO THE EXTENT NECESSARY TO
ACCOMPLISH THE WORK. THE CONTRACTOR SHALL PLUG THE REMAINING
EXPOSED ENDS OF DEMOLISHED SERVICES AND ABANDONED UTILITIES.

15. ALL EXISTING FACILITIES SHALL BE MAINTAINED IN-PLACE BY THE
CONTRACTOR UNLESS OTHERWISE DEPICTED ON THE PLANS OR DIRECTED
BY THE ENGINEER.  THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS
NECESSARY TO SUPPORT, MAINTAIN, OR OTHERWISE PROTECT EXISTING
UTILITIES AND OTHER FACILITIES NOT INDICATED TO BE REMOVED AT ALL

TIMES DURING CONSTRUCTION. ALL EXISTING STRUCTURES, INCLUDING BUT
NOT LIMITED TO SIGNS AND DRIVES DISTURBED DURING CONSTRUCTION
THAT ARE NOT SHOWN TO BE PERMANENTLY DEMOLISHED SHALL BE
RESTORED TO THEIR ORIGINAL CONDITION OR BETTER.

16. THE CONTRACTOR SHALL REMOVE AND REPLACE ALL EXISTING SURFACE
FEATURES (UNLESS INDICATED TO BE PERMANENTLY DEMOLISHED)
NECESSARY FOR INSTALLATION / REMOVAL OR ALL UNDERGROUND AND
ABOVE GROUND WORK AS INDICATED ON THESE PLANS AND IN THE SCOPE
OF WORK. THIS SHALL INCLUDE BUT NOT BE LIMITED TO FENCES, CURB &
GUTTER, LANDSCAPING, SIDEWALKS, AND PAVEMENT.

17. ANY PAVEMENT DAMAGED DURING CONSTRUCTION THAT IS NOT INDICATED
TO BE PERMANENTLY DEMOLISHED SHALL BE RESORTED TO ORIGINAL
CONDITION OR BETTER. ANY BROKEN PAVEMENT EDGES SHALL BE SAW-CUT
SMOOTH AND THE PAVEMENT REPLACED TO MATCH EXISTING GRADES.

18. DRAINAGE PIPES DESTROYED DURING CONSTRUCTION (WHICH ARE NOT
INDICATED TO BE PERMANENTLY DEMOLISHED) ARE TO BE REPLACED AT A
MINIMUM WITH NEW CLASS III - WALL B REINFORCED CONCRETE PIPE
COMPLYING WITH ASTM C76, OR WITH OTHER OWNER APPROVED
EQUIVALENT PIPE MATERIAL.  THE CONTRACTOR SHALL NOTIFY THE
ENGINEER OF SUCH INSTANCES TO ENSURE MATERIAL COMPATIBILITY WITH
THE EXISTING SOIL CONDITIONS FOR THIS SITE.

19. ANY SEPTIC TANKS ENCOUNTERED DURING CONSTRUCTION SHALL BE
PUMPED OUT BY A CERTIFIED COMPANY, THE TANK EXCAVATED, AND
DISPOSED OF PER INDUSTRY STANDARDS.

20. ANY FUEL TANKS ENCOUNTERED SHALL BE REMOVED AND DISPOSED OF PER
THE CALIFORNIA WATER BOARDS REQUIREMENTS. BACKFILL WITH
COMPACTED GRANULAR MATERIAL.

21. ANY OTHER TYPES OF WELLS, TANKS, PIPES, STRUCTURES ETC.,
ENCOUNTERED SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE
OWNER AND ENGINEER. IN THE EVENT CONTAMINATED OR HAZARDOUS
MATERIAL IS ENCOUNTERED, THE CONTRACTOR SHALL CONTACT THE
OWNER AND ENGINEER IMMEDIATELY.

EARTHWORK & DRAINAGE NOTES

1. EARTHWORK, SHALL BE IN ACCORDANCE WITH GEOTECHNICAL
RECOMMENDATIONS FROM GEOTECHNICAL ENGINEERING REPORT BY
TERRACON CONSULTANTS, INC., SEE GENERAL NOTE 7.

2. TOPOGRAPHIC CONTOUR INTERVAL SHOWN ON DRAWINGS IS ONE FOOT (1').

3. SPOT ELEVATIONS AND FINISHED CONTOURS ON THESE DRAWINGS ARE TOP
OF FINISHED GRADE. SUBTRACT FINISH SURFACING MATERIAL THICKNESS TO
OBTAIN TOP OF SUBGRADE. GRADE SHALL SLOPE UNIFORMLY BETWEEN
CONTOURS AND FINISH SPOT ELEVATIONS SHOWN ON THE PLANS.

4. NO PORTION OF THE PROJECT SITE IS LOCATED IN A SPECIAL FLOOD HAZARD
ZONE, ACCORDING TO FEMA FIRM PANEL NUMBER 12099C0459F FOR PALM
BEACH COUNTY FLORIDA, DATED OCTOBER 5, 2017.

5. PROJECT IS LOCATED WITHIN THE SOUTH FLORIDA CONSERVANCY DISTRICT
EVERGLADES AG. AREA.

6. THE CONTRACTOR SHALL ACCOUNT FOR ANY OFFSITE RUN-ON TO SITE.
CONTRACTOR SHALL NOT BLOCK OR RESTRICT OFF SITE RUN-ON WITHOUT
APPROVAL OF CLIENT, NEIGHBORING LAND OWNERS, AND THE SOUTH
FLORIDA WATER MAN.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MANAGING CONSTRUCTION
ACTIVITIES AT ALL TIMES TO ENSURE THAT PUBLIC STREETS AND
RIGHT-OF-WAYS ARE KEPT CLEAN OF MUD, DUST, OR DEBRIS. DUST
ABATEMENT SHALL BE MAINTAINED BY ADEQUATE WATERING OF THE SITE BY
THE CONTRACTOR.

8. NO VEHICLES ARE TO IDLE LONGER THAN 10 MINUTES.

9. THE CONTRACTOR SHALL FURNISH, INSTALL, MONITOR, AND MAINTAIN
EXCAVATION OPEN-TRENCH SUPPORT AND PROTECTION SYSTEMS CAPABLE
OF SUPPORTING EXCAVATION SIDEWALLS AND OF RESISTING SOIL AND
HYDROSTATIC PRESSURE AND SUPERIMPOSED AND CONSTRUCTION LOADS.
PREVENT SURFACE WATER FROM ENTERING EXCAVATIONS BY GRADING,
DIKES, OR OTHER MEANS. INSTALL EXCAVATION SUPPORT AND PROTECTION
SYSTEMS WITHOUT DAMAGING EXISTING BUILDINGS, STRUCTURES, AND SITE
IMPROVEMENTS ADJACENT TO EXCAVATION. MONITOR VIBRATIONS,
SETTLEMENTS, AND MOVEMENTS. SHOW EXISTING CONDITIONS OF
ADJACENT CONSTRUCTION AND SITE IMPROVEMENTS WITH PHOTOGRAPHS
AND OR VIDEOS THAT MIGHT BE MISCONSTRUED AS DAMAGE CAUSED BY THE
ABSENCE OF, THE INSTALLMENT OF, OR THE PERFORMANCE OF EXCAVATION
SUPPORT AND PROTECTION SYSTEMS AND SUBMIT BEFORE WORK BEGINS.

10. THE CONTRACTOR SHALL RESTORE ALL AREAS DISTURBED BY

CONSTRUCTION TO GRADES THAT RESULT IN POSITIVE DRAINAGE TO THE
EXISTING AND/OR NEW STORM DRAINAGE INLETS, UNLESS OTHERWISE
NOTED.

EROSION & SEDIMENTATION CONTROL NOTES

1. PRIOR TO START OF CONSTRUCTION, THE SWPPP (STORM WATER POLLUTION
PROTECTION PLAN) SHALL BE APPLIED FOR AND APPROVED BY AUTHORITY
HAVING JURISDICTION.

2. CONTRACTOR SHALL IMPLEMENT THE SWPPP CONSTRUCTION AND
MAINTENANCE IN ACCORDANCE WITH THE SOUTH FLORIDA WATER
MANAGEMENT DISTRICT (SFWMD) ERP GENERAL PERMIT FOR DISCHARGE
ACTIVITIES AND PALM BEACH COUNTY DEVELOPMENT ORDINANCES.

3. CONTRACTOR SHALL MAINTAIN, KEEP UP TO DATE, AND HAVE ON SITE THE
SWPPP.

4. CONTRACTOR SHALL INSPECT SITE IN ACCORDANCE WITH THE
CONSTRUCTION GENERAL PERMIT AND THE SWPPP.

5. CONTRACTOR SHALL FOLLOW THE SOUTH FLORIDA WATER MANAGEMENT
DISTRICT (SFWMD) BEST MANAGEMENT PRACTICES FOR SOUTH FLORIDA
URBAN STORMWATER MANAGEMENT SYSTEMS WHEN THE NEED FOR
ADDITIONAL BMPs ARE NECESSARY FOR SWPPP IMPLEMENTATION. ANY BMP
THAT MAY CHANGE THE NATURE OF STORMWATER RUNOFF LEAVING THE
SITE CONTRACTOR SHALL SUBMIT RFI TO CIVIL ENGINEER FOR REVIEW AND
APPROVAL OF PROPOSED BMP.

6. CONSTRUCTION SEQUENCE SHALL BE SCHEDULED TO MINIMIZE
UNCONTROLLED RUNOFF AND OFFSITE SEDIMENTATION DURING GRADING
OPERATIONS.  SEDIMENTATION BARRIERS SHALL BE INSTALLED AS SHOWN
ON PLANS PRIOR TO ANY WORK IN THAT AREA.  DISTURBED AREAS SHALL
HAVE AN EROSION CONTROL MEASURE APPLIED TO THE SOIL IMMEDIATELY
FOLLOWING COMPLETION OF WORK IN EACH AREA.

7. REMOVAL OF VEGETATION SHALL BE LIMITED TO AREAS SHOWN ON PLANS.
SEE EROSION CONTROL DRAWING C-510,520,530 FOR LIMITS OF
DISTURBANCE AND PRESERVATION AND REMOVAL OF EXISTING VEGETATION.

8. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED
PRIOR TO AND MAINTAINED DURING THE CONSTRUCTION PHASES UNTIL
FINAL STABILIZATION.

9. CONTRACTOR SHALL MONITOR THE WEATHER SEVERAL DAYS IN ADVANCE
TO ENSURE THAT WORKS ARE CONDUCTED DURING FAVORABLE WEATHER
CONDITIONS. SHOULD AN UNEXPECTED RAIN EVENT ARISE, PROTECT THE
SITE TO ENSURE NO DISCHARGE OF DELETERIOUS MATERIALS OFF-SITE.

10. VEHICLE SEDIMENT CONTROL SHALL BE USED AT ANY UNPAVED
ENTRANCE/EXIT LOCATION WHERE RISK EXISTS OF TRANSPORTING MUD OR
SEDIMENT ONTO PAVED ROADS.

11. ADDITIONAL MEASURES MAY BE REQUIRED DURING CONSTRUCTION TO
CONTROL EROSION AND SEDIMENTATION CAUSED BY CONSTRUCTION
ACTIVITIES. CONTRACTOR SHALL COMPLY WITH THE SWPPP.

ROADS & SURFACING NOTES

1. SEE CONSTRUCTION PLANS AND DETAILS FOR ROAD LAYOUT, GUIDELINES,
AND GRADES.

2. EXISTING ROADWAY AND R/W / EASEMENT INFORMATION INDICATED ON
THESE DRAWINGS ARE BASED UPON INFORMATION PROVIDED BY OWNER. NO
GUARANTEE IS MADE OR INTENDED AS TO THE ACCURACY OF THIS
INFORMATION.

3. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 2' FROM EDGE OF TRAVEL-WAY
ALL OBSTRUCTIONS.

4. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION OF PROJECT ROADS
AND ACCESS WAYS IN ACCORDANCE WITH THESE CIVIL PLANS AND IN
CONSULTATION WITH GEOTECHNICAL ENGINEER AS NECESSARY.

ISSUED FOR
CONSTRUCTION

08-31-23
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GATOR BOULEVARD

EX. ASPHALT
PAVEMENT, TYP.
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ISSUED FOR
CONSTRUCTION

**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
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TIE-IN EX. 15' RCP STORM
PIPING TO NEW MANHOLE AND
ROUTE PIPING TO DISCHARGE
TO BASIN 9. SEE SHEET
CV-DWG-0310 FOR DETAILS.

RELOCATED VERTICAL PIVOT LIFT
GATE (GATE EXTENDED TO
COVER NEW PAVED AREA LIMITS)

R10'

PAVEMENT TO BE EXTENDED
TO ALLOW FOR TRUCK ACCESS

MOVEMENTS (±575-SF)

DRY BASIN 9 TO BE RE-ALIGNED TO
PRESERVE TREATMENT VOLUME

30'

46'

24'

TEMPORARY LOADING BAYS
TO ACCESS WAREHOUSE VIA
MOBILE DOCKING SYSTEM

EXISTING
ASPHALT

PAVEMENT

EXISTING
CONCRETE
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STRUCTURE A1
MANHOLE
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ALLOW FOR TRUCK ACCESS
MOVEMENTS (±4,700-SF)
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(2) MOBILE DOCKING
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REV DATE REVISION & ISSUE HISTORY SCALEDES CHK APP

ISOMER PROJECT GROUP
115 WELBORN ST., SUITE A

GREENVILLE, SC 29601
www.isomer.group

THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY
NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT

ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH
IT WAS INTENDED. ANY USE OF, OR RELIANCE ON, THIS DOCUMENT BY

ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK.

PROJECT NO. DRAWING NO. REV.

STAMP / SEAL

DOCUMENT TITLE

F

9

0TENTHS 0 INCHES 1 2 3 54 6 7 8 9 EIGHTHS10 7010MM 20 30 40 50 60 9080 100
AR

C
H

 D
-2

4x
36

E

D

C

B

A

87654321

CIVIL
DRAWING
SITE PLAN
(PHASE 1)

TEL2305 CV-DWG-0200 0

WAREHOUSE EXPANSION
TELLUS PRODUCTS, LLC

37021 GATOR BLVD
BELLE GLADE, FL 33430

AS NOTED
0 30AUG23 ISSUED FOR CONSTRUCTION SMP DPD DPD

NORTH
30' 60'00

APPROXIMATE SCALE 1"=30'

90' 120'

NOTES:

1. PHASE 1 OF CONSTRUCTION IS TO BE COMPLETED PRIOR TO THE
EXISTING LOADING DOCKS BEING TAKEN OFFLINE FOR DEMOLITION.

SITE LEGEND
CENTERLINE

FENCELINE X X X X X X X

EX. CONCRETEEX.  ASPHALT PAVEMENT

PROPOSED  ASPHALT PAVEMENT PROPOSED CONCRETE

ISSUED FOR
CONSTRUCTION

**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE

AREA, EITHER IN SERVICE OR ABANDONED. ISOMER
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE

UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS

POSSIBLE FROM INFORMATION AVAILABLE.
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TO REMAIN IN PLACE UNTIL WAREHOUSE

CONSTRUCTION IS FINALIZED
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NOTES:

1. PHASE 1 OF CONSTRUCTION IS TO BE COMPLETED PRIOR TO THE
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SITE LEGEND
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FENCELINE X X X X X X X
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ISSUED FOR
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**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
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MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE
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INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
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POSSIBLE FROM INFORMATION AVAILABLE.
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**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE

AREA, EITHER IN SERVICE OR ABANDONED. ISOMER
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE

UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS

POSSIBLE FROM INFORMATION AVAILABLE.

NOTES:
1. SITE IS NOT TO BE MASS GRADED. GRADING ONLY TO OCCUR WITHIN

THE LIMITS OF DISTURBANCE.
2. SEE GENERAL NOTES ON SHEET CV-DWG-0001 FOR GRADING AND

DRAINAGE.

GRADING AND DRAINAGE LEGEND

EXISTING CONTOUR - MAJOR 5
EXISTING CONTOUR - MINOR 4

PROPOSED CONTOUR - MAJOR 5
PROPOSED CONTOUR - MINOR 4

GRADE ELEVATION 0.00 SURFACE FLOW DIRECTIONAL
ARROW

PROPERTY LINE
LIMITS OF DISTURBANCE NPDES

ISSUED FOR
CONSTRUCTION

08-31-23
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NOTES:
1. SITE IS NOT TO BE MASS GRADED. GRADING ONLY TO OCCUR WITHIN

THE LIMITS OF DISTURBANCE.
2. SEE GENERAL NOTES ON SHEET CV-DWG-0001 FOR GRADING AND

DRAINAGE.

GRADING AND DRAINAGE LEGEND

EXISTING CONTOUR - MAJOR 5
EXISTING CONTOUR - MINOR 4

PROPOSED CONTOUR - MAJOR 5
PROPOSED CONTOUR - MINOR 4

GRADE ELEVATION 0.00 SURFACE FLOW DIRECTIONAL
ARROW

PROPERTY LINE
LIMITS OF DISTURBANCE NPDES

**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE

AREA, EITHER IN SERVICE OR ABANDONED. ISOMER
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE

UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS

POSSIBLE FROM INFORMATION AVAILABLE.

ISSUED FOR
CONSTRUCTION
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GRADING AND DRAINAGE LEGEND

EXISTING CONTOUR - MAJOR 5
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PROPOSED CONTOUR - MAJOR 5
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GRADE ELEVATION 0.00 SURFACE FLOW DIRECTIONAL
ARROW

PROPERTY LINE
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**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE

AREA, EITHER IN SERVICE OR ABANDONED. ISOMER
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE

UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS

POSSIBLE FROM INFORMATION AVAILABLE.
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CONSTRUCTION

08-31-23



AUTOMATIC VERTICAL
PIVOT GATE

SD SD SD SD SD SD SD SD SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

X X X
X

X

X X X X X X X X X X X X X X X X X X X X X X X X X

C

X X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X

X X X X X X X X X X X X X X X X X X X X X X X X X X X X X X
X

X
X

X
X

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD

SD SD SD SD

FW
x

FW
x

FWx

FWx

FWx

FWx

FWx

FWx

FWx

FWx FWx FWx

FW
x

TIE-IN TO EXISTING 10"
C-900 DR-14 FIRE WATER

LINE WITH 10" 45° BEND

PROPOSED
WAREHOUSE
(±25,000-SF)

D

FW FW FW FW

FW

10" 45° BEND

TIE-IN TO EXISTING 10"
C-900 DR-14 FIRE WATER
LINE WITH 10" 90° BEND

205 LF 10" C-900 DR-14 PVC

47 LF 10" C-900
DR-14 PVC

REV DATE REVISION & ISSUE HISTORY SCALEDES CHK APP

ISOMER PROJECT GROUP
115 WELBORN ST., SUITE A

GREENVILLE, SC 29601
www.isomer.group

THIS DOCUMENT CONTAINS DATA THAT IS CONFIDENTIAL AND IT MAY
NOT BE COPIED OR DISCLOSED, AND MAY BE USED BY THE CLIENT

ONLY IN THE CONTEXT AND FOR THE EXPRESS PURPOSE FOR WHICH
IT WAS INTENDED. ANY USE OF, OR RELIANCE ON, THIS DOCUMENT BY

ANY THIRD PARTY IS AT THAT PARTY'S SOLE RISK.

PROJECT NO. DRAWING NO. REV.

STAMP / SEAL

DOCUMENT TITLE

F

9

0TENTHS 0 INCHES 1 2 3 54 6 7 8 9 EIGHTHS10 7010MM 20 30 40 50 60 9080 100
AR

C
H

 D
-2

4x
36

E

D

C

B

A

87654321

CIVIL
DRAWING

FIRE WATER PLAN
(REROUTE)

TEL2305 CV-DWG-0400 0

WAREHOUSE EXPANSION
TELLUS PRODUCTS, LLC

37021 GATOR BLVD
BELLE GLADE, FL 33430

AS NOTED
0 30AUG23 ISSUED FOR CONSTRUCTION SMP DPD DPD

NORTH
30' 60'00

APPROXIMATE SCALE 1"=30'

90' 120'

ISSUED FOR
CONSTRUCTION

**CAUTION**
THE UNDERGROUND UTILITIES SHOWN HAVE BEEN

LOCATED BY OTHERS, ISOMER PROJECT GROUP HAS NOT
PHYSICALLY LOCATED THE UNDERGROUND UTILITIES AND

MAKES NO GUARANTEE THAT THE UNDERGROUND
UTILITIES SHOWN COMPRISE ALL SUCH UTILITIES IN THE

AREA, EITHER IN SERVICE OR ABANDONED. ISOMER
PROJECT GROUP FURTHER DOES NOT WARRANT THAT THE

UNDERGROUND UTILITIES SHOWN ARE IN THE LOCATION
INDICATED, ALTHOUGH ISOMER PROJECT GROUP DOES
CERTIFY THAT THEY ARE LOCATED AS ACCURATELY AS

POSSIBLE FROM INFORMATION AVAILABLE.

UTILITY LEGEND
WATER W W

SANITARY SEWER - GRAVITY SS SS

SANITARY SEWER - FORCE MAIN FM FM

OVERHEAD ELECTRIC OHP OHP

FIRE WATER FW

BEND

FIRE HYDRANT

GATE VALVE

REDUCER

TEE

NOTES:

1. 10" FIRE WATER LINE ON-SITE SHALL BE C-900 DR14 PVC
PIPE.

2. INFORMATION CONCERNING UNDERGROUND UTILITIES
WAS OBTAINED FROM  AVAILABLE RECORDS AND FIELD
LOCATIONS WHEN POSSIBLE, BUT THE  CONTRACTOR
MUST DETERMINE THE EXACT LOCATION BY DIGGING
TEST PITS BY  HAND AT ALL UTILITY CROSSINGS WELL IN
ADVANCE OF TRENCHING. IF  CLEARANCES ARE LESS
THAN SPECIFIED ON THE PLAN OR 12", WHICHEVER IS
LESS, CONTACT THE DESIGN ENGINEER PRIOR TO
PROCEEDING WITH  CONSTRUCTION.

3. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS
REQUIRED BY CODES  AND/OR UTILITY SERVICE
COMPANIES SHALL BE PERFORMED PRIOR TO
ANNOUNCED BUILDING POSSESSION AND/OR FINAL
CONNECTION OF SERVICES.

4. LOCATION OF SITE UTILITIES SHALL BE VERIFIED BY
GENERAL CONTRACTOR & THE APPROPRIATE UTILITY
COMPANY PROVIDING SERVICE.

5. RESTRAINED JOINTS SHALL BE PROVIDED AT ALL
BENDS, TEES, AND FIRE HYDRANTS.

6. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR
FITTING.

7. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL
BE IN ACCORDANCE WITH FEDERAL OSHA
REGULATIONS.

8. GENERAL CONTRACTOR SHALL HAVE APPROVAL OF ALL
GOVERNING AGENCIES HAVING JURISDICTION OVER
THIS SYSTEM PRIOR TO INSTALLATION.
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STANDARD NOTES

1. IF NECESSARY, SLOPES, WHICH EXCEED EIGHT (8) VERTICAL FEET, SHOULD BE STABILIZED WITH SYNTHETIC OR VEGETATIVE
MATS, IN ADDITION TO HYDRO-SEEDING. IT MAY BE NECESSARY TO INSTALL TEMPORARY SLOPE DRAINS DURING
CONSTRUCTION. TEMPORARY BERMS MAY BE NEEDED UNTIL THE SLOPE IS BROUGHT TO GRADE.

2. STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION
ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, BUT IN NO CASE MORE THAN FOURTEEN (14) DAYS AFTER WORK
HAS CEASED, EXCEPT AS STATED BELOW.

A. WHERE STABILIZATION BY THE 14TH DAY IS PRECLUDED BY SNOW COVER OR FROZEN GROUND CONDITIONS
STABILIZATION MEASURES MUST BE INITIATED AS SOON AS PRACTICABLE.

B. WHERE CONSTRUCTION ACTIVITY ON A PORTION OF THE SITE IS TEMPORARILY CEASED, AND EARTH-DISTURBING
ACTIVITIES WILL BE RESUMED WITHIN 14 DAYS, TEMPORARY STABILIZATION MEASURES DO NOT HAVE TO BE INITIATED
ON THAT PORTION OF THE SITE.

3. ALL SEDIMENT AND EROSION CONTROL DEVICES SHALL BE INSPECTED ONCE EVERY CALENDAR WEEK. IF PERIODIC
INSPECTION OR OTHER INFORMATION INDICATES THAT A BMP HAS BEEN INAPPROPRIATELY OR INCORRECTLY PLACED, THE
PERMITTEE MUST ADDRESS THE NECESSARY REPLACEMENT OR MODIFICATION REQUIRED TO CORRECT THE BMP WITHIN 48
HOURS OF IDENTIFICATION.

4. PROVIDE SILT FENCE AND/OR OTHER CONTROL DEVICES, AS MAY BE REQUIRED, TO CONTROL SOIL EROSION DURING UTILITY
CONSTRUCTION. ALL DISTURBED AREAS SHALL BE CLEANED, GRADED, AND STABILIZED WITH GRASSING IMMEDIATELY AFTER
THE UTILITY INSTALLATION. FILL, COVER, AND TEMPORARY SEEDING AT THE END OF EACH DAY ARE RECOMMENDED. IF
WATER IS ENCOUNTERED WHILE TRENCHING, THE WATER SHOULD BE FILTERED TO REMOVE ANY SEDIMENTS BEFORE BEING
PUMPED BACK INTO ANY WATERS OF THE STATE.

5. ALL EROSION CONTROL DEVICES SHALL BE PROPERLY MAINTAINED DURING ALL PHASES OF CONSTRUCTION UNTIL THE
COMPLETION OF ALL CONSTRUCTION ACTIVITIES AND ALL DISTURBED AREAS HAVE BEEN STABILIZED. ADDITIONAL CONTROL
DEVICES MAY BE REQUIRED DURING CONSTRUCTION IN ORDER TO CONTROL EROSION AND/OR OFFSITE SEDIMENTATION.
ALL TEMPORARY CONTROL DEVICES SHALL BE REMOVED ONCE CONSTRUCTION IS COMPLETE AND THE SITE IS STABILIZED.

6. THE CONTRACTOR MUST TAKE NECESSARY ACTION TO MINIMIZE THE TRACKING OF MUD ONTO PAVED ROADWAY(S) FROM
CONSTRUCTION AREAS AND THE GENERATION OF DUST. THE CONTRACTOR SHALL DAILY REMOVE MUD/SOIL FROM
PAVEMENT, AS MAY BE REQUIRED.

7. TEMPORARY DIVERSION BERMS AND/OR DITCHES WILL BE PROVIDED AS NEEDED DURING CONSTRUCTION TO PROTECT
WORK AREAS FROM UPSLOPE RUNOFF AND/OR TO DIVERT SEDIMENT-LADEN WATER TO APPROPRIATE TRAPS OR STABLE
OUTLETS.

8. ALL WATERS OF THE STATE (WOS), INCLUDING WETLANDS, ARE TO BE FLAGGED OR OTHERWISE CLEARLY MARKED IN THE
FIELD. A DOUBLE ROW OF SILT FENCE IS TO BE INSTALLED IN ALL AREAS WHERE A 50-FOOT BUFFER CAN’T BE MAINTAINED
BETWEEN THE DISTURBED AREA AND ALL WOS. A 10-FOOT BUFFER SHOULD BE MAINTAINED BETWEEN THE LAST ROW OF
SILT FENCE AND ALL WOS.

9. LITTER, CONSTRUCTION DEBRIS, OILS, FUELS, AND BUILDING PRODUCTS WITH SIGNIFICANT POTENTIAL FOR IMPACT (SUCH
AS STOCKPILES OF FRESHLY TREATED LUMBER) AND CONSTRUCTION CHEMICALS THAT COULD BE EXPOSED TO STORM
WATER MUST BE PREVENTED FROM BECOMING A POLLUTANT SOURCE IN STORM WATER DISCHARGES.

10. A COPY OF THE SWPPP, INSPECTION RECORDS, AND RAINFALL DATA MUST BE RETAINED AT THE CONSTRUCTION SITE OR A
NEARBY LOCATION EASILY ACCESSIBLE DURING NORMAL BUSINESS HOURS, FROM THE DATE OF COMMENCEMENT OF
CONSTRUCTION ACTIVITIES TO THE DATE THAT FINAL STABILIZATION IS REACHED.

11.INITIATE STABILIZATION MEASURES ON ANY EXPOSED STEEP SLOPE (3H:1V OR GREATER) WHERE LAND-DISTURBING
ACTIVITIES HAVE PERMANENTLY OR TEMPORARILY CEASED, AND WILL NOT RESUME FOR A PERIOD OF SEVEN (7) CALENDAR
DAYS.

12.MINIMIZE SOIL COMPACTION AND, UNLESS INFEASIBLE, PRESERVE TOPSOIL.

13.MINIMIZE THE DISCHARGE OF POLLUTANTS FROM EQUIPMENT AND VEHICLE WASHING, WHEEL WASH WATER, AND OTHER
WASH WATERS.  WASH WATERS MUST BE TREATED IN A SEDIMENT BASIN OR ALTERNATIVE CONTROL THAT PROVIDES
EQUIVALENT OR BETTER TREATMENT PRIOR TO DISCHARGE.

14.MINIMIZE THE DISCHARGE OF POLLUTANTS FROM DEWATERING OF TRENCHES AND EXCAVATED AREAS.  THESE DISCHARGES
ARE TO BE ROUTED THROUGH APPROPRIATE BMPS (SEDIMENT BASIN, FILTER BAG, ETC.).

15.THE FOLLOWING DISCHARGES FROM SITES ARE PROHIBITED:

· WASTEWATER FROM WASHOUT OF CONCRETE, UNLESS MANAGED BY AN APPROPRIATE CONTROL;
· WASTEWATER FROM WASHOUT AND CLEANOUT OF STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS AND

OTHER CONSTRUCTION MATERIALS;
· FUELS, OILS, OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE; AND
· SOAPS OR SOLVENTS USED IN VEHICLE AND EQUIPMENT WASHING.

16. AFTER CONSTRUCTION ACTIVITIES BEGIN, INSPECTIONS MUST BE CONDUCTED AT A MINIMUM OF AT LEAST ONCE EVERY
CALENDAR WEEK AND MUST BE CONDUCTED UNTIL FINAL STABILIZATION IS REACHED ON ALL AREAS OF THE CONSTRUCTION
SITE.

17.IF EXISTING BMPS NEED TO BE MODIFIED OR IF ADDITIONAL BMPS ARE NECESSARY TO COMPLY WITH THE REQUIREMENTS OF
THIS PERMIT AND/OR SC'S WATER QUALITY STANDARDS, IMPLEMENTATION MUST BE COMPLETED BEFORE THE NEXT STORM
EVENT WHENEVER PRACTICABLE.  IF IMPLEMENTATION BEFORE THE NEXT STORM EVENT IS IMPRACTICABLE, THE SITUATION
MUST BE DOCUMENTED IN THE SWPPP AND ALTERNATIVE BMPS MUST BE IMPLEMENTED AS SOON AS REASONABLY
POSSIBLE.

TIMING OF CONTROLS/MEASURES

AS INDICATED ON THE OVERALL SEQUENCE OF CONSTRUCTION ABOVE, THE SILT FENCES AND STABILIZED CONSTRUCTION
ENTRANCES WILL BE CONSTRUCTED PRIOR TO CLEARING OR GRADING OF ANY OTHER PORTIONS OF THE SITE. STABILIZATION
MEASURES SHALL BE INITIATED AS SOON AS PRACTICAL IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE
TEMPORARILY OR PERMANENTLY CEASED. ONCE CONSTRUCTION ACTIVITY CEASES PERMANENTLY IN AN AREA, THAT AREA
WILL BE STABILIZED PERMANENTLY IN ACCORDANCE WITH THE PLANS AND THE GRASSING SCHEDULE. AFTER THE ENTIRE SITE
IS STABILIZED, ALL ACCUMULATED SEDIMENT WILL BE REMOVED.

EROSION CONTROLS

IT IS THE CONTRACTOR'S RESPONSIBILITY TO IMPLEMENT THE EROSION CONTROL MEASURES AS SHOWN ON THE EROSION,
SEDIMENT & POLLUTION CONTROL PLAN. IT IS ALSO THE CONTRACTOR'S RESPONSIBILITY TO ENSURE THESE CONTROLS ARE
PROPERLY INSTALLED, MAINTAINED, AND FUNCTIONING PROPERLY TO PREVENT TURBID OR POLLUTED WATER FROM LEAVING
THE PROJECT SITE. THE CONTRACTOR WILL ADJUST THE EROSION AND TURBIDITY CONTROLS SHOWN ON THE ENVIRONMENTAL
PLAN AND ADD ADDITIONAL CONTROL MEASURES, AS REQUIRED. TO ENSURE THE SITE MEETS ALL FEDERAL, STATE, AND LOCAL
EROSION AND TURBIDITY CONTROL REQUIREMENTS. THE FOLLOWING BEST MANAGEMENT PRACTICES WILL BE IMPLEMENTED
BY THE CONTRACTOR AS REQUIRED BY THE ENVIRONMENTAL PLAN AND AS REQUIRED TO MEET THE EROSION AND TURBIDITY
REQUIREMENTS IMPOSED ON THE PROJECT SITE BY THE REGULATORY AGENCIES.

SWPPP SEQUENCE OF CONSTRUCTION

INITIAL LAND DISTURBANCE PHASE--SEQUENCE OF CONSTRUCTION

1. RECEIVE ERP COVERAGE FROM SFWMD.

2. CLEAR AND GRUB FOR THE INSTALLATION OF PERIMETER CONTROLS.

3. DEMOLISH AND REMOVE EXISTING STRUCTURES, HARDSCAPES, AND DEBRIS AS APPLICABLE.

INITIAL LAND DISTURBANCE PHASE - NOTES

THE FOLLOWING EROSION CONTROL MEASURES SHALL BE IMPLEMENTED DURING THE INITIAL LAND DISTURBANCE PHASE.

· NO CONSTRUCTION ENTRANCE(S) WILL BE REQUIRED, THE EXISTING PAVED SITE ENTRANCE WILL BE UTILIZED FOR
CONSTRUCTION TRAFFIC.

· SILT FENCE, AS INDICATED, SHALL BE INSTALLED AT THE PERIMETER OF THE LAND DISTURBANCE. THE SILT FENCE SHALL
BE KEPT ERECT AT ALL TIMES AND REPAIRED WHEN REQUESTED BY THE SITE INSPECTOR OR THE ENGINEER. SILT SHALL
BE REMOVED WHEN ACCUMULATION REACHES 1/2 HEIGHT OF THE BARRIER. THE PERIMETER SILT FENCE SHALL BE
INSPECTED DAILY FOR ANY FAILURES. ANY FAILURES OF FENCING SHALL BE REPAIRED IMMEDIATELY.

· CONTRACTOR SHALL PERFORM DEWATERING WITH APPROPRIATE BMP'S IN A MANNER THAT MEETS LOCAL AND STATE
REGULATIONS WITH REGARD TO DISPOSAL PATH.

· NO BURN OR BURY PUTS SHALL BE PERMITTED ON THE CONSTRUCTION SITE.

· TEMPORARY SEEDING SHALL BE INSTALLED ON ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE CEASING.

· SILT FENCE SHALL BE PLACED AT THE TOE OF ALL DIRT STOCK PILE AREAS.

· SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH
WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2
HEIGHT OR THE CAPACITY OF THE DEVICE, AS APPLICABLE.

· THE SITE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOW OF MUD ONTO
PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED AREAS OR INTO
STORM DRAINAGE SHALL BE IMMEDIATELY REMOVED.

· EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL
MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT
CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON-SITE INSPECTOR OR ENGINEER.

· THE SITE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL EROSION CONTROL MEASURES INCLUDING
REPLACING OR REPAIRING ANY DAMAGED DEVICES.

CONSTRUCTION PHASE - SEQUENCE OF CONSTRUCTION

1. CONTINUE MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL MEASURES UNTIL ALL FINAL STABILIZATION MEASURES
ARE IN PLACE AND REMOVAL OF CONTROLS IS APPROVED BY THE AUTHORITY HAVING JURISDICTION.

2. CLEAR AND GRUB THE REMAINDER OF THE SITE, AS NECESSARY

3. COMPLETE GRADING FOR BASIN RE-ALIGNMENT AND INSTALLATION MANHOLE AND STORM PIPING

4. INITIATE INSTALLATION ASPHALT PAVEMENT AND TEMPORARY LOADING DOCK AREA.

5. BEING DEMOLITION OF EX. PAVEMENT AND LOADING DOCK AREA.

6. BEING CONSTRUCTION OF WAREHOUSE BUILDING.

CONSTRUCTION PHASE - NOTES:

THE FOLLOWING EROSION CONTROL MEASURES SHALL BE IMPLEMENTED DURING THE CONSTRUCTION PHASE.

· SILT FENCE SHALL BE PLACED AT THE TOE OF ALL DIRT STOCK PILE AREAS.

· VEGETATIVE COVER SHALL BE ESTABLISHED ON ALL GRADED AREAS AS SOON AS FINAL GRADES ARE ACHIEVED.

· TEMPORARY SEED, AS APPLICABLE, SHALL BE APPLIED TO ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE
CEASING.

· SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH
WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2
HEIGHT OR THE CAPACITY OF THE DEVICE, AS APPLICABLE.

· THE CONSTRUCTION ENTRANCE(S) SHALL BE MAINTAINED IN A CONDITION THAT WILL PREVENT TRACKING OR FLOW OF
MUD ONTO PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED
AREAS SHALL BE IMMEDIATELY REMOVED.

· EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL
MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT
CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON-SITE INSPECTOR OR ENGINEER.

· THE CONTRACTOR SHALL MAINTAIN CAREFUL SCHEDULING TO LIMIT THE AMOUNT OF LAND STRIPPED OF ITS NATURAL
COVER AND, THEREFORE, LIMIT DURATION OF EXPOSURE BEFORE STABILIZATION COVER IS ESTABLISHED.

· EROSION CONTROL DEVICES SHALL BE INSTALLED IMMEDIATELY AFTER GROUND DISTURBANCE REQUIRED FOR
INSTALLATION HAS OCCURRED AND BEFORE ADJACENT CLEARING IS BEGUN. THE LOCATION OF SOME EROSION
CONTROL DEVICES MAY NEED TO BE ALTERED FROM THAT SHOWN ON THE PLANS IF DRAINAGE PATTERNS DEVIATE
FROM THOSE PROPOSED. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACCOMPLISH EROSION CONTROL FOR ALL
DRAINAGE PATTERNS CREATED AT VARIOUS STAGES DURING CONSTRUCTION. ANY DIFFICULTY IN CONTROLLING
EROSION DURING ANY PHASE OF CONSTRUCTION SHALL BE REPORTED TO THE ENGINEER.

· CUT AND FILL SLOPES SHALL NOT EXCEED 2H:1V IN ALL LOCATIONS UNLESS INFEASIBLE.

STABILIZATION PHASE - SEQUENCE OF CONSTRUCTION:

1. CONTINUE MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL MEASURES UNTIL ALL FINAL STABILIZATION MEASURES
ARE IN PLACE AND REMOVAL OF CONTROLS IS APPROVED BY THE AUTHORITY HAVING JURISDICTION.

2. INSTALL LANDSCAPING AND ESTABLISH PERMANENT SOIL STABILIZATION.

3. REMOVE TEMPORARY SEDIMENT AND EROSION CONTROL MEASURES AFTER THE ENTIRE AREA FLOWING TO EACH MEASURE
IS PERMANENTLY STABILIZED AND APPROVED BY THE ENGINEER AND THE AUTHORITY HAVING JURISDICTION.

STABILIZATION PHASE - NOTES:

· ACCUMULATED SEDIMENT SHALL BE REMOVED AND REPLACED ON-SITE AND STABILIZED IN SUCH A MANNER THAT IT
DOES NOT ACCUMULATE AGAIN.

· TEMPORARY SEED, AS APPLICABLE, SHALL BE APPLIED TO ALL EXPOSED AREAS WITHIN 7 DAYS OF LAND DISTURBANCE
CEASING.

· THE CONTRACTOR SHALL MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PERMANENT GROUND COVER IS
ESTABLISHED.

· SEDIMENT AND EROSION CONTROL MEASURES SHALL BE CHECKED AFTER EACH RAIN EVENT AND AT THE END OF EACH
WORKING DAY. EACH DEVICE IS TO BE MAINTAINED OR REPLACED IF THE SEDIMENT ACCUMULATION HAS REACHED 1/2
HEIGHT OF THE CAPACITY OF THE DEVICE, AS APPLICABLE.

· THE CONSTRUCTION ENTRANCE(S) SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF
MUD ONTO PAVED AREAS. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO PAVED
AREAS OR INTO STORM DRAINAGE SHALL BE IMMEDIATELY REMOVED.

· EROSION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF EROSION CONTROL
MEASURES INDICATED DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT
CONTROL MEASURES SHALL BE IMPLEMENTED AS DIRECTED BY THE ON-SITE INSPECTOR OR ENGINEER.

· UPON COMPLETION OF THE PROJECT AND AUTHORIZATION FROM THE AUTHORITY HAVING JURISDICTION, THE
CONTRACTOR SHALL REMOVE ALL TEMPORARY EROSION CONTROL MEASURES AND PROPERLY DISPOSE OF THEM
UNLESS OTHERWISE NOTED.

EROSION AND SEDIMENT CONTROLS

STABILIZATION PRACTICES:

1. STOCKPILING MATERIAL: NO EXCAVATED MATERIAL SHOULD BE STOCKPILED IN SUCH A MANNER AS TO DIRECT RUNOFF
DIRECTLY OFF THE PROJECT SITE INTO ANY ADJACENT WATER BODY OR STORMWATER COLLECTION FACILITY.

2. EXPOSED AREA LIMITATION: THE SURFACE AREA OF OPEN, RAW ERODIBLE SOIL EXPOSED BY CLEARING AND GRUBBING
OPERATION OR EXCAVATION AND FILLING OPERATIONS SHALL BE MINIMIZED.

3. DUST CONTROL: AREAS OPENED BY CONSTRUCTION OPERATIONS AND THAT ARE NOT ANTICIPATED TO BE RE-EXCAVATED
OR DRESSED AND RECEIVE FINAL TREATMENT WITHIN 30 DAYS SHALL BE STABILIZED.

4. TEMPORARY SEEDING AND MULCHING: PROVIDE TEMPORARY STABILIZATION WITHIN 14 DAYS AFTER CONSTRUCTION
ACTIVITY IS COMPLETE UNLESS CONSTRUCTION ACTIVITY IS GOING TO RESUME WITHIN THAT 14 DAY PERIOD. COVER
SEEDED AREA WITH AN APPROPRIATE MULCH TO PROVIDE PROTECTION FROM THE WEATHER. RE-SEED IF THE TEMPORARY
VEGETATION DOES NOT GROW QUICKLY OR THICK ENOUGH TO PREVENT EROSION.

5. MAINTENANCE: ALL FEATURES OF THE PROJECT DESIGNED AND CONSTRUCTED TO PREVENT EROSION AND SEDIMENT
TRANSPORTATION SHALL BE MAINTAINED DURING THE LIFE OF THE CONSTRUCTION SO AS TO FUNCTION AS THEY WERE
ORIGINALLY DESIGNED AND CONSTRUCTED.

STRUCTURAL PRACTICES:

1. SILT FENCE: SILT FENCE WILL BE USED AS TEMPORARY PERIMETER CONTROL UNTIL FINAL STABILIZATION IS ACHIEVED.

OTHER CONTROLS

HAZARDOUS WASTES

ALL HAZARDOUS WASTE MATERIALS WILL BE DISPOSED OF IN THE MANNER SPECIFIED BY LOCAL, STATE, AND/OR FEDERAL
REGULATIONS AND BY THE MANUFACTURER OF SUCH PRODUCTS. THE JOB SITE SUPERINTENDENT IS RESPONSIBLE FOR
SEEING THAT THESE PRACTICES ARE FOLLOWED AND INSTRUCTING SITE PERSONNEL IN THESE PRACTICES. SAFETY DATA
SHEETS (SDS'S) FOR EACH SUBSTANCE WITH HAZARDOUS PROPERTIES THAT IS USED ON THE JOB SITE WILL BE OBTAINED AND
USED FOR THE PROPER MANAGEMENT OF POTENTIAL WASTES THAT MAY RESULT FROM THESE PRODUCTS. AN SDS  WILL BE
POSTED IN THE IMMEDIATE AREA WHERE SUCH PRODUCT IS STORED AND/OR USED AND ANOTHER COPY OF EACH SDS WILL BE
MAINTAINED IN THE SWPPP AT THE JOB SITE CONSTRUCTION TRAILER OFFICE. EACH EMPLOYEE WHO MUST HANDLE A
SUBSTANCE WITH HAZARDOUS PROPERTIES WILL BE INSTRUCTED ON THE USE OF SDS SHEETS AND THE SPECIFIC
INFORMATION IN THE APPLICABLE SDS FOR THE PRODUCT HE/SHE IS USING, PARTICULARLY REGARDING SPILL CONTROL
TECHNIQUES.

SANITARY WASTES

A MINIMUM OF ONE PORTABLE SANITARY UNIT WILL BE PROVIDED FOR EVERY TEN (10) WORKERS ON THE SITE. ALL SANITARY
WASTE WILL BE COLLECTED FROM THE PORTABLE UNITS A MINIMUM OF ONE TIME PER WEEK BY A LICENSED PORTABLE
FACILITY PROVIDER IN COMPLETE COMPLIANCE WITH LOCAL AND STATE REGULATIONS.

ALL SANITARY WASTE UNITS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE UNIT CONTRIBUTING TO STORM

WATER DISCHARGE IS NEGLIGIBLE. ADDITIONAL CONTAINMENT BMP'S MUST BE IMPLEMENTED. SUCH AS GRAVEL BAGS OR
SPECIALLY DESIGNED PLASTIC SKID CONTAINERS AROUND THE BASE, TO PREVENT WASTES FROM CONTRIBUTING TO STORM
WATER DISCHARGES.  THE LOCATION OF SANITARY WASTE UNITS MUST BE IDENTIFIED ON THE EROSION CONTROL PLAN BY THE
CONTRACTOR ONCE THE LOCATIONS HAVE BEEN DETERMINED.

OFFSITE VEHICLE TRACKING

THE PAVED STREET ADJACENT TO THE SITE ENTRANCE WILL BE SWEPT AS  NEEDED TO REMOVE ANY EXCESS MUD, DIRT, OR
ROCK TRACKED FROM THE SITE. DUMP TRUCKS HAULING MATERIAL FROM THE CONSTRUCTION SITE WILL BE COVERED WITH
THE TARPAULIN.

TEMPORARY SEEDING

 (TO BE USED ONLY FOR TEMPORARY STABILIZATION DURING CONSTRUCTION)

1. ALL PREPARATION, INSTALLATION, AND MAINTENANCE OF TEMPORARY SEEDING SHALL BE IN ACCORDANCE WITH
APPLICABLE PORTIONS OF THE FDOT STANDARDS AND SPECIFICATIONS FOR HIGHWAY CONSTRUCTION (LATEST EDITION).

2. IN PARTICULAR THE CONTRACTOR SHALL:

A. ESTABLISH A STAND OF VEGETATION THAT IS CAPABLE OF EROSION CONTROL.

B. PROVIDE MINIMUM DENSITY COVERAGE OF 70% THROUGHOUT THE SEEDED AREA.

C. MAINTAIN THE STAND OF VEGETATION UNTIL REPLACED BY PERMANENT LANDSCAPING OR SUBSEQUENT
CONSTRUCTION.

PERMANENT SEEDING

(TO BE USED WHERE PERMANENT TURF BY SEEDING IS INDICATED ON PLANS OR DETAILS)

1. ALL PREPARATION, INSTALLATION, AND MAINTENANCE SHALL BE IN ACCORDANCE WITH THE LANDSCAPING SPECIFICATIONS
FOR THE PROJECT OR, IN INSTANCES WHERE LANDSCAPING SPECIFICATIONS DO NOT EXIST, IN ACCORDANCE WITH
APPLICABLE PORTIONS OF THE FDOT STANDARDS AND SPECIFICATIONS FOR HIGHWAY CONSTRUCTION (LATEST EDITION).

2. IN PARTICULAR THE CONTRACTOR SHALL, AT A MINIMUM UNLESS OTHERWISE SPECIFIED AS INDICATED ABOVE:

A. ESTABLISH A UNIFORM PERENNIAL STAND OF VEGETATION WITH A ROOT SYSTEM THAT IS SUFFICIENTLY DEVELOPED TO
SURVIVE DRY PERIODS AND WINTER WEATHER AND BE CAPABLE OF RE-ESTABLISHMENT IN THE SPRING.

B. PROVIDE MINIMUM DENSITY COVERAGE OF 70% THROUGHOUT THE SEEDED AREA.

C. MAINTAIN THE STAND OF VEGETATION INCLUDING MOWING; FERTILIZING; WEED, DISEASE AND INSECT CONTROL; AND
WATERING AS NECESSARY, UNTIL FINAL ACCEPTANCE BY THE AUTHORITY HAVING JURISDICTION.

ISSUED FOR
CONSTRUCTION

08-31-23
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CONCRETE PAVEMENT
NOT TO SCALE

8" TYPE III PORTLAND CEMENT CONCRETE
PAVEMENT. MINIMUM 28-DAY
COMPRESSIVE AND FLEXURAL STRENGTHS
OF 4,000 PSI AND 650 PSI RESPECTIVELY

8" LIMEROCK BASE COURSE COMPACTED
TO 98% MODIFIED PROCTOR MAXIMUM DRY
DENSITY (AASHTO T-180).

12" COMPACTED SUBGRADE TO 98% OF
THE MODIFIED PROCTOR MAXIMUM DRY
DENSITY (AASHTO T-180)

UNDISTURBED RESIDUAL SOIL

2" MIN. TYPE SP 12.5 ASPHALT. (TWO LIFTS
MIN. 1 1/4"). PER LATEST FDOT STANDARD
SPECIFICATIONS, LATEST EDITION. PROVIDE
TACK COAT WITH MULTIPLE LIFTS.

RC-70 PRIMECOAT (AT 0.10 GAL/SY)

10" LIMEROCK BASE COURSE
COMPACTED TO 98% MODIFIED
PROCTOR MAXIMUM DENSITY
(AASHTO T-180), MIN. LBR 100.

12" STABILIZED SUBGRADE COMPACTED
TO 95% MODIFIED PROCTOR MAXIMUM
DENSITY (AASHTO T-180), MIN. LBR 40.NOTES:

1. THE SURFACE COURSE SHALL BE APPLIED NO LESS THAN 4 DAYS AND NO MORE
THAN 7 DAYS AFTER THE APPLICATION OF PRIME COAT EXCEPT AS APPROVED BY
THE ENGINEER.

2. THE SURFACE COURSE SHALL MEET THE REQUIREMENTS OF (FDOT) STANDARD
SPECIFICATIONS.

3. THE SUBGRADE SHALL BE COMPACTED TO 95% MAXIMUM DRY DENSITY, AS
DETERMINED BY THE MODIFIED PROCTOR TEST & SHALL BE PREPARED ACCORDING
TO FDOT STANDARD SPECIFICATIONS.

ASPHALT PAVEMENT - HEAVY DUTY
NOT TO SCALE

W

TYPICAL SIDEWALK / CONCRETE SLAB
N.T.S.

SIDEWALK TYPICAL EXPANSION JOINT

CONTRACTION JOINT

1/4
 D

EP
TH

OF
 S

LA
B

SEE SITE PLAN 5'

TYPICAL SECTION

NOTES:

1. USE MINIMUM 4,000 PSI CONCRETE (28 DAY).
2. PATH SHALL HAVE A BROOMED FINISH.
3. MAXIMUM CROSS SLOPE SHALL BE 2% (50:1).
4. MAXIMUM SLOPE ALONG PATH ALIGNMENT

SHALL BE 8.3% (12:1).
5. SPACE CONTRACTION JOINTS ON 5' CENTERS OR

AS REQUIRED TO ACHIEVE UNIFORM SPACING
BETWEEN EXPANSION JOINTS.

6. EXPANSION JOINTS SHALL BE INSTALLED EVERY
50' AND AT ALL JOINTS BETWEEN SLABS OF
VARYING THICKNESS.

7. PROVIDE 1/2" EXPANSION JOINT WHERE
SIDEWALK ABUTS BUILDING OR CURB.

W
(S

EE
 P

LA
NS

)

PLAN

CONTRACTION JOINT EVERY 5' (TYP.)

3/4" EXPANSION JOINT
EVERY 50' (TYP.)

EDGE 1/4" MAX.
RADIUS (TYP)

6" 4,000 PSI COMPRESSIVE
STRENGTH @ 28 DAYS CONCRETE
SLAB WITH FIBERMESH

8" SUBGRADED COMPACTED TO A
MINIMUM OF 95% MODIFIED

PROCTOR TEST MAXIMUM DRY
DENSITY (AASHTO T-180)

2% MAX

3/4" EXPANSION JOINT

6"
5'

FINISHED GRADE 1/2" BELOW
CONCRETE FINISHED GRADE

N.T.S

PAVEMENT TIE-IN

SAWCUT A MINIMUM OF 2" DEEP TO
PROVIDE A CLEAN, SHARP EDGE FOR
NEW CONSTRUCTION INTERFACE

ASPHALTIC CONCRETE
THICKNESS AS SPECIFIED
NEW BASE COURSE
THICKNESS AS SPECIFIED

SUBGRADE COMPACTED
AS SPECIFIED

EXISTING BASE
COURSE

APPLY TACK COAT
TO SAWCUT FACE

EXISTING ASPHALT
PAVEMENT
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PROVIDE 6" CRUSHED
STONE BEDDING

RCP TO BE SEALED TO STRUCTURE
USING STRUCTURE BOOT MEETING
ASTM C 923 AND ASTM C 1478

NOTES:

1. CONTRACTOR SHALL PROVIDE STRUCTURES SUITABLE TO ACCOMODATE DRAINAGE PIPE SIZES INDICATED ON THE PLANS AND SHALL
NOTIFY THE ENGINEER OF ANY CONFLICTS.

2. ALL MANHOLE LIDS AND CATCH BASINS SHALL CONTAIN A LABEL IDENTIFYING THE SYSTEM AS STORMWATER AND MARKED WITH AN
APPROPRIATE STORMWATER AWARENESS MESSAGE SUCH AS "NO DUMPING - DRAINS TO WATERWAYS"

6" (M
IN

.)
VA

RI
ES

6" (M
IN

.)

JUNCTION BOX
N.T.S.

MANHOLE FRAME & COVER. SEE FRAME
& COVER NOTES, NEENAH FOUNDRY
COMPANY #R-1680 OR APPROVED EQUAL

1' 
MI

N
SU

MP

PRECAST CONCRETE DRAINAGE
STRUCTURE

FLOW
FLOW

NOTES:

1. EXCAVATION FACE SHALL BE SHORED, SHIELDED OR SLOPED IN
ACCORDANCE WITH OSHA "CONSTRUCTION STANDARDS FOR
EXCAVATION".

SIDE OF TRENCH

 CRUSHED STONE
BEDDING

HAUNCHING AROUND
PIPE
COMPACTED
SUBGRADE

BACKFILL ZONE
AROUND PIPE PER
SPECIFICATIONS

COMPACTED FILL

12
"

6"
 M

IN
. 1/
6 

PI
PE

 O
.D

.

18"
MIN. PIPE O.D. 18"

MIN.
BU

ILD
IN

G 
W

AL
L

FO
OT

IN
G

DOWNSPOUT

CAST IRON DOWNSPOUT SHOE & ADAPTER
(NEENAH R-4926-F & R-4927 OR APPROVED EQUAL)

FINISHED GRADE

FERNCO 0679FC OR APPROVED
EQUAL TRANSITIONAL COUPLING

A" DIA. N-12 PIPE

6" 90° N-12 ELBOW

6" DIA. N-12 PIPE

6" 45° N-12 ELBOW

A" 45° N-12 WYE

0.5%

NOTES

1. ALL PIPES AND FITTINGS SHALL BE N-12 HDPE AS MANUFACTURED BY ADS INC., OR APPROVED EQUAL.
2. PIPES AND FITTINGS SHALL BE SIZED IN ACCORDANCE WITH ROOF DRAINAGE SCHEDULE.
3. ALL PIPING SHALL BE SLOPED FOR POSITIVE DRAINAGE.
4. TIE-INS TO STORM DRAINAGE SHALL BE ACCOOMPLISHED THROUGH ONEOF THE FOLLOWING:

- INSERT-A-TEE OR APPROVED EQUAL FITTING AT SPRINGLINE OF STORM PIPING.
- TIE IN AT STRUCTURES 6" ABOVE IE (OUT).

5. TIE-INS TO VERTICAL DOWN SPOUT COMPONENTS SHALL BE A STANDARD COUPLING.
6. PIPING AND FITTINGS SHALL EXTEND A MINIMUM OF 6" ABOVE FINISHED GRADE OR 4" ABOVE FINISHED

PAVEMENT.
7. CLEANOUT SHALL BE INSTALLED AT ALL CHANGES IN ROOF DRAIN DIRECTION.

ROOF DRAINAGE SCHEDULE
NO. OF DOWN SPOUTS HDPE STORM PIPE

1 6"
2 8"
3 10"
>4 12"

ROOF DRAIN
N.T.S.

PROFILE

PLAN

6" DIA. N-12 PIPE 12
" M

IN
.

6" DIA. N-12 PIPE

SLOPE

SECTION A-A

PLAN
END SECTION DIMENSIONS

PIPE I.D.
15"
18"
24"
30"
36"
42"
48"
54"
84"

A*
0'-6"
0'-9"
0'-10"
1'-0"
1'-3"
1'-8"
2'-0"
2'-4"
3'-6"

B*
2'-0"
3'-0"
3'-4"
4'-6"
5'-3"
5'-6"
6'-0"
6'-6"
10'-6"

SLOPE
4:1
4:1
4:1

3:1

BEVELED END RCP

3:1
3:1
3:1
3:1
3:1

REINFORCED CONCRETE PIPE

PI
PE

 I.D
.

B

A

8'-0" MIN.

N.T.S.

GROOVE END

*VERIFY DIMENSIONS

PIPE INVERT

A A

PVC PIPE TRENCH
N.T.S.

GR
AV

EL
 T

O
TO

P 
OF

 P
IP

E
EX

TR
A 

12
"

2' 
MI

N.

0.2
4'

PIPE I.D.

SELECT BACKFILL MATERIAL
COMPACTED TO REQUIREMENTS OF
SPECIFICATIONS SECTION 02220 -
EXCAVATION AND BACKFILL.

METALLIC WARNING
TAPE TO BE INSTALLED
12" BELOW GRADE.

SUITABLE BACKFILL MATERIAL
COMPACTED TO REQUIREMENTS OF
SPECIFICATION SECTION 02220 -
EXCAVATION AND BACKFILL.

SLOPE SIDE
OF TRENCH
AS REQUIRED

EXTRA DEPTH OF GRAVEL BEDDING
AS DIRECTED BY THE ENGINEER.
(12" INCREMENT = 1 UNIT)

NO. 57 CRUSHED
STONE BEDDING

PIPE O.D.
PLUS 18"

RCP PIPE TRENCH
N.T.S.
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CONCRETE
WASHOUT

1/8" DIA. 4" STAPLE
(2 PER BALE)

NATIVE MATERIAL
(OPTIONAL)

BINDING WIRE

STRAW BALEWOOD OR
METAL STAKES

(2 PER BALE)

LETTERS A MINIMUM
OF 5" IN HEIGHT

PLAN SYMBOL

CONCRETE WASHOUT
N.T.S.

A A

VA
RI

ES
(1

0' 
MI

N.
)

10' MIN. STAKE (TYP.)

STRAW BALE (TYP.)

SECTION A-A

PLAN
NOTES
1. ACTUAL LAYOUT DETERMINED IN FIELD.
2. INSTALL CONCRETE WASHOUT SIGN (24"X24", MINIMUM) WITHIN 30' OF THE TEMPORARY CONCRETE

WASHOUT FACILITY.
3. TEMPORARY WASHOIUT AREA MUST BE AT LEAST 50' FROM A STORM DRAIN, CREEK BANK OR

PERIMETER CONTROL.
4. CLEAN OUT CONCRETE WASHOUT AREA WHEN 50% FULL.
5. THE KEY TO FUNCTIONAL CONCRETE WASHOUTS IS WEEKLY INSPECTIONS, ROUTINE MAINTENANCE,

AND REGULAR CLEAN OUT.
6. SILT FENCE SHALL BE INSTALLED AROUND PERIMETER OF CONCRETE WASHOUT AREA EXCEPT FOR

THE SIDE UTILIZED FOR ACCESSING THE WASHOUT.
7. A ROCK CONSTRUCTION ENTRANCE MAY BE NECESSARY ALONG ONE SIDE OF THE WASHOUT TO

PROVIDE VEHICLE ACCESS.

CONCRETE WASHOUT SIGN DETAIL

CW

POST INSTALLATION DETAIL

FILTER FABRIC INSTALLATION DETAIL

FILTER FABRIC BURIAL DETAIL

POST REQUIREMENTS
1. SILT FENCE POSTS MUST BE 48-INCH LONG STEEL POSTS THAT MEET, AT A MINIMUM, THE FOLLOWING

PHYSICAL CHARACTERISTICS.
- COMPOSED OF A HIGH STRENGTH STEEL WITH A MINIMUM YIELD STRENGTH OF 50,000 PSI.
- INCLUDE A STANDARD "T" SECTION WITH A NOMINAL FACE WIDTH OF 1.38-INCHES AND A NOMINAL "T"

LENGTH OF 1.48-INCHES.
- WEIGH 1.25 POUNDS PER FOOT (± 8%)

2. POSTS SHALL BE EQUIPPED WITH PROJECTIONS TO AID IN FASTENING OF FILTER FABRIC.
3. INSTALL POSTS TO A MINIMUM OF 24-INCHES. A MINIMUM HEIGHT OF 1- TO 2- INCHES ABOVE THE

FABRIC SHALL BE MAINTAINED, AND A MAXIMUM HEIGHT OF 3 FEET SHALL BE MAINTAINED ABOVE THE
GROUND.

4. POST SPACING SHALL BE AT A MAXIMUM OF 3-FEET ON CENTER.
5. INSTALL RUBBER SAFETY CAPS ON TOP OF STEEL POSTS.

INSPECTION & MAINTENANCE
1. THE KEY TO FUNCTIONAL INLET PROTECTION IS WEEKLY INSPECTIONS, ROUTINE MAINTENANCE, AND

REGULAR SEDIMENT REMOVAL.
2. REGULAR INSPECTIONS OF INLET PROTECTION SHALL BE CONDUCTED ONCE EVERY CALENDAR WEEK

AND, AS RECOMMENDED, WITHIN 24-HOURS AFTER EACH RAINFALL EVENT THAT PRODUCES 1/2-INCH
OR MORE OF PRECIPITATION.

3. ATTENTION TO SEDIMENT ACCUMULATIONS ALONG THE FILTER FABRIC IS EXTREMELY IMPORTANT.
ACCUMULATED SEDIMENT SHOULD BE CONTINUALLY MONITORED AND REMOVED WHEN NECESSARY.

4. REMOVE ACCUMULATED SEDIMENT WHEN IT REACHES 1/3 THE HEIGHT OF THE FILTER FABRIC. WHEN A
SUMP IS INSTALLED IN FRONT OF THE FABRIC, SEDIMENT SHOULD BE REMOVED WHEN IT FILLS
APPROXIMATELY 1/3 THE DEPTH OF THE SUMP.

5. REMOVED SEDIMENT SHALL BE PLACED IN STOCKPILE STORAGE AREAS OR SPREAD THINLY  ACROSS
DISTURBED AREA. STABILIZE THE REMOVED SEDIMENT AFTER IT IS RELOCATED.

6. CHECK FOR AREAS WHERE STORM WATER RUNOFF HAS ERODED A CHANNEL BENEATH THE FILTER
FABRIC, OR WHERE THE FABRIC HAS SAGGED OR COLLAPSED DUE TO RUNOFF OVERTOPPING THE
INLET PROTECTION.

7. CHECK FOR TEARS WITHIN THE FILTER FABRIC, AREAS WHERE FABRIC HAS BEGUN TO DECOMPOSE,
AND FOR ANY OTHER CIRCUMSTANCE THAT MAY RENDER THE INLET PROTECTION INEFFECTIVE.
REMOVE DAMAGED FABRIC AND REINSTALL NEW FILTER FABRIC IMMEDIATELY.

8. INLET PROTECTION STRUCTURES SHOULD BE REMOVED AFTER ALL THE DISTURBED AREAS ARE
PERMANENTLY STABILIZED. REMOVE ALL CONSTRUCTION MATERIAL AND SEDIMENT, AND DISPOSE OF
THEM PROPERLY. GRADE THE DISTURBED AREA TO THE ELEVATION OF THE DROP INLET STRUCTURE
CREST. STABILIZE ALL BARE AREAS IMMEDIATELY.
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FOLD FABRIC TO OVERLAP 1
FOOT AND SECURE TO POSTS

WITH HEAVY DUTY PLASTIC TIES

ATTACH FILTER FABRIC TO POSTS
WITH HEAVY DUTY PLASTIC TIES

ALONG TOP 8-INCHES  OF FABRIC

BURY & TRENCH MINIMUM OF
12- INCHES OF FILTER FABRIC

3-FT. MAX.

 SPACING

FILTER FABRIC REQUIREMENTS
1. SILT FENCE MUST BE COMPOSED OF WOVEN GEOTEXTILE FILTER FABRIC THAT CONSISTS OF THE

FOLLOWING REQUIREMENTS:
- COMPOSED OF FIBERS CONSISTING OF LONG CHAIN SYNTHETIC POLYMERS OF AT LEAST 85% BY

WEIGHT OF POLYOLEFINS, POLYESTERS, OR POLYAMIDES THAT ARE FORMED INTO A NETWORK
SUCH THAT THE FILAMENTS OR YARNS RETAIN DIMENSIONAL STABILITY RELATIVE TO EACH OTHER;

- FREE OF ANY TREATMENT OR COATING WHICH MIGHT ADVERSELY ALTER ITS PHYSICAL PROPERTIES
AFTER INSTALLATION;

- FREE OF ANY DEFECTS OR FLAWS THAT SIGNIFICANTLY AFFECT ITS PHYSICAL AND/OR FILTERING
PROPERTIES; AND,

- HAVE A MINIMUM WIDTH OF 36-INCHES.
2. USE ONLY FABRIC APPEARING ON FDOT'S QUALIFIED PRODUCTS LISTING, MEETING THE

REQUIREMENTS OF THE MOST CURRENT EDITION OF THE FDOT STANDARD SPECIFICATIONS FOR
HIGHWAY CONSTRUCTION.

 3. 12-INCHES OF THE FABRIC SHOULD BE PLACED WITHIN EXCAVATED TRENCH AND TOED IN WHEN THE
TRENCH IS BACKFILLED.

4. FILTER FABRIC SHALL BE PURCHASED IN CONTINUOUS ROLLS AND CUT TO THE LENGTH OF THE
BARRIER TO AVOID JOINTS.

5. FILTER FABRIC SHALL BE INSTALLED AT A MINIMUM OF 24-INCHES ABOVE THE GROUND.
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BURY FABRIC
(SEE DETAIL)

1.25 LB/FT
STEEL POSTS

N.T.S.

TYPE A INLET PROTECTION

INSTALL RUBBER
SAFETY CAPS ON THE
TOP OF STEEL POSTS

PLAN SYMBOL

INSTALL RUBBER
SAFETY CAPS ON THE
TOP OF STEEL POSTS

INSTALL RUBBER
SAFETY CAPS ON THE
TOP OF STEEL POSTS

A

KEY TRENCH AT TOP OF SLOPE
DETAIL

KEY TRENCH AT BOTTOM OF
SLOPE DETAIL

ANCHOR PATTERN

TURF REINFORCEMENT
BLANKET OVERLAP JOINT

TURF REINFORCEMENT
BLANKET ON SLOPE

EROSION CONTROL BLANKET
N.T.S.

LANDLOK 52

HINGE POINT

FACE OF SLOPE
(PREPARED SUBGRADE)

COMPACTEDBACKFILL

ANCHOR

LANDLOK S2 EROSION
CONTROL BLANKET

ANCHOR (TYP.)

FACE PF SLOPE (PREPARED SUBGRADE)

LANDLOK S2 EROSION
CONTROL BLANKET

COMPACTED BACKFILL

LANDLOK S2 EROSION
CONTROL BLANKET

OVERLAPPING EDGE

ANCHOR

COVERED EDGE

KEY TRENCH AT
BOTTOM SLOPE

ANCHOR (SEE ANCHOR
PATTERN PLAN SHEET)

LANDKLOK S2 EROSION
CONTROL BLANKET

KEY TRENCH AT
TOP OF SLOPE

 FLOW

FLOW

12
'' (

MI
N.

)

12'' (MIN.)

6'' MI
N.

6'' MIN.

24'' MIN

18''

18''

36
''

12'
' M

IN.

1.51

4'' MIN.
OVERLAP

EC-02 STAIR STEP GRADING
N.T.S.

4-
FT

.

4-FT.

NOTES
1. WATER, SOIL, AND FERTILIZER ARE HELD BY STEPS -

VEGETATION ESTABLISHES MORE EASILY ON THE STEPS.
2. SHOULD BE SEEDED AND STABILIZED IMMEDIATELY.

DEBRIS FROM
SLOPE ABOVE IS

CAUGHT BY STEPS

DRAINAGE

SLOPE

DOZER TREADS CREATE
CLEAT IMPRINTS PARALLEL

TO THE SLOPE  CONTOUR

NOTES:

1. SHOULD BE SEEDED AND STABILIZED IMMEDIATELY.

TRACKING
N.T.S.
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