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TELLUS  EXPANSION
GENERAL NOTES

I. GENERAL INFORMATION

A. PIPE SLEEVES, FRAMED OPENINGS AND ANY MISC. OPENINGS SHOWN ON ARCH. DWGS THAT ARE SIZED
AND LOCATED, SHALL BE INSTALLED AS INDICATED ON THE ARCH.DWGS. AND IN ACCORDANCE WITH THE
APPLICABLE DETAILS AS REFERENCED ON THE ARCH. DWGS.

B. PIPE SLEEVES, FRAMED OPENINGS AND ANY MISC. OPENINGS SHOWN ON ANY ARCH. DWGS. THAT ARE
NOT SIZED AND/OR LOCATED SHALL BE SIZED AND LOCATED AS INDICATED ON THE APPLICABLE  HVAC,
MECH., STRUCT. OR ELECT. DWGS. THESE OPENINGS SHALL BE INSTALLED IN ACCORDANCE WITH THE
APPLICABLE ARCH. DETAILS AS REFERENCED ON THE DWGS.

C. PIPE SLEEVES, FRAMED OPENINGS AND ANY MISC. OPENINGS NOT SHOWN ON ARCH. DWGS. SHALL BE
SIZED AND LOCATED AS INDICATED ON THE APPLICABLE HVAC, MECH., STRUCT. OR ELECT. DWGS.
THE ARCH. DETAILS SHALL BE USED AS  REFERENCE FOR THE INSTALLATION OF THESE OPENINGS.

D.  WOOD NAILERS AND BLOCKING REQUIRED AT ROOF (IF ANY) SHALL BE OF A THICKNESS TO MATCH
THICKNESS OF ROOF INSULATION OR ADJACENT CONSTRUCTION.

E. AT HIGH TEMPERATURE DUCTS OR PIPES THRU ROOF, NO WOOD MAY BE USED AT ROOF CURB UNLESS
STACK IS INSULATED AND  HAS ADEQUATE CLEARANCE FOR VENTILATION.

F. PRE-FAB METAL CURB PLACEMENTS SHALL BE COORDINATED WITH  ROOFING INSTALLATION.

G. TREATED WD. NAILERS (IF ANY) SHALL BE INTERRUPTED AT EXPANSION JOINTS, PROVIDING CLEAR SPACE
SUITABLE FOR THE WIDTH OF THE EXPANSION JOINT.

H. WALL DIMENSIONS ARE FROM FACE OF GWB OR CMU (UNLESS OTHERWISE NOTED) AND DO NOT INCLUDE
THICKNESS OF WALL FINISHES, I.E.: PAINT, CERAMIC TILE, OR OTHER.

J. ITEMS NOT LOCATED BY DIMENSION (DOORS, ETC.) MAY BE ADJUSTED SLIGHTLY TO ACCOMMODATE
CONSTRUCTION (SUCH AS CMU COURSING). 

K. ALL ELEVATIONS ARE REFERENCED FROM FINISHED FIRST FLOOR DATUM ELEVATION OF 27.67', UNLESS
OTHERWISE NOTED. REFER TO STRUCTURAL DRAWINGS FOR FURTHER INFORMATION.

L. PIPE, DUCT, CONDUIT, AND OTHER PENETRATIONS THROUGH FIRE RATED WALLS OR PARTITIONS SHALL
BE PROVIDED WITH PROTECTIVES CERTIFIED FOR THE MATERIALS AND RATING OF THE WALL BEING
PENETRATED.

M.  DIMENSIONS NOTED "M.O." (FOR DOORS, WINDOWS, LOUVERS, ETC.) ARE NOMINAL OPENING SIZE AND ARE
NOT INTENDED TO BE THE ACTUAL OPENING SIZE. REFER TO DETAILS AND SCHEDULES AS APPROPRIATE.
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GENERAL INFORMATION

ADDRESS:    37021 GATOR BLVD, BELLE GLADE, FL 33430
EXISTING USE:    PRODUCTION
OWNER:   TELLUS PRODUCTS
TELE.    561-829-2600
JURISDICTION:    PALM BEACH COUNTY, FL
ARCHITECT                  CLAY JONES, ARCHITECT
                                       112 SOUTH MAIN STREET, GREER, SC
                                       TELE. 864-879-0123

THIS CODE SUMMARY COVERS THE CONSTRUCTION OF BUILDING EXPANSION TO EXPAND 
EXISTING WAREHOUSE. 

BUILDING DESCRIPTION:

THE EXPANSION TO THE EXISTING BUILDING IS A PEMB PRE-ENGINEERED METAL BUILDING 
STRUCTURE. THE CONSTRUCTION IS TYPE IIB SPRINKLERED WITH INDUSTRIAL OCCUPANCIES 
GROUP F1, S1 AND B.  

BUILDING CODE: FLORIDA BUILDING CODE (FBC 2020)

OCCUPANCY: GROUP F1 MODERATE HAZARD,  GROUP B BUSINESS , S1 STORAGE 
SEPARATION: NON SEPARATED 
CONSTRUCTION TYPE : II-B NON-COMBUSTIBLE
STORY: 1 STORY - 35'-0" HEIGHT
AREA: ALLOWABLE SF - UNLIMITED ACTUAL SF - 20,000 SF  
SPRINKLER:  SPRINKLERED
OCCUPANTS: 157 (NEW) BASED ON 1/100 SF
EXITS 4 (NEW) PROVIDED  (2 REQUIRED)
HEADROOM: 7'-6" FT MINIMUM

ALLOWABLE TRAVEL DISTANCE               (TABLE 1017.2):
FACTORY         F1/S1 400 FEET W  SPRINKLER 

SYSTEM (1017.2.2)

COMMON PATH OF EGRESS TRAVEL  (SECTION 1006.2.1)
FACTORY          F1/S1 100 FEET W  SPRINKLER 

SYSTEM
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