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ROOF OPENING DETAIL

WAREHOUSE EXPANSION
TELLUS PRODUCTS, LLC

37021 GATOR BLVD
BELLE GLADE, FL 33430

A 14JUL23 ISSUED FOR APPROVAL NRW BDH JNC

B 23AUG23 ISSUED FOR APPROVAL NRW BDH JNC

ISSUED FOR
APPROVAL

NOTES:

1. BEFORE EXECUTING ANY WORK, THE CONTRACTOR SHALL
EXAMINE ACTUAL JOB CONDITIONS AND REPORT TO THE
CONTRACTING OFFICER ANY ERROR, OMISSION, OR
DISCREPANCY AFFECTING WORK.

2. DRAWING IS CONSIDERED DIAGRAMMATIC AND INDICATES
THE GENERAL ARRANGEMENT OF THE WORK. CONTRACTOR
SHALL COORDINATE WITH ALL OTHER TRADES TO DETERMINE
EXACT LOCATION OF EQUIPMENT AND SYSTEM ELEMENTS
PRIOR TO DEMOLITION, FABRICATION, AND INSTALLATION.

3. TOLERANCE ON:
SLOPES/ANGLES ± 0.5°
OPENINGS ± 1/4"

4. REFER TO ARCHITECTURAL DRAWING PACKAGES FOR
ADDITIONAL DETAILS SURROUNDING BUILDING INTERFACE
AND PENETRATIONS.

SEE DETAIL 1 FOR ROOF
VENTILATOR DETAIL (TYP. ALL) TYP. ALL

ROOF OPENING ARRANGEMENT - PLAN VIEW
3/32" = 1'-0"

T/ROOF EL. VARIES

60 12" x 60 12" ROOF
OPENING (TYP. ALL)

1 ROOF VENTILATOR DETAIL (NOTE 4)
3/4" = 1'-0"0002
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