RUBBER IN SHEAR
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THREADED STEEL
ROD TO STRUCTURE.
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% AIR FLOW

SEE PLANS FOR

DISCHARGE DUCT, A A
IN—-LINE

SIZE. FAN, SEE

FAN SCHEDULE
TRANSITION FROM FLEXIBLE DUCT
FAN OUTLET TO CONNECTION
DUCT SIZE INDICATED. INLET AND OUTLET

CEILING
N\ |

36" MAX

— PROVIDE CEILING ACCESS
PANEL IN PLASTER/GYPBOARD
CEILING SIZED TO ALLOW FOR

REMOVAL OF FAN. MINIMUM SIZE
IS 24" X 24",

NOTE: PROVIDE FLEXIBLE DUCT CONNECTION TO DUCTWORK
FOR ALL IN—LINE FANS AND FOR ALL CEILING MOUNTED
FANS.

IN-LINE FAN DETAIL

SCALE: NONE
— OIL TRAP PER MANUFACTURER’S
RECOMMENDATIONS
SENSING BULB j
= \ = | Lt
—
& I
COOLING CoIL
DIAGRAM FOR UNITS
UNDER 5 TONS
EXPANSION VALVE N
EQUALIZING LINE
CONTRACTOR IS TO HAVE UNIT MANUFACTURER
TO PROVIDE FINAL REFRIGERANT LINE SIZES FOR
EQUIPMENT FURNISHED AT SPECIFIED LOCATIONS
SHOWN IN THE CONSTRUCTION DOCUMENTS.
—
CONDENSING UNIT ;@ T
SCALE: NONE

REFRIGERANT PIPING NOTES

A. PROVIDE SHRADER FITTINGS IF NOT PROVIDED WITH CONDENSING UNIT.
SHRADER FITTING SHALL BE INSTALLED DIRECTLY INTO PIPE; NO EXTENDED

TUBES ALLOWED.

B. ALL REFRIGERANT PIPING, ACCESSORIES, VALVES, ETC., SHALL BE INSTALLED IN COMPLIANCE

WITH THE REFRIGERATION PIPING SCHEMATIC.

C. INSTALL ARMAFLEX TYPE "AP” 3/4" THICK FOAM PLASTIC INSULATION ON ALL SUCTION
LINES FROM EACH CONDENSING UNIT TO THE AIR HANDLING UNIT COIL. ALL INSULATION
SHALL BE INSTALLED WITH ARMSTRONG #520 ADHESIVE WITH 100% COVERAGE ON ALL
BUTT JOINTS. INSULATION SHALL BE SLIPPED OVER PIPING IN ONE PIECE WITH NO

LONGITUDINAL JOINTS.

D. WHERE REFRIGERANT INSULATION IS INSTALLED EXPOSED OUTSIDE, IT SHALL BE PAINTED
WITH TWO COATS OF PAINT, CONTAINING UV INHIBITORS, AND IN ACCORDANCE WITH
THE INSULATION MANUFACTURER'S RECOMMENDATIONS. ARMSTRONG WP OR EQUAL.

E. ALL REFRIGERANT PIPING, POWER AND CONTROL CONDUIT SHALL BE RUN ABOVE GRADE
SUPPORTED WITH HOT—DIPPED GALVANIZED STRUT BOLTED TO THE GROUND EQUAL TO B—LINE.

F. SLOPE ALL REFRIGERANT LINES TOWARD CONDENSING UNITS

\

DUCT, SEE PLANS FOR
SIZE. PROVIDE GASKET
TO FIT PERIMETER OF
CONNECTION WHERE
DISSIMILAR METALS MAKE

CONTINUOUS ANGLE.
ALUMINUM PLENUM,
ngE: PLANS FOR CONTACT.
SEAL BETWEEN SLEEVE AND :
EXTERIOR WALL ALL AROUND
WITH WATERPROOF,
NON—HARDENING LATEX CAULK. e #12 TEK SCREWS, (STAINLESS STEEL) SPACING PER
DO NOT SEAL BOTTOM OF - ~< MANUFACTURERS RECOMMENDATIONS. CAULK
LOUVER. % PENETRATION WITH WATERPROOF, NON—HARDENING
s BLADE LATEX CAULK.
| , DAMPER
HURRICANE RATED ——— /\‘ /_EgaPEEN , 10 GAUGE ALUMINUM SLEEVE.
'AOR%\F/";:%C%ER AL N < / PLENUM SHALL BE 10 GAUGE ALUMINUM,
: AN / UNLESS SLEEVE IS OF DIFFERENT MATERIAL,
A / PLENUM SHALL MATCH SLEEVE
Al - = | CONSTRUCTION.
AT~ -3 l\ —th | =1~ 112 sLorE
/ - /
/ {.\ ¢ \ ¥ CONTINUOUSLY WELDED SEAM ENTIRE
| \ / PERIMETER OF SLEEVE TO ATTACH PLENUM.
/" PERIMETER FLANGE / CONTINUOUS ANGLES 2 x 2 x 3/16

\
_/
EXISTING

EXTERIOR WALL

-~

—_—

/

/  (EXTERIOR OF BUILDING)

// ALUMINUM.
/
- EXISTING EXTERIOR WALL

12" LONG ALUMINUM SLEEVE

DUCT CONNECTION TO WALL LOUVER DETAIL

1. OUTDOOR AIR DUCT SHOWN, EXHAUST LOUVER CONNECTIONS SIMILAR. SCALE: NONE

ALUMINUM CAP

1/8" THICK STAINLESS

STEEL AVIATION CABLE.

SECURE PENTHOUSE
TO CURB NAILER WITH
#0 TEK SCREWS AT
5” ON CENTER ALL
AROUND UNIT.

MOUNTING FLANGE —/

1 1 NEMA 3R RATED
DISCONNECT SWITCH
MOUNTED UNDER
ALUMINUM CAP

—

\—BIRD SCREEN

\ /
=0 7 CONTINUOUS CURB
® o o o o o ¢ o4 7 K5NTERFLASHING
127 MIN. CLEAR 2 x 6 PRESSURE PREMANUFACTURED
TOP OF CURB TREATED WOOD 4" TYP GALVANIZED AND
CONTINUOUS NAILER : ‘ INSULATED ROOF CURB
CONTINUOUS SHALL WITHSTAND
APPLIED WIND LOAD.
/] FAN INLET N ~— ROOFING
N TRANSITION N/ U
5 Lp CORRUGATED
UCTIORK METAL DECK

MINIMUM 12 GAUGE
STEEL

ROOF MOUNTED

\
\—STEEL
JOIST
#10 TEK SCREW AT 5" ON CENTER
ALL AROUND CURB.

EXHAUST FAN

A.  PROVIDE A MINIMUM CLEARANCE OF 12" FROM TOP OF ROOFING TO TOP OF CURB. SCALE: NONE
B. CENTRIFUGAL STYLE FAN SHOWN, UPBLAST TYPE SIMILAR

AIR
INTAKE

] / < FRONT PANEL
~—INDOOR UNIT
e OPERATION SECTION
gl LG AR OUTLET
AR FILTERS — | THERMAL
SENSOR

WALL MOUNTED UNIT DETAILS

SCALE: NONE
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