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LOAD RATED DRILLED
LEAD EXPANSION INSERT
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OF TOTAL DEPTH

THREADED ROD
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SURFACE MOUNTED

0

CHANNEL ANCHORED
THROUGH THE BACK
OF THE CHANN

BEAM CLAMP

A PULL-OUT ULTIMATE LOAD TEST SHALL BE PERFORMED FOR POWDER-—-
DRIVEN STUDS ON FOUR REPRESENTATIVE SAMPLES, AT 1200 LBS.
IF ANY ANCHOR FAILS, ONLY LEAD EXPANSION ANCHORS

SHALL BE USED.

INSTALLATION SHALL BE IN ACCORDANCE WITH MANUFACTURERS

RECOMMENDATIONS. PIPING 4” AND LARGER SHALL UTILIZE LEAD EXPANSION

ANCHORS.
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N\
\/
o

(
\— LOCKNUT
]
\ !!'
7
JOIST OR BEAM S
A > \_/
]
1”
N

\/

UNISTRUT CHANNEL
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PIPE CLAMP

\\1_6 GA. SHEET METAL
SADDLE FOR INSULATED
PIPES; 1/4" THICK
NEOPRENE SLEEVE FOR
UNINSULATED PIPES.

REFRIG. PIPE RISER SUPPORT DETAIL

METAL PIPE

HEAVY DUTY RISER

CLAMP TO SUPPORT

VERTICAL PIPE
RUNS BASIS OF
DESIGN IS B—LINE

@

FIRE BARRIER CAULK (MINIMUM
1/2" THICK (FOR PIPES UP TO
10" SIZE) (MINIMUM 1" THICK FOR
PIPES 12" AND LARGER)

CONCRETE FLOOR SLAB TO ALLOW
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SPACE (FOR PIPES
UP TO 10" DIAMETER)

MAXIMUM 27
ANNULAR SPACE

(FOR PIPES 12" AND

LARGER)

PIPE INSTALLATION

DAMMING MATERIAL

FLOOR PENETRATION DETAIL

UNION

NEW RTU

CLEAN—-OUT PLUGS
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ROOF CURB—=

ROOF

pPE —

SCALE: NONE

4" MIN. (OR T.S.P. PLUS 1/2"
WHICHEVER IS GREATER)

CONDENSATE SLOPES
1/4” PER FOOT

\2” MIN.
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AHU. CONDENSATE DRAIN DETAIL

AHU CONDENSATE DRAIN NOTES

SCALE: NONE

. CONDENSATE PIPING SHALL BE SUPPORTED FROM ROOF AT 4'—0" (MIN)
INTERVALS TO MAINTAIN 1/4” SLOPE. CONTRACTOR SHALL SUBMIT SHOP
DRAWING TO ENGINEER FOR REVIEW OF CONDENSATE SUPPORT.

2. CONDENSATE DRAIN SHALL BE PIPED FULL SIZE OF UNIT CONNECTION
3. CONDENSATE PIPING SHALL BE INSULATED PER SPECIFICATIONS.

SCALE: NONE

zé /—FIRE RATED WALL.

REFER TO MANUFACTURERS
INSTALLATION INSTRUCTIONS
FOR RECOMMEND CLEARANCE.

|_——TYPE "G” DYNAMIC FIRE DAMPER
WITH U.L. RATING & STAMP.
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GALVANIZED
DUCTWORK
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-— SIDEWALL GRILLE. ACCESS FOR
DAMPER RESET BY REMOVING GRILLE.

N
¥ SCREW GRILLE FLANGE TO

DAMPER SLEEVE. DO NOT SCREW
FIRE DAMPER OR GRILLE TO WALL.

BREAKAWAY CONNECTION
ANGLE SIZE, & SLEEVE
GAUGE PER SMACNA
STANDARDS.

FIELD FABRICATED SLEEVE MAY BE PERMITTED. SUBMIT DETAIL
FOR APPROVAL.

MANUFACTURER'S U.L. APPROVED INSTALLATION INSTRUCTIONS
(CONFORMING TO U.L. 555 & NFPA 90A) GOVERN.

FIRE DAMPER DETAIL

FLUSH MOUNTED GRILLE

1" WIDE STRAP HANGER DDC JUNCTION
TO STRUCTURE (TYP BOX

TWO SCREWS ON SIDE
OF BOX AND ONE

AT BOTTOM (TYPICAL)
MINIMUM 3 DUCT

DIAMETERS STRAIGHT DUCT

SCALE:

NONE

HEATER WITH SINGLE POINT

LT'ELEE Tp._D,iJNCST {|DISCHARGE DUCT.
FOR SIZE |SEE PLANS AND
|SCHEDULE FOR SIZE
RIGID DUCT :
CONNECTION e ;;i__,
TO BOX \ g : FACTORY MOUNTED DUCT
ANY FITTING \ -~ !
|

| bttt |
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SIZE IS 24"

VAV TERMINAL BOX DETAIL

POWER CONNECTION

I

=—— PROVIDE CEILING ACCESS

I PANEL IN PLASTER/GYPBOARD
| CEILINGS SIZED TO ALLOW FOR
REMOVAL OF VAV BOX MINIMUM

X 24"

SCALE: NONE

HURRICANE STRAP
TWO (2) TOTAL

CONDENSING UNIT

SCALE: NONE

VENT LINE

3" ABOVE
B CRATED [ co. TOP OF
oAb PLUG PRIMARY
’ (SCREWED)  QRAIN PAN
TEE
P
ELBOW y TSP +1°
/Aot
TSP +1”
(3" MIN.)
O-
N,

AHU

A. SLOPE DRAIN LINE TO CONDENSATE
RECEPTOR (MIN. 1/8” PER FOOT)

B. DRAIN LINE SHALL BE
COPPER TYPE "L" AND

INSULATED.

C. TSP = FAN TOTAL STATIC

PRESSURE.

CONDENSATE DRAIN DETAIL
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ROOF FLASHING, SEE
ARCHITECTURAL

METAL DECK

SCALE: NONE

PROVIDE FOUR (4) 3/8"x3/4" LONG
A—307 GALV. BOLTS TO ATTACH
CONDENSING UNIT TO STAND.

ADJUSTABLE
UNIT STAND.

SCREWS
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\ STEEL JOISTS

/

\— ANGLE IRON BETWEEN
JOISTS

FOR ATTACHMENT OF /

SUPPORT TO JOISTS, SEE
STRUCTURAL DRAWINGS.

b

ADJUSTABLE CONDENSING UNIT BASE DETAIL

SCREWS PER SIDE TO STAND.

CONDENSING
BY "ALUMA STAND”

OR APPROVED EQUAL.

ALUMINUM STAND MUST BE MIAMI-DADE
APPROVED, PROVIDE DOCUMENTATION
WITH SHOP DRAWING SUBMITTAL.

4— #14 SELF—TAPPING TEK

NOTES: FASTENING OF HURRICANE STRAP TO UNIT WITH TEK SCREWS WILL VOID MANUFACTURES
WARRANTY AND IS NOT PERMITTED IN THIS APPLICATION.

SCALE: NONE

PROVIDE TWO (2) 5/8"x #10 TEK
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